
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



A1

REVISIONS

0 PLC

1 PLC

2 PLC

3 PLC

4 PLC

ANGLES

OFSCALE SHEET REV

NAME

SIZE CAGE CODE DRAWING NO

DIMENSIONS: TOLERANCES UNLESS
OTHERWISE SPECIFIED:

DWN

CHK

APVD

MATERIAL FINISH

PRODUCT SPEC

APPLICATION SPEC

WEIGHT

P LTR DATE APVDDWNDESCRIPTION

5678 34 2 1

D

B

AA

B

C C

D

ALL RIGHTS RESERVED.

RELEASED FOR PUBLICATION

C COPYRIGHT

THIS DRAWING IS UNPUBLISHED.

4805 (3/13)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT.

TE Connectivity

1

2

3

4

5

6

7

Customer Drawing

1355036

S. Blidar
22SEP97

G. Hotea
22SEP97

J. Woller
22SEP97

5:1 1 1 J10

108-18513

114-18148

-
- -

mm
-
-
-
-
-

1°

PRODUCT GROUP DRAWING FOR
Tabellenzeichnung fuer

AMP MCP 2.8

-

copyright_date

-

00779

BY -

J7 1-968855-4, 1-968857-4, 1-968859-4 REMOVED ECR-13-01069520AUG2013 Leim Leim

J8 DRAWING MISTAKE CORRECTED ECR-14-001420 30JAN2014 Abr Leim

J9 DRAWING MISTAKE CORRECTED ECR-14-003309 05MAR2014 Bren Leim

J10 ECR-14-010789 18JUL2014 Joas Leim

4
.
4 

 
-
0
.
1

K�#�0.5

F

G

H

0
.
3
2

0
.
0
5

max.0.3

J

3
.
1+
0
.
0
5

-
0
.
1
5

4.2�#�0.3

6.3  -0.2

4
.
2

4.2  -0.2

K�#�0.5

F

G

H

J

F

G

H

J

D
ISO

C�#�0.3

E
�
#
�
0
.
3

D
DR

B
�
#
�
0
.
3

A�#�0.3

E
�
#
�
0
.
3

C�#�0.3

D
ISO

D
DR

B
�
#
�
0
.
3

A�#�0.3

S
I
N
G
L
E
 
W
I
R
E
 
S
E
A
L
 
/
 
E
i
n
z
e
l
d
i
c
h
t
u
n
g

1-1719506-3 A

C
u
N
i
S
i

X
1
0
C
r
N
i
1
8
-
8

SILVER PLATED
versilbert 12

AWG

3.0
-

3.8
4.04.22.05.05.03.53.55.97.50.821.00.59 828905-1828922-1

S
E
E
 
A
P
P
L
I
C
A
T
I
O
N
 
S
P
E
C
I
F
I
C
A
T
I
O
N
 
1
1
4
-
1
8
1
4
8

s
i
e
h
e
 
V
e
r
a
r
b
e
i
t
u
n
g
s
s
p
e
z
i
f
i
k
a
t
i
o
n
 
1
1
4
-
1
8
1
4
8

1-1719506-1 A PRE TIN PLATED
verzinnt

1-968859-3 E SILVER PLATED
versilbert

4
3.4
-

3.7
4.54.72.36.06.04.34.36.98.51.2522.60.65 828985-1828986-11-968859-2 - GOLD PLATED

vergoldet

1-968859-1 E PRE TIN PLATED
verzinnt

1-968857-3 E SILVER PLATED
versilbert 1.5

-
2.5

2.2
-

3.0
3.63.81.75.05.03.53.55.97.50.821.00.58 828905-1828922-11-968857-2 D GOLD PLATED

vergoldet

1-968857-1 E PRE TIN PLATED
verzinnt

1-968855-3 E SILVER PLATED
versilbert 0.5

-
1.0

1.4
-

2.1
2.52.71.24.84.83.33.05.47.00.7521.00.54 828904-1828922-11-968855-2 E GOLD PLATED

vergoldet

1-968855-1 E PRE TIN PLATED
verzinnt

1-968882-3 E SILVER PLATED
versilbert 0.2

-
0.5

1.2
-

1.4
2.12.10.84.54.53.22.54.96.50.7521.00.52 828904-1828922-11-968882-2 E GOLD PLATED

vergoldet

1-968882-1 E PRE TIN PLATED
verzinnt

S
T
A
N
D
A
R
D
C
R
I
M
P

1-968853-3 E SILVER PLATED
versilbert

4
2.7
-

3.7
4.54.72.35.75.93.34.36.68.50.822.60.65 - -1-968853-2 - GOLD PLATED

vergoldet

1-968853-1 E PRE TIN PLATED
verzinnt

1-968851-3 E SILVER PLATED
versilbert 1.5

-
2.5

2.2
-

3.0
3.63.81.74.64.82.63.55.16.70.320.20.56 - -1-968851-2 E GOLD PLATED

vergoldet

1-968851-1 E PRE TIN PLATED
verzinnt

1-968849-3 E SILVER PLATED
versilbert 0.5

-
1.0

1.4
-

2.1
2.52.71.23.33.51.83.04.66.20.220.20.51 - -1-968849-2 E GOLD PLATED

vergoldet

1-968849-1 E PRE TIN PLATED
verzinnt

1-968880-3 E
SILVER PLATED
versilbert

0.2
-

0.5

1.2
-

1.4
2.12.10.82.92.91.42.53.75.70.220.20.48 - -1-968880-2 -

GOLD PLATED
vergoldet

1-968880-1 E
PRE TIN PLATED

verzinnt

V
E
R
S
I
O
N

 
A
u
s
f
u
e
h
r
u
n
g

ORDER-NO.
STRIP-FORM

 
Bestell-Nr.
Bandware

REV
 
 

B
O
D
Y

S
P
R
I
N
G

S
U
R
F
A
C
E

 
O
b
e
r
f
l
a
e
c
h
e

WIRE
SIZE
RANGE
 

Leiter-
quer-

schnitt
 
mm²

INSULATION
DIAMETER

 
Isolations-
durchmesser

 
mm

A B D
DR C E D

ISO

F G H J K

WEIGHT
 

Gewicht
 
g

S
I
N
G
L
E
 
W
I
R
E
 
S
E
A
L

 
E
i
n
z
e
l
d
i
c
h
t
u
n
g

 
T
E
 
C
O
N
N
E
C
T
I
V
I
T
Y
 
N
O
.

D
E
A
D
 
E
N
D
 
P
L
U
G

 
B
l
i
n
d
s
t
o
p
f
e
n

 
T
E
 
C
O
N
N
E
C
T
I
V
I
T
Y
 
N
O
.

A
P
P
L
I
C
A
T
I
O
N
 
T
O
O
L
S

 
V
e
r
a
r
b
e
i
t
u
n
g
s
w
e
r
k
z
e
u
g
e

WIRE CRIMP
 

Drahtcrimp
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CRIMP DIMENSIONS / Crimpabmessungen mm

STANDARDCRIMP

LASER WELDED
Lasergeschweisst

SINGLE WIRE SEAL
EinzeldichtungssystemONLY FOR WIRE SIZE RANGE

Nur fuer DGB
0.2 ... 0.5 mm²
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NOTES:
Bemerkungen:

 MATING PART SEE INTERFACE DRAWING
    TE-NO.: 114-18230-002
    Gegenstecker nach Ausfuehrungsvorschrift
    TE-Nr.: 114-18230-002

 SURFACE:
       - PRE TIN PLATED 1 TO 3 µm
       - GOLD PLATED MIN. 2 µm (ONLY CONTACT AREA)
       - SILVER PLATED 3 TO 5 µm (ONLY CONTACT AREA)
    Oberflaeche:
       - verzinnt 1 bis 3 µm
       - vergoldet min. 2 µm (nur Kontaktzone)
       - versilbert 3 bis 5 µm (nur Kontaktzone)

 DOUBLE CRIMPS ARE ONLY POSSIBLE WITH
    APPLICATORS AUTHORIZED BY TE (NO HAND TOOL)
    SUITABLE TOOLS ON REQUEST
    Doppelanschlaege sind nur mit von TE zugelassenen
    Anschlagwerkzeugen moeglich (keine Handzangen)
    passende Werkzeuge auf Anfrage

 GAUGE INSPECTION
    Lehrenpruefung

 DETAILS OF DESIGN ARE LEFT TO MANUFACTURER
    Einzelheiten der Ausfuehrung bleiben dem Hersteller ueberlassen

 ONLY GERMAN LANGUAGE VERSION SHALL BE BINDING
    Massgebend ist der deutsche Text

 PUNCHING OIL 
RAZIOL CLF 11 SG

    Stanzoel:
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