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QSFP CABLE ASSEMBLY OPTICAL CONNECTION
PART NUMBER ovERALL - [caLE CABLE ERoM o
M STANDARD HIGH HIGH () (mm) TYPE P1 P2
BANDWIDTH (OM2)x | BANDWIDTH (OM3)x | BANDWIDTH (OM4)x MTP CONNEGTOR Ret T
4 ROUND OPTICAL CABLE,
(ORANGE CABLE) (AQUA CABLE) (AQUA CABLE) FEMALE (2X) LAgEL MM 50/125. #3.0mm, PLENUM C Rx-2 Tx-2
— TBD 106283-1000 1062683-7501 0.5 +0.1/-0 (MOLEX P/N AND * Rx_3 %3
106283-0001 106263-1001 106283-7001 10 +02/-0 SERAL No. P~ E—
1062830115 1062831115 106283-7502 | 15 +0.2/-0 - *
I
L 106283-0002 106283-1002 106283-7002 20 +02/-0 UNUSED UNUSED
1062830125 1062831125 106263-7503 25 +02/-0 UNUSED | UNUSED
106283-0003 1062831003 106283-7003 | 3.0 +02/-0 . UNUSED | UNUSED
106283-0004 1062831004 106283-7004 | 40 +02/-0 UNUSED | UNUSED
106263-0005 106283-1005 106263-7005 | 50 +02/-0 SINGLE JACKET ASSEMBLY e Rxt
K | 106283-0006 1062831006 106283-7006 | 60 +02/-0 ¢3.0mm INNER
MTP CONNECTOR JACKET Tx-3 Rx-3
- ROUND GPTICAL CABLE
106263-0007 1062631007 106283-7007 | 7.0 +02/-0 FEMALE (2% .
LAgEL MM 50/125, @45mm, PLENUM HEAT SHRINK C Tx-2 Rx-2
106263-0008 1062831008 106283-7008 | 80 +02/-0 AL o AND TOBING. (2X) * e o
106263-0009 1062831009 106283-7009 | 90 +02/-0 SERIAL No.
106283-0010 1062831010 106283-7000 | 10.0 +03/-0 B D
J 106283-0011 106283-1011 106283-701 | 110 +03/-0 — M1 s T P2 —=—
106283-0012 106283-1012 106283-7012 12.0 +03/-0 o 2X 10 {—1
106283-0013 106283-1013 106283-7013 3.0 +03/-0 12 FIBER 2X 200 g =—2X 35—
30 |ROUND CABLE. L |
— 106283-001% 106283-1014 106283-701 14,0 +0.3/-0 SINGLE JACKET
106283-0015 106283-1015 106283-706 15.0 +0.3/-0 DUAL JACKET ASSEMBLY
. 106283-0016 106283-1016 106283-70% | 16.0 +03/-0
106283-0017 1062831017 106283-707 | 17.0 +03/-0
106283-0018 1062831018 106283-70%8 | 18.0 +03/-0
| 106283-0019 1062831013 106283-7019 | 19.0 +03/-0
106263-0020 1062831020 106283-7020 | 200 +04/-0
106283-0021 1062831021 106283-7021 | 21.0 +04/-0 VEW C
H 106283-0022 106283-1022 106283-7022 220 +04/-0
106263-0023 1062831023 106283-7023 | 230 +04/-0
106283-0024 106283-1024 106283-7024 24,0 +0.4/-0 TP KEY MTP KEY
106283-0025 1062B3-1025 106283-7025 25.0 +05/-0
106283-0026 1062831026 106283-7026 | 260 +05/-0 P °
6 106283-0027 1062B3-1027 106283-7027 27.0 +05/-0 e} 0
106283-0028 1062631028 106283-7028 | 280 +05/-0 N _
106283-0029 1062831029 106283-7029 | 290 +05/-0
Rx-1 O | Tx-1 | © |
106263-0030 106283-1030 106283-7030 | 300 +06/-0 P — T o
106263-0035 1062631035 106283-7035 | 350 +07/-0 Rx- %3
e | tos283-0040 1062631040 106283-7040 | 400 +08/-0 Rx-d— i B “T\TX"‘
VIEW B ! ! H VIEW D
106263-0045 1062831045 106283-7045 | 450 +09/-0 SCALE 57 Tx-4 [ SCALE S
Tx-3—1 f— A
106283-0050 106831050 106283-7050 | 50.0 +10/-0 T2 = Rx-2
— 106283-1055 106283-7055 55.0 +11/-0 Tx-1 Rx-1
106283-1060 106283-7060 600 +12/-0 O
E 106ZB3-1065 106283-7065 650 +13/-0
1062831070 106283-7070 | 700 +14/-0 12 FBER —
106283-1075 106283-7075 | 750 +15/-0 | 4.5 | ROUND CABLE. NOTES:
1 106283-1080 106283-7080 | 800 +16/-0 DUAL JACKET 1. CABLE ASSEMBLY SPECIFICATIONS:
1062831085 106263-7085 | 850 +17/-0 OPTICAL PROPERTIES
ez 1090 ooz 7090 500 190 FIBER TYPE MULTIMODE S0/125 Hm BEND-INSENSITIVE
B - - 9 18/ CONNECTOR INSERTION LOSS (MAX.) 10 dB
1062631095 1062837095 | 950 +19/-0 CABLE ATTENUATION IMAX) 35/12 dB/km AT 850/1300 nm TABLE 1
1062831100 106283-7100 | 100.0 +2.0/-0 *BANDWIDTH SEE TABLE 1
052831120 = 200 124/0 ENVIRONMENTAL PROPERTIES OVERFILLED LAUNCH | 1 GIGABIT ETHERNET |10 GIGABIT ETHERNET| 40 & 100 GIGABIT |EFFECTIVE MODAL
— - CONNECTOR MATERIALS ULo4 V-0 FBER TYPE BANDWIDTH, MN. | LINK DISTANCE. MIN. [LINK DISTANCE, MIN. | ETHERNET LINK BANDWIDTH
1062831150 1062837150 | 150.0 +3.0/0 - (MHz—k ] (m) (m) DISTANCE, MIN, (m) (MHz-km)
CABLE FLAMMABILITY RATING PLENUM OFNP (NFPA 262/UL 910) pres 500 Y 500 prvs 500 050 500 pes
106283-1300 T80 3000 -60/-0 OPERATING TEMPERATURE RANGE -0°C TO +70°C nm nm nm nm nm o nm nm nm
c T80 106283-7400 | 400.0 +B.0/-0 MECHANICAL PROPERTIES STANDARD BANDWIDTH (OM2)| 500 500 600 - 86 - - == =
FIBER COUNT 4T X4 Rx HIGH BANDWIDTH (@M3) 1500 500 1000 - 300 = 100 --- 2000
CABLE MIN. BEND RADIUS — — —
SHORT TERM SO mm - SINGLE JACKET HIGH BANDWIDTH (OM4) 3500 550 1040 550 150 4700
89 mm - DUAL JACKET S 2| |quaLTy| GENERAL TOLERANCES DIMENSION STYLE SCALE ESGN UNTS THIRD ANGLE
LONG TERM 20 mm - SINGLE JACKET 3 £ 3| |syols| (UNLESS SPECIFIED) MM ONLY 11 INCH ©d PROJECTION
- 2 = = DRAWN BY DATE  |TITLE
s A\57 mm - DUAL JACKET FoS = INCH
NG LOAD 125 mm - SINGLE JACKET CABLE/INNER SUBUNIT xS ||z 4 PLACES [ + IGUMIN 2006/01/31 MOLEX QSFP_OPTICAL
Q =1
OF DUAL JACKETED CABLE 59 . S 3 PLACES |+ £ CHECKED BY DATE CABLE ASSEMBLY
COMPRESSIVE FORCE A = > PLACES |t T
SINGLE JACKET >35 N/mm - SNGLE JACKET CABLE/NNER SUBUNIT | & § = Z|& TPLACE [£-—— [+ [APPROVED BY DATE
N OF DUAL JACKETED CABLE xEE 3 O PLACE £ T ANDRE | 2010/11/12) mo ex
IN CONTROLLED 90° AND 180° BENDS. MINIMUM BEND Wo =g ANGULAR £1/2° MATERIAL NO. DOCUMENT N SFEET NO.
A . ==
RADIUS CAN BE REDUCED TO 15 in (38 mm). Eu Zxo DRAFT WHERE APPLICABLEL SEE TABLE SD-106283-00XX 1 0F 1
LU = ST REMAIN SIZE | THIS DRAWING CONTAINS INFORMATION THAT IS PROPRETARY TO MOLEX
EMN o WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION|
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