
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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Aluminum Chassis1444

Accessories

Bottom Panels

Key Features:

• Spot welded - heavy duty construction chassis.
• Natural aluminum finish (as shown above) - also available in painted 

steel with walnut side panels).

• Side panels are made from solid walnut and routed out to fit over 
ends of chassis (pre-punched for easy mounting).

• Walnut side panels attach with four machine screws & lockwashers 
(included) into metal inserts to avoid wood damage. Screws should 
not be torqued past 4.43 lbf.in ( 50 cN.m).

• Usable surface of chassis front, back and top are reduced by rough-

ly 7/8” (22 mm) due to inset in walnut sides.
• Optional bottom plates are punched with 4 holes – 3/16” diameter.
• Bottom plate hardware not provided, please order separately - Part 

number 1421J6 (Pkg. of 6, 6-32 Philips head screws).
• NOTE: our steel chassis covers (1451 series) are NOT compatible with 

this series.

Natural aluminum panels ship 

with a protective cover which 
can also be used as a drilling 

template.

Some sizes available with 
walnut sides.
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Aluminum Chassis1444
Chassis Chassis w/ Walnut Sides Aluminum Thickness (Inches) Units Width Depth Height Bottom Plate

1444-6 0.04 inch

mm

4
102

4
102

2

51
1434-6

1444-45351 0.04 inch

mm

4.5
114

3.5

89

1

25
1434-4535

1444-542 0.04 inch

mm

5

127

4
102

2

51
1434-54

1444-6415 0.04 inch

mm

6
152

4
102

1.5

38
1434-8

1444-8 0.04 inch

mm

6
152

4
102

2

51
1434-8

1444-643 0.04 inch

mm

6
152

4
102

3

76 1434-8

1444-12 1444-12CWW 0.04 inch

mm

7

178

5

127

2

51
1434-12

1444-753 0.04 inch

mm

7

178

5

127

3

76 1434-12

1444-772 0.04 inch

mm

7

178

7

178

2

51
1434-77

1444-9 0.04 inch

mm

8

203

4
102

1

25
1434-10

1444-10 0.04 inch

mm

8

203

4
102

2

51
1434-10

1444-84515 0.04 inch

mm

8

203

4.5
114

1.5

38
1434-845

1444-862 0.04 inch

mm

8

203

6
152

2

51
1434-86

1444-14 0.04 inch

mm

9

229

5

127

2

51
1434-14

1444-972 0.04 inch

mm

9

229

7

178

2

51
1434-97

1444-9552 0.04 inch

mm

9.5

241
5

127

2

51
1434-955

1444-95525 0.04 inch

mm

9.5

241
5

127

2.5

64 1434-955

1444-9553 0.04 inch

mm

9.5

241
5

127

3

76 1434-955

1444-1053 0.04 inch

mm

10

254
5

127

3

76 1434-105

1444-15 0.04 inch

mm

10

254
6

152

1

25
1434-16

1444-16 1444-16CWW 0.04 inch

mm

10

254
6

152

2

51
1434-16

1444-10825 0.04 inch

mm

10

254
8

203

2.5

64 1434-108

1444-1172 0.04 inch

mm

11

279

7

178

2

51
1434-117

1444-1273 0.04 inch

mm

12

305

7

178

3

76 1434-127

1444-22 1444-22CWW 0.051
inch

mm

12

305

8

203

2

51
1434-22

1444-12825 0.051
inch

mm

12

305

8

203

2.5

64 1434-22

1444-24 1444-24CWW 0.051
inch

mm

12

305

8

203

3

76 1434-22

1444-29 0.051
inch

mm

12

305

10

254
2

51
1434-29

1444-12103 0.051
inch

mm

12

305

10

254
3

76 1434-29

1444-12123 0.051
inch

mm

12

305

12

305

3

76 1434-1212
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Aluminum Chassis1444
Chassis Chassis w/ Walnut Sides Aluminum Thickness (Inches) Units Width Depth Height Bottom Plate

1444-1372 0.04 inch

mm

13

330

7

178

2

51
1434-137

1444-18 0.04 inch

mm

13.5

343
5

127

2

51
1434-18

1444-1463 0.051
inch

mm

14
356

6
152

3

76 1434-146

1444-14103 0.051
inch

mm

14
356

10

254
3

76 1434-1410

1444-1573 0.051
inch

mm

15

381

7

178

3

76 1434-157

1444-1593 0.051
inch

mm

15

381

9

229

3

76 1434-159

1444-26 0.051
inch

mm

16
406

8

203

2

51
1434-26

1444-28 0.051
inch

mm

16
406

8

203

3

76 1434-26

1444-20 0.04 inch

mm

17

432
4

102

3

76 1434-20

1444-1763 0.051
inch

mm

17

432
6

152

3

76 1434-176

1444-1773 0.051
inch

mm

17

432
7

178

3

76 1434-177

1444-1783 0.051
inch

mm

17

432
8

203

3

76 1434-178

1444-30 0.051
inch

mm

17

432
10

254
2

51
1434-30

1444-32 1444-32CWW 0.051
inch

mm

17

432
10

254
3

76 1434-30

1444-33 1444-33CWW 0.051
inch

mm

17

432
10

254
4

102
1434-30

1444-17105 0.051
inch

mm

17

432
10

254
5

127
1434-30

1444-17123 0.051
inch

mm

17

432
12

305

3

76 1434-1712

1444-17132 0.051
inch

mm

17

432
13

330

2

51
1434-1713

1444-17133 0.051
inch

mm

17

432
13

330

3

76 1434-1713

1444-17134 0.051
inch

mm

17

432
13

330

4
102

1434-1713

1444-17135 0.051
inch

mm

17

432
13

330

5

127
1434-1713

1444-17143 0.051
inch

mm

17

432
14

356
3

76 1434-1714

1444-17154 0.051
inch

mm

17

432
15

381

4
102

1434-1715

1444-17156 0.051
inch

mm

17

432
15

381

6
152

1434-1715

1444-17173 0.051
inch

mm

17 17 3 1434-1717
432 432 76

1444-17174 0.051
inch

mm

17 17 4 1434-1717
432 432 102
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