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~ Single winding for use where equipment is already isolated

   and only voltage change is required

~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation

~ Input is circuit breaker protected

~ Hi-pot tested to 2 KV RMS

~ Standard 3-wire, grounded plug (can also be used with

    adaptors for proper grounding)

~ Input connected to a 5 foot cord & grounded North American

   230V plug

~ Output connected to a standard N. American 115V - 3 wire

    grounded receptacle (NEMA 5-15R)

~~~~~ North American Mark of Safety: cUL & UL listed

230V230V230V230V230VAAAAAC to 115VC to 115VC to 115VC to 115VC to 115VAAAAACCCCC

Step DoStep DoStep DoStep DoStep Down (Norwn (Norwn (Norwn (Norwn (North Amerth Amerth Amerth Amerth American 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)

230V230V230V230V230VAAAAAC to 115VC to 115VC to 115VC to 115VC to 115VAAAAACCCCC

Step DoStep DoStep DoStep DoStep Down (European Plug & Norwn (European Plug & Norwn (European Plug & Norwn (European Plug & Norwn (European Plug & North Amerth Amerth Amerth Amerth American Receptacle)ican Receptacle)ican Receptacle)ican Receptacle)ican Receptacle)

~ Single winding for use where equipment is already isolated

   and only voltage change is required

~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation

~ Input is circuit breaker protected

~ Hi-pot tested to 2 KV RMS

~ Standard 3-wire, grounded plug (can also be used with

   adaptors for proper grounding)

~ Input connected to a 5 foot cord & standard grounded

    European (Schuko) plug

~ Output connected to a standard N. American 115V - 3 wire

    grounded receptacle (NEMA 5-15R)

~~~~~ North American Mark of Safety: cUL & UL listed
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AN-A571 AN-A571 AN-A571 AN-A571 AN-A571 001 61.3 52.4 18.3 05.2 49.2 5.3

AN-B571 AN-B571 AN-B571 AN-B571 AN-B571 002 61.3 05.4 18.3 05.2 91.3 5.4

AN-C571 AN-C571 AN-C571 AN-C571 AN-C571 003 61.3 00.5 18.3 05.2 96.3 0.6

AN-D571 AN-D571 AN-D571 AN-D571 AN-D571 005 08.3 00.6 86.4 00.3 83.4 0.01

AN-E571 AN-E571 AN-E571 AN-E571 AN-E571 057 08.3 60.7 86.4 00.3 83.5 0.41

AN-F571 AN-F571 AN-F571 AN-F571 AN-F571 0001 08.3 60.7 86.4 00.3 835 5.41

AN-G571 AN-G571 AN-G571 AN-G571 AN-G571 0051 04.4 36.6 93.5 05.3 90.6 0.22
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UE-A571 UE-A571 UE-A571 UE-A571 UE-A571 001 61.3 52.4 18.3 05.2 49.2 5.3

UE-B571 UE-B571 UE-B571 UE-B571 UE-B571 002 61.3 05.4 18.3 05.2 91.3 5.4

UE-C571 UE-C571 UE-C571 UE-C571 UE-C571 003 61.3 00.5 18.3 05.2 96.3 0.6

UE-D571 UE-D571 UE-D571 UE-D571 UE-D571 005 08.3 00.6 86.4 00.3 83.4 0.01

UE-E571 UE-E571 UE-E571 UE-E571 UE-E571 057 08.3 60.7 86.4 00.3 83.5 0.41

UE-F571 UE-F571 UE-F571 UE-F571 UE-F571 0001 08.3 60.7 86.4 00.3 835 5.41

UE-G571 UE-G571 UE-G571 UE-G571 UE-G571 0051 04.4 36.6 93.5 05.3 90.6 0.22
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115V115V115V115V115VAAAAAC to 230VC to 230VC to 230VC to 230VC to 230VAAAAAC Step Up C Step Up C Step Up C Step Up C Step Up TTTTTrrrrransfansfansfansfansfororororormermermermermer

~ Single winding for use where equipment is already isolated

   and only voltage change is required

~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation

~ Input is circuit breaker protected

~ Hi-pot tested to 2 KV RMS

~ Standard 3-wire, grounded plug (can also be used with

    adaptors for proper grounding)

~ Input is connected to a 5 foot cord & standard grounded North

    American plug (NEMA 5-15P)

~ Output is connected to a grounded European (Schuko)

   receptacle

~~~~~ North American Mark of Safety: cUL & UL listed
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A671 A671 A671 A671 A671 021 61.3 52.4 18.3 05.2 49.2 5.3

B671 B671 B671 B671 B671 002 61.3 05.4 18.3 05.2 91.3 5.4

C671 C671 C671 C671 C671 003 61.3 00.5 18.3 05.2 96.3 0.6

D671 D671 D671 D671 D671 005 08.3 00.6 86.4 00.3 83.4 0.01

E671 E671 E671 E671 E671 057 08.3 60.7 86.4 00.3 83.5 0.41

F671 F671 F671 F671 F671 0001 08.3 60.7 86.4 00.3 835 5.41

G671 G671 G671 G671 G671 0051 04.4 36.6 93.5 05.3 90.6 0.22
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3G892 3G892 3G892 3G892 3G892 hsitirB .K.U,eropagniS,naebbiraC/acirfAfostraP,aisyalaM,dnalerI,gnoKgnoH

6G892 6G892 6G892 6G892 6G892 nailartsuA dnalaeZweN,sdnalsIcificaP.S,anihCfocilbupeRs'elpoeP,ailartsuA

7G892 7G892 7G892 7G892 7G892 naciremA.N ASU,senippilihP,aciremAhtuoS/naebbiraCehtfostraP,adanaC

InterInterInterInterInternational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugs

Rear View of allRear View of allRear View of allRear View of allRear View of all

adaptorsadaptorsadaptorsadaptorsadaptors
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~ For use with our 171, 172, 175 & 176 series transformers.

~ Heavy duty design with plastic shell and double wipe contacts.

~ Allows for ground connection between equipment and international power sources.

~ With a set of all 4 adaptors, they will accept equipment with plugs from virtually every country except

   South Africa

~ Adaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltages, they are a mechanical device only to match foreign “pinouts” of

   receptacles and/or plugs.
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