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S T A N D A R D  P A R T  N U M B E R S  F O R  P O W E R  T A P  S W I T C H E S

 

OhmitepowerTapSwitches
(highpowerrotaryswitches)
areconstructedtoprovide
dependable,convenient
operation.
AllOhmitetapswitches,

from15to100amps,have
ceramicarc-proofbodiesand
metalalloycontacts.Their
all-solderedandall-riveted
constructionassuresmechani-
calandoperationalintegrity.
EventhesmallestOhmiteTap

Power Tap Switches
High-current, Non-shorting Type

                                                                       Overall
               Rating        Rating   Max. no.    Diameter                Depth behind panel (in./mm)                         Shaft
Model      (AC)            (DC)*    of taps  (max., in./mm)      single         2 in tandem       3 in tandem         Torque
  711       7A 125V       7A 20V     11        1.56 / 39.6        13/16 / 20.6      125/32 / 45.2        215/32 / 62.7       7-12 oz.-in.
  111     15A 125V     15A 20V      11           2.19 / 56        11/8 / 28.7        23/4 / 69.9                 —            1.5-3.8 in.-lbs.
  212     20A 150V     20A 20V      12          2.25 / 57         13/4 / 44.5      43/16 / 106.4        63/16 / 157.2       3-7 in.-lbs.
  312     30A 300V     30A 20V      12          3.31 / 84         21/4 / 57.2       45/8 / 117.5          7 / 177.8          3-7 in.-lbs.
  412     50A 300V     50A 20V      12         4.25 / 108        27/16 / 61.9     51/32 / 127.8        75/8 / 193.7        3-8 in.-lbs.
  608   100A 300V   100A 20V        8         6.25 / 159        35/16 / 84.1    613/16 / 173.0      105/16 / 261.9    25-35 in.-lbs.

*non-inductive load
Alldimensionsforreferenceonly;consultfactoryfordetails.

Switch,ratedat7amps,has
areinforcednon-metalbody
andsolidmetalalloycontacts.
Theseunitsfeaturehighcur-
renthandlingcapabilityina
smallpackage.

F E A T U R E S
• “Slow-breaking,Quick-make”
actionprovedbestforswitching
ACcurrent.
• Non-shortingtypedisconnects
previouscircuitbeforeestablish-
ingcontactforsucceedingtap.

• Ceramicandmetalconstruction
providesresistancetoarcing,
burningandcharring.
• Tandemassembliesavailableas
standardmodels.
• ULlistedformodels111,212,
312and412
• RoHScompliantproductavail-
ableJan.2006Add“E”suffixto
partnumbertospecify.

S P E C I F I C A T I O N S
Material
Body:Ceramic,arc-proof
(models212,312,412,608).
CompressionMoldedPolyester
(model111).MelaminePhenolic
(model711)

Contacts:Silveralloy.Common
contactisroundedforassured
seating.Self-cleaningwithbuilt
inwipingaction.

Terminals:Soldering.711also
acceptsquickconnectors;412,
#10screws;608,0.25”bolts.

Mounting
Model711:Using3/8-32bushing
for1/8”thickmaximumpanel.
Fournon-turnlugpositionsare
possibleonthesingle,unen-
closedswitch.Recessesinbody
ofswitchpermitpositioningof
non-turnwasherat“12,3,6and
9o’clock.”3/16“holefornon-turn
washer.Shaft1/4”

Model111:For1/4”panel,maxi-
mum,using3/8-32bushingand
hexnut.A3/16”holeisrequired
forthenon-turnwasher.Shaft
1/4”

Model212:Using3/8-32threaded
bushingandhexnut.A5/32”hole
isrequiredforthenon-turnpin.
Shaft1/4”

Model312:For1/4”panel,maxi-
mum,usethree10-32flat-head
machinescrews3/8”long.Shaft
1/4”

Model412:For1/4”panel,maxi-
mum,usethree10-32flat-head
machinescrews3/8”long.A
5/16”holeinpanelisrequiredfor
shaft.

Model608:For1”panel,maxi-
mum,threeflat-headmachining
screws1/4-20,11/4”long.Drill
a7/16”holeinpanelforshaft.
Shaft3/8”

NOTE:Sincealltapswitchesare
electro-mechanicaldevices,they
aresubjecttowearand,there-
fore,haveafinitelife.

Typical
tandemmodel

Model711

Typical
ceramicstyle

Seepage82forknobs,
dials,andotherhardware

   3         60°                                                                                                           
   4         90°                                                                                                       
   5       120°                                                                                                           
   6       150°                                                                                                           
   7       180°                                                                                                           
   8       210°                                                                                                           
   9       240°                                                                                                           
 10       270°                                                                                                           
 11       300°                                                                                                       
 12       330°                                                                                                                             
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Model 711
7A - 125V

Model 111
15A - 125V

Model 212
20A - 150V

Model 312
30A - 300V

Model 412
50A - 300V

   3         80°                      

   4       120°                      

   5       160°                      

   6       200°                      

   7       240°                      

   8       280°                      
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Model 608
100A - 300V

 = Non-standard values subject to minimum handling charge per item
* Insert number of taps at asterisk for complete part number (e.g. 111-3-T2)
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Check product availability at www.ohmite.com
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Power Tap Switches
High-current, Non-shorting Type

Model 212Model 111

Model 412Model 312

Model 608
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