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■ Outline

■ Specifications

Hybrid
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NAME
  PLATE

0
　 ＊Shaft diameter of Ø8         mm is also a–0.013 vailable.

Step AngleModel

（ mNm） （ Ohms） （ A） （ deg）

Drive Sequence Rated Current Resistance Holding Torque Inductance

（ mH） 

Rotor Inertia

（ g・ cm2） 

Detent Torque

（ mNm） 

Mass

（ g） 

6804330019.0 8907.00 1.0UNI-POLAR0.923KY-K066U

68043 2005.6 8901.80 2.0UNI-POLAR0.923KY-K050U

68043 3002.4 8900.90 3.0UNI-POLAR0.923KY-K044U

47022 12010.0 4706.30 1.0UNI-POLAR0.923KY-K267U

47022 1203.2 4701.60 1.8UNI-POLAR0.923KY-K251U

470221201.1 4700.70 3.0UNI-POLAR0.923KY-K244U

105050 36023.0 12508.60 1.0UNI-POLAR0.923KY-K762U

1050503606.512502.30 2.0UNI-POLAR0.923KY-K748U

1050503602.9 12501.10 3.0UNI-POLAR0.923KY-K743U

68043 30020.010503.60 1.4BI-POLAR0.923KY-K050B

68043 3003.8 10500.902.8BI-POLAR0.923KY-K040B

47022 12011.05803.001.4BI-POLAR0.923KY-K251B

47022 1202.4 5800.802.8BI-POLAR0.923KY-K241B

10505048024.0 15804.50 1.4BI-POLAR0.923KY-K748B

105050 4805.7 15801.35 2.8BI-POLAR0.923KY-K740B

0.9◦
56□0.9◦

23KY-K



■ Torque/Speed Characteristics

Model No: 23KY-K0xxU
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KY-K0xxB
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KY-K2xxU
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KY-K7xxU
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KY-K2xxB
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KY-K7xxB
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

PULL  OUT

PULL  IN
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