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Mechanical Encoders

SERIES 25L
Hex, Gray and Quadrature Code

FEATURES

•PriceCompetitivetoSimilarDesigns
•QualityConstructionandContactMaterials
•MultipleCodeandIndexingChoices
•100,000LifeCycles
•Lessthan1.0"Square
•ManufacturedtoISO9001Standards
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Mechanical Encoders

SPECIFICATIONS
Electrical Ratings
Switching Loads: 1.5mAat115Vac,resistive;
150mAat14Vdc,resistive
Current Carrying Capacity: 250mA
maximumat28Vdc,resistiveload
Contact Resistance: 75mΩ,typical
Insulation Resistance: 1000 mΩ minimum
betweenterminals
Voltage Breakdown: 1000 Vac minimum
betweenterminals
Life Expectancy:100,000cyclesofoperationat
ratedloads.Onecycleofoperationisarotation
throughalloftheactivepositionsandareturn
tothestartingposition.

Mechanical Ratings
Rotational Torque:2to6in-oz
Operating Temperature Range: -40 C° to
+85C°
Storage Temperature Range: -65C° to+85
C°
Continuous Rotation: All standard switches
arecontinuousrotation.Desiredstoplocations
supplieduponrequest.
Anti-Rotation Device: Integral non-turn tab,
flatted bushing, .375" diameter, .320 double
“D”acrossflats.
Termination: StandardisPCstyle,parallelto
shaft,facingrear.OptionsincludePC,parallel
toshaft,facingfront.
Panel Mounting Torque: 10in-lbsmaximum

Materials and Finishes
Bushing/Housing and Shaft/Rotor: Reinforced
thermoplastic
Detent Ball: Stainlesssteel,nickel-plated
Detent Spring:Tinnedmusicwire
Contacts: Berylliumcopper,goldplateover
nickel
Terminals: Copperalloy,#725,100%tinplate
overnickelplate
Output Board:FR-4,copper/nickel-plated
Mounting Nut: Brass,tin/zinc-platedhexnut
Mounting Bracket: StainlessSteel,tin-plated

   Series:25L=Economical,singledeckencoder
   Housing Color:B=Blackhousing;R=Redhousing
   Angle of Throw: 10=10°,36positions;11=11.25°,32positions;
     15=15°,24positions;18=18°,20positions;
     22=22.5°,16positions;30=30°,12positions;
     45=45°,8positions
25LB10-Q-Z

Mounting Bracket:Z=withbracket,Blank=nobracket
   Code Output: H=Hexadecimalavailableonlyin22.5°
     G=Grayavailableonlyin22.5°
     Q=Quadrature(2-bit)

ORDERING INFORMATION

Available from your local Grayhill Distributor.Forpricesanddiscounts,contactalocalSalesOffice,anauthorizedDistributororGrayhill.
For Custom codes. Termination, Torque, Angles of Throw, call Grayhill for more information.

Custommaterials,styles,colorandmarkingsareavailable.Customknobsavailable.
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