
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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DIMENSIONS In Inches (and millimeters)

SPECIFICATIONS
Rating Criteria
Rating: At 120 Vdc, 20A continuously, with a

maximum temperature rise of 20°C.

Materials and Finishes
External Metal Parts: Nickel-plated brass

Spring: Tinned music wire

Button Caps: Polyethylene

Washers (29-104): Black thermoset plastic

High Temperature Spring: Stainless steel

OPTIONS
Green or White Caps

Gold plate finish: Available on all but Banana

Plug styles.

Standard Style Banana Plug StyleInsulated Style

Red/Black cap Part No. 29-100

No cap Part No. 29-110

No cap, high temp. Part No. 29-125

Same as 29-100 with Black Thermoset Plastic

Washers Part No. 29-104

Fits Standard Banana Socket

Part No. 29-101

Push Posts

ORDERING INFORMATION

Description Part Number

Standard, without cap 29-110

Standard, with red cap 29-100 RED

Standard, with black cap 29-100 BLK

High temperature standard, without cap 29-125

Insulated, with black cap 29-104 BLK

Insulated, with red cap 29-104 RED

Banana plug, with black cap 29-101 BLK

Banana plug, with red cap 29-101 RED

Available from your local Grayhill Distributor.

For prices and discounts, contact a local Sales

Office, an authorized local Distributor or Grayhill.

DESCRIPTION
Press button and put lead in slot and release.

Spring pressure assures firm, positive contact.

SERIES 29

FEATURES

• Quick Connect/Disconnect

• Only 7/8" Above Board Height

• Standard, Insulated, or

Banana Plug Styles

• High Temperature Spring Style

• Color-Coded Caps with

Optional Additional Colors
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