
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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M–3

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change

www.ck-components.com

3 Series
Thumbwheel Switches

Features/Benefits
• Most complete product offering in the industry
• Spacers available to fit most panel cutouts
• Front or rear mounting options

Typical Applications
• Test & measurement equipment
• Industrial equipment
• Computer devices

Specifications

CONTACTRATING:
CARRY:1AMPcontinuous.
SWITCH:100mAmax.

OPERATINGVOLTAGE:50mVto28VDCor120VAC.
ELECTRICALLIFE:100,000actuations.
CONTACTRESISTANCE:Below100mΩ typ.initial@

2-4VDC,100mA.
INSULATIONRESISTANCE:109 Ω min.
DIELECTRICSTRENGTH:500Vrmsmin.@sealevel

betweencommonterminalandanyoutput.
OPERATINGTEMPERATURE:-40ºCto65ºC.

Materials

HOUSING:ABSplastic.
THUMBWHEEL:ABSplastic.
ROTORCONTACTS:Preciousmetaloncopperalloy.
STATORCONTACTS:Hardgoldovernickelovercopper

onepoxyfiberglass.

NOTE: Specificationsandmaterialslistedaboveareforswitcheswithstandardoptions
Forinformationonspecificandcustomswitches,consultCustomerServiceCenter.

*Note:AllmodelslistedareRoHScompliant.SeeTechnicalDatasectionofthiscatalogfor
RoHScompliantandcompatibledefinitionsandspecifications.

Build-A-Switch

Toorder,simplyselectdesiredoptionfromeachcategoryandplaceintheappropriatebox.Availableoptionsareshownand
describedonpagesM–4thruM–10.Foradditionaloptionsnotshownincatalog,consultCustomerServiceCenter.
Consultfactoryforilluminationavailability.

Series

3 Thumbwheel switch

Number of Sections

0 Switch section

1 1 Switch section

2 2 Switch sections 

3 3 Switch sections 

4 4 Switch sections 

5 5 Switch sections 

6 6 Switch sections 

7 7 Switch sections 

8 8 Switch sections 

9 More than 8

switch sections

Seal

0 No seal

1 Sealed contacts 

2 Dust lens 

3 Sealed contacts & dust lens

Function Code

11 Decimal, SP, 10 position

14 Resistor decade

21 BCD, 10 position

23 Complement of BCD, 10 position

27 BCD, 10 position

31 BCD, 10 position

71 BCH, 16 position

Terminations

0 Type 0

1 Type 1, extended type 0

N Solder pins with .100” spacing**

P Solder pins with .156” spacing**

6 Type 6 No pins

9 Any combination 

Color/Marking/Stops

0 Matte black body, gloss

black wheel,

white marking

Mounting Style

00 Snap-in, front mount

09 Snap-in, front mount*

10 Rear mount

19 Rear mount*

20 Rear mount

29 Rear mount*

*X9mountingstylesmustbeorderedwith‘0’numberofsections.

**Note:TerminationoptionN(RoHScompliant)replacedterminationoption3(Non-RoHScompliant).
TerminationoptionP(RoHScompliant)replacedterminationoptionB(Non-RoHScompliant).
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3 Series
Thumbwheel Switches

SERIES

NUMBER OF SECTIONS

FUNCTION CODE

Available Terminations: 0, 1, N

See fig. 1, page M-7.

Available Terminations: 1

See fig. 1, page M-7. See fig. 1, page M-7.

Available Terminations: 0, 1, N

21 BCD1-2-4-8;10POSITION14 RESISTORDECADE;1-2-2-2-2CODE
(RESISTORSNOTSUPPLIED)

11 DECIMAL–1POLE;10POSITION

9 Morethan8switchsections,specifyonCONFIGURATIONFORM,pageM–10andconsultCustomerServiceCenter.

1-8 Numberofswitchsectionsinassembly,includesendplates.

0 Switchsectiononly,noassembly.Blankbodiesareconsideredsections;endplatesarenotsections.
Mustbeorderedwith09or19mountingstyleoptions,seepagesM–5andM–6.

3 THUMBWHEELSWITCHES

NOTE: Endplatesandblanksectionsavailableseparately,seepagesM–13andM–14.

NOTE: Forterminallocationdiagram,seepageM-7.
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3 Series
Thumbwheel Switches

FUNCTION CODE

MOUNTING STYLE

Available Terminations: 0, 1, N

See fig. 1, page M-7.

Available Terminations: P

See fig. 2, page M-7. See fig. 1, page M-7.

Available Terminations: 0, 1, N

Available Terminations: 0, 1, N

See fig. 1, page M-7.

N = Number of sections.

PANEL MOUNTING

09 SWITCHSECTIONONLY–UNASSEMBLEDWITHOUTENDPLATESORSPACERS
(Mustbeorderedwithnumberofsectionsoption“0”,seePageM–4.)

00 SWITCHASSEMBLYW/ENDPLATES–.315(8,00)SECTIONPITCH

Type 0 Snap-In Front Mount

23 COMPLEMENTOFBCD1-2-4-8;
10POSITION

71 BINARYCODEDHEXADECIMAL,
16POSITION

31 BCD1-2-4-8;10POSITION27 BCD1-2-4-8;10POSITION

NOTE: Forterminallocationdiagram,seepageM–7.

NOTE: Endplates,blanksections,spacers
andassemblyhardwareavailableseparately,seepagesM–8andM–9.

(.315xN) +.326
(8,00xN)+(8,28)00

DIM. ‘A’

MOUNTING

STYLE

N=Numberofsections.

Recommendedpanelthickness:
0.46-.125
(1,16-3,18)

M

T
h

u
m

b
w

h
e

e
l 

Thumbwheel.qxd  2/13/16  12:12 PM  Page 5



M–6

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change

www.ck-components.com

3 Series
Thumbwheel Switches

MOUNTING STYLE

N = Number of sections.

PANEL MOUNTING

Mtg. Holes

N = Number of sections.

(.350xN) +.560
(8,89xN)+(14,22)

(.350xN) +.340
(8,89xN)+(8,64)

10

DIM. ‘B’DIM. ‘A’

MOUNTING

STYLE

N=Numberofsections.

Recommendedpanelthickness:
0.46-.125
(1,16-3,18)

20 SWITCHASSEMBLYW/ENDPLATES–.350(8,89)SECTIONPITCH

29 SWITCHSECTIONONLY–UNASSEMBLEDWITHOUTENDPLATESORSPACERS
(Mustbeorderedwithnumberofsectionsoption“0”,seePageM–4.)

19 SWITCHSECTIONONLY–UNASSEMBLEDWITHOUTENDPLATESORSPACERS
(Mustbeorderedwithnumberofsectionsoption“0”,seePageM–4.)

10 SWITCHASSEMBLYW/ENDPLATES–.350(8,89)SECTIONPITCH

Type 1 Rear Mount

Type 2 Rear Mount

NOTE: Endplates,blanksections,spacersand
assemblyhardwareavailableseparately,seepagesM–8andM–9.
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COLOR/MARKING/STOPS

SEAL

Signal traces cut except for common(s).

FIG. 1 FIG. 2

9 ANYCOMBINATIONOFTERMINATION
CONFIGURATIONSORSPECIALTERMINATIONS.

P SOLDERPINSWITH.156”SPACING

N SOLDERPINSWITH.100”SPACING1 TYPE1,EXTENDEDTYPE00 TYPE0

3 SEALEDSWITCHINGCONTACTSANDDUSTLENS

2 DUSTLENS.(Protectsthecharacterfaceofthewheelfromabrasionanddirt).

1 SEALEDSWITCHINGCONTACTS.(Sealingisbymeansofano-ringrotarysealandacured-in-placeelastomergasket.
Switchingcontactareaisprotectedfrommoisture,oil,andairbornecontaminants.)

0 UNSEALEDSWITCHINGCONTACTS.

0 MATTEBLACKHOUSING(Glossblackwheelwithwhitecharacters;nostops.)

PCBoard1/32"(0,79)thick.

NOTE: Seefunctioncodes,pagesM–4andM–5,forsignallocations.

NOTE: Stoppinsareavailableseparately,seepageM–8.

DustLens

NOTE: Allterminalholesshownmaynotbepresentforallfunctioncodes,consultCustomerServiceCenter.
Terminalconnectoravailableforterminationoptions0&1,seepageM–9.

Specifyonconfigurationform,pageM–10
andconsultCustomerServiceCenter.

Terminal Location Numbers

3 Series
Thumbwheel Switches

TERMINATIONS

NOTE: TerminationoptionN(RoHScompliant)replacedterminationoption3(Non-RoHScompliant).
TerminationoptionP(RoHScompliant)replacedterminationoptionB(Non-RoHScompliant).
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6 TYPE6,NOPINS

.882
[22,4]

.156
[3,96]

.080
[2,03]

.210
[5,33]
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3 Series
Thumbwheel Switches

AVAILABLE HARDWARE

Blank sections, Type 0,

.315 THK.

PART NO.

413602000 W/RIB-BLACK

400502000 W/RIB&W/OUTSPRINGS-BLACK

Blank sections, Front mount, Type 0,

.315 THK.

PART NO.

413502000 PLAIN-BLACK

400702000 PLAIN&W/OUTSPRINGS-BLACK

PART NO.

400602000 W/RIB-BLACK

400802000 PLAIN-BLACK

Blank sections, Rear mount, Type 1,

.350 THK.

Blank sections, Rear mount, Type 2,

.350 THK.

PART NO.

473402000 W/RIB-BLACK

473302000 PLAIN-BLACK

End plates, Front mount, Type 0

PART NO.

413402000 BLACK

PART NO.

400402003 BLACK

End plates, Rear mount, Type 1

End plates, Rear mount, Type 2 Stop pins

PART NO.

473202003 BLACK

PART NO.

410802000 BLACK

PART NO.

402900000

Spacers, Front mount, Type 0 & 3, .078 THK.

(Makes section pitch 10mm)

Tworequiredfor
completeassembly.

Tworequiredfor
completeassembly.

4734 4733

4006 4008

Tworequiredfor
completeassembly.
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3 Series
Thumbwheel Switches

AVAILABLE HARDWARE

PART NO.

605A00000 PC
605A02000 SOLDER LUG

Fits0&1terminationsonly.

Terminal connector

PART NO.

403500000

Nut

Twonutsrequiredperassemblyandscrews.

Screwsforfieldassemblyofthumbwheelswitches
(2screwsneededperassembly+403500000nuts)

605A00000 605A02000

PART NO.

406100652

Nut driver (For 403500000 nut)

1–2 1–2

3–4 3

5–7 4–6

412700000

412701000

412702000

NUMBER OF SECTIONS IN ASSEMBLY

FRONT MOUNTING REAR MOUNTING

MTG. STYLE – 00 MTG. STYLE – 10

SCREW PART NUMBER

(0-80UNFTHD.SIZE)
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3 Series
Thumbwheel Switches

QUALITY CONTROL INSTRUCTIONS PRODUCTION APPROVAL DATE

C&K PART NUMBER

REV. INITIALS DATE

3

CATALOG PART NO.

COMPANY NAME
CUSTOMER
PRINT
REVISION:ADDRESS TEL.#

CUSTOMER CONTACT DATE

ORIGINATED BY SALES REP.

DETAILS:

Q.C. APPROVAL DATE

Configuration Form
GRAY SHADED AREAS TO BE FILLED IN BY CUSTOMER SERVICE.

SHEET _____ OF _____

C
&

K
 P

A
R

T
N

U
M

B
E

R

10

11

1

2

3

4

5

6

7

8

9

THUMBWHEEL
SECTIONS

DESCRIBE IN APPROPRIATE ROW

SPECIAL INSTRUCTIONS OR SPECIFICATIONS:

3 –

FUNCTION CODE – TERMINATIONS–
COLOR/MARKING/STOPS/SEAL –

ILLUMINATION

FOR SWITCHES WITH MORE THAN 11 SECTIONS, CONTINUE ON ADDITIONAL SHEETS.

ENTER OPTION CODES IN APPROPRIATE BOXES. FUNCTION
CODES INCLUDE BLANK SECTIONS (SEE PAGES M-9 & M-10).

NO.
OF

SEC.

– –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –

3 – – –
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