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NOTES:

1. SPECIFICATIONS:
    CONTACT RESISTANCE:  20 MILIOHMS MAX.
    DIELECTRIC WITHSTANDING VOLTAGE - 250 VAC MIN
    INSULATION RESISTANCE @ 500 VDC - 2,000 MEGAOHMS MIN
    MAX WORKING VOLTAGE - 250 VAC, 140VDC
    CURRENT CARRY @ WORKING VOLTAGE - 4 AMPS
    INSERT / WITHDRAWAL FORCE - TYPICAL 2.5/2 LBS
    TEMPERATURE RANGE: -20°C TO 85°C (OPERATING)
    THERMAL SHOCK - MIL-STD-202, METHOD 107G
    VIBRATION - MIL-STD-202, METHOD 201
    LIFE - 5,000 CYCLES
          
2. MATERIALS:
    PLUG BODY, TIP ROD & RING - COPPER ALLOY, TIN OR GOLD PLATED
    PLUG INSULATION - THERMOPLASTIC, BLACK
    RING TERMINAL - COPPER ALLOY, TIN PLATED
    CABLE CLAMP - STEEL, TIN PLATED
    COUPLING RING - COPPER ALLOY, NICKEL PLATED
    HANDLE - COPPER ALLOY, NICKEL PLATED OR BLACK EPOXY
    TUBULAR INSULATOR - MYLAR
    

3. THESE PRODUCTS ARE RoHS COMPLIANT.

PART NUMBER HANDLE FINISH PLUG FINISH   "A" REF
CABLE HOLE

35HDLBAU BLACK MATTE GOLD PLATED 0.290
35HDLBAUS BLACK MATTE GOLD PLATED 0.175
35HDLBN BLACK MATTE TIN PLATED 0.290
35HDLBNS BLACK MATTE TIN PLATED 0.175
35HDLNAU NICKEL PLATED GOLD PLATED 0.290
35HDLNAUS NICKEL PLATED GOLD PLATED 0.175
35HDLNN NICKEL PLATED TIN PLATED 0.290
35HDLNNS NICKEL PLATED TIN PLATED 0.175
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1. ALL DIMENSIONS IN INCHES
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