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Technical data specifications

Model

Microphone Type Omni-directional

Earpiece Power / Electrical Characteristics

Earpiece Battery Type: Lithium Ion

Earpiece Battery Life: Up to 16 hours

Earpiece Battery Charge Time: Approximately 90 minutes

Earpiece Volume Steps 2 steps, Low and High

Case Battery Type 3 AA Alkaline Batteries

Case Battery Life: Up to 16 recharging cycles

Case USB Type: Micro B

Standards

Waterproof Rating Complies with IP67 with cover and  

USB ports closed.

Noise Reduction Rating (NRR) Tested in accordance with ANSI S3.19-1974

 

Physical Characteristics

Case Size (L x W x H) 4.5” long x 3.1” wide x 1.1” thick 

(114.2 mm x 78.2 mm x 26.9 mm)

Case Material Glass filled polyetherimide

Earpiece Keypad One button operation 

(On / Off / Mode Selection)

Case Keypad One button operation (Charging Status)

RoHS Compliance RoHS II

Weight Box containing charger, 

2 earpieces, 4 pair communications 

eartips, cord, 3 AA batteries

9.6 oz

Weight Charger with batteries, 

2 earpieces, and cord

7.0 oz

Weight: Charger 4.2 oz

Weight: 1 earpiece: 0.13 oz

Environmental Characteristics

Operating Temperature Range 0 to 122°F   (0 to 50°C)

Storage Temperature Range 1 year at  -4 to 68°F  (-20 to 20°C)

3 months at  -4 to 113°F  (-20 to 45°C)

1 month at  -4 to 140°F  (-20 to 60°C)

Part # SKU Description

TEP-100 70-0716-5628-7 3M™ PELTOR™ TEP-100 Tactical Earplug Kit

TEP-CORD 70-0716-7379-5 3M™ PELTOR™ Tactical Earplug Replacement Cord

TEP-100E 70-0716-5025-6  3M™ PELTOR™ Replacement Earpiece

TEP-100C 70-0716-5026-4 3M™ PELTOR™ Tactical Earplug Replacement Case

370-TEPL-25 70-0716-7374-6 3M™ PELTOR™ UltraFit Communication Tips Replacement, Large

370-TEPM-25 70-0716-7373-8 3M™ PELTOR™ UltraFit Communication Tips Replacement, Medium

370-TEPS-25 70-0716-7372-0 3M™ PELTOR™ UltraFit Communication Tips Replacement, Small

370-1019-10 70-0716-1527-5 3M™ Skull Screw™ Ear Tips

Frequency [Hz] 125 250 500 1000 2000 3150 4000 6300 8000 NRR CSA 

Class

Mean Attenuation [dB] 36.2 33.7 34.7 32.0 34.5 37.4 35.6 38.0 37.5
23 AL

Standard Deviation [dB] 5.1 5.2 5.5 3.9 3.4 5.3 6.5 4.4 5.4

Frequency [Hz] 125 250 500 1000 2000 3150 4000 6300 8000 NRR CSA 

Class

Mean Attenuation [dB] 36.3 35.7 39.8 41.4 40.4 43.0 41.9 48.2 46.0
30 AL

Standard Deviation [dB] 5.3 5.5 5.5 4.2 3.4 4.6 3.5 4.6 4.2
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