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Technical Drawing

Touch Screen 17.1" 5-WIRE RESISTIVE SENSOR P/N 400229

Bergquist

Cross Section

Top Film  . . . . . . . . 0.18 mm [0.007"]

Spacer  . . . . . . . . . . 0.08 mm [0.003"]

Glass  . . . . . . . . . . . 3.18 mm [0.125"]

Panel Thickness  . . 3.44 mm [0.135"]

C/L

Top Film
Spacer
Glass

1.3 mm [0.050"]

7.6 mm [0.300"]

Depression:  0.1 mm [0.005"]

Tail Connection

Strain Relief  . . . . . 0.13 mm [0.005"]

Tail  . . . . . . . . . . . . . 0.25 mm [0.010"]

Strain Relief  . . . . . 0.13 mm [0.005"]

Pin-Out

Pin 1: Upper-Right

Pin 2: Lower-Right

Pin 3: Sense

Pin 4: Upper-Left

Pin 5: Lower-Left

Materials

Glass Backer: ITO Coated
Soda Lime Glass

Top Film: Standard AG

Connector: AMP 487406-4 Pins
AMP 487378-4 Housing

Tail: Silver on Polyester

Tolerances

Sensor: ± 0.4 mm [0.015"] from
datum corner

Tail Length: ± 2.5 mm [0.100"]

Total Panel
Thickness: ±10%

Pin 1

365.4 mm [14.386"] Outside Dimension
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340.0 mm [13.386"] Active Area

15.2 mm [0.600"]

8.9 mm
[0.350"]

355.6 mm [14.000"]

16.5 mm [0.650"]

See Tail Connection
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