
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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DesolderingBraid

PROCEDURE

HowdoIremovesolderfromanoldcircuittoreplace
amalfunctioningcomponent?

De-solderingisrequiredwhenelectroniccomponents

needtoberemovedfromacircuit,usuallybecause

theyarefaulty.Itmaysometimesbenecessaryduring

testingorassembly,ifawrongparthasbeenfittedor

amodificationhastobemade.



Toprofessionallyremovesolderfromacircuit,you

willneedthefollowingmaterials:

1.MGChemicalsSuperWickde-solderingbraid

2.Solderingiron

Whatyouneedforremovingsolderfromacircuit:

ChoosingtherightbraidStep1
Chooseabraidwidththatmatchesthesizeofthe

solderbeadtoberemoved.

Iftherearemanysmallbeads,choosingawiderbraid

willalsospeeduptheDesolderingprocess.

*Coloursareindustrystandard.Theyrepresentthewidthofadesolderingbraid.

Onewidebraidsuitable
formanysmallbeads.

Matchthebeadtothebraid.

SolderingIron MGSuperWick

0.025”
White

WIDTHANDCOLOURCODE*

LENGTHS
 0.05”
Yellow

0.075”
Green

   0.1”
Blue

0.125”
Brown

5ft 423 424 425 426 427

25ft - 442 443 444 -

50ft 451 452 453 454 -

100ft 461 462 463 464 -

500ft 471 472 473 474 -

NoCleanSuperWick

SuperWick

AVAILABLEBRAIDPRODUCTS(BYCAT.NO)

5ft - 424-NS 425-NS 426-NS -

50ft - 453-NS           -         454-NS      -
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a.Heatupsolderingiron

b.PlaceSuperWickontosolderbead

c.Placeheatedsolderironontobraid

Moltensolderisdrawnupbycapillary

actionintothebraid.Carefulnottooverheat,

or'dragwhiskers'ofsolderovertheboard,

norletthebraidsolidifyonthejoint!

Alwaysremovebraidandsolderiron

togetherinaverticalmotion.

Placeheatedsolder
ironontobraidUsingthebraidStep2 Manylittlebeadsand

onewidebraid.
PlaceSuperWick
ontosolderbead

Heatup
solderingirona b c

FineBraidSuperWick

Oxide-freecleancopper

Morestrandsofcopper(moresurfacearea)persquareinch

Designedtoleavearesiduewhichisenvironmentallysafe

Usespuretype'R'resinfluxconformingtoalltherequirementsof

MIL-F-14256F,Type'RMA'andANSI/J-STD-004

StaticfreedissipativespoolsincompliancewiththeESD

AssociationStandard(Mil.Standard2000andDODStandard1686)

ManufacturedunderSPCguidelines

Cleanedandmanufacturedutilizingthelatesttechnologyin

environmentallyfriendlychemicalsandprocesses

Packagedin5,10,25,100and500footlengths

Cleaner,Faster,MoreConsistent

NoCleanSuperWick

Oxide-freecleancopper

Morestrandsofcopper(moresurfacearea)persquareinch

Fluxresidueremainingonboarddoesnotneedtobecleaned

TobeusedinconjunctionwithprocessesusingRMAtypeno-clean

fluxes;conformstotherequirementsofANSI/J-STD-004,TypeLO

HighSIR-conformingtoBellcorespecificationGR-78-CORE

(TR-TSY-000078),andIPCTestMethodIII

StaticfreedissipativespoolsincompliancewiththeESDAssociation

Standard(Mil.Standard2000andDODStandard1686)

ManufacturedunderSPCguidelines

Cleanedandmanufacturedutilizingthelatesttechnologyin

environmentallyfriendlychemicalsandprocesses

Packagedin5,10,25and100footlengths

Clean,Fast,Reliable
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