
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



Grayhil l ,  Inc. • 561 Hil lgrove Avenue • LaGrange, I l l inois  60525-5997 • USA • Phone: 708-354-1040 • Fax: 708-354-2820 • www.grayhil l .com

P
ushbutton S

w
itches

Wiping Contact Pushbutton Switches

Single Pole/Double Throw

46-101*(BBM)
46-110*(MBB)

DIMENSIONS  ininches(andmillimeters)

46-102*(BBM)
46-111*(MBB)

Double Pole/Double Throw

46-200*(BBM)
46-201*(MBB)

SERIES 46
SPST and DPDT, 1/4 Amp

FEATURES

•LongWipeContactAssures
 HighReliability
•250,000CyclesofOperation

CIRCUITRY

46-101RED Red
46-101BLK Black
46-102RED Red
46-102BLK Black
46-110RED Red
46-110BLK Black
46-111RED Red
46-111BLK Black

Operations

at Rated

Load

1/4Amp 1/8Amp 250,000

Total

Travel

*Complete

Part

Number

Button

or Cap

Color

Rating at

220 Vac

Resistive

Rating at

115 Vac

Resistive

Mtg.

Hole

Bottoming

Force (oz.)
Action

Momentary17±5

46-200RED Red
46-200BLK Black
46-201RED Red
46-201BLK Black

Operations

at Rated

Load

Rating at

220 Vac

Resistive

Cap

Color

1/4Amp1/8Amp250,000

Rating at

115 Vac

Resistive

Action

*Complete

Part

Number

Momentary35±9

Bottoming

Force (oz.)

Total

Travel
Mtg.

Hole

 .180(4,57) 17/64"
 Min. (6,75)

 .180(4,57) 17/64"
 Min. (6,75)

.375–.010
(9,53–0,25)DIA.

HEXMOUNTINGNUT
.375(9,53)
ACROSSFLATS
.109(2,77)
THICK

1,56
(39,6)
REF.

SNAPON
BUTTONCAP

1/4-32UNEF-2A
THREAD

A=.250–.005
(6,35–0,13)
B=.734(18,64)
REF.
C=.187–.010

(4,75–0,38)

.625–.015
(15,88–0,38)

.187–.015
(4,75–0,38)

B

A

.391
(9,93)
REF.

NONC

NO
C

NC
C

C

.453–.015
(11,51–0,38)

LABEL*

*PARTNUMBER
ANDE.I.A.DATE
CODELABEL

.125–.005
(3,18–0,13)DIA.

1/4-32UNEF-2A
THREAD

HEXMOUNTINGNUT
.375(9,53)
ACROSSFLATS
.109(2,77)
THICK

.437–.010
(11,10–0,25)DIA.

.187–.015
(4.75–0,38)

.703
(17,86)
MAX.

1.327
(33,7)
REF.

A

.187–.010
(4,75–0,25)

A=.250–.005
(6,35–0,13)

NC NO

C

LABEL*

*PARTNUMBER
ANDE.I.A.DATE
CODELABEL

.375–.010
(9,53–0,25)
DIA.

.187
–.010
(4,75

–0,25)

.391
(9,93)
REF.

SNAPON
BUTTON
CAP

LABEL**PART
NUMBER
ANDE.I.A.
DATECODE
LABEL

SPDT - BBM

N.C.

N.O.

C.

N.O.

N.C.

C.

SPDT MBB

DPDT BBM

N.C.

N.O.

C1

N.C.

N.O.

C2

DPDT MBB

N.O.

N.C.

C.

N.O.

N.C.

C.
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Wiping Contact Pushbutton Switches

SERIES 46
SPST and DPDT, 1/4 Amp

FEATURES

•BushingandButtonSeal
•EnvironmentallySealed

CIRCUITRY

SPDT - BBM

N.C.

N.O.

C.

N.O.

N.C.

C.

SPDT MBB

DPDT BBM

N.C.

N.O.

C1

N.C.

N.O.

C2

DPDT MBB

N.O.

N.C.

C.

N.O.

N.C.

C.

Sealed Bushing and Button

Double Pole/Double Throw

46-270*(BBM)
46-271*(MBB)

Sealed Bushing and Button

Single Pole/Double Throw

46-150*(BBM)
46-151*(MBB)

DIMENSIONS  ininches(andmillimeters)

Momentary 48±4

Mtg.

Hole
Bottoming

Force (oz.)

Total

Travel

46-270RED Red
46-270BLK Black
46-271RED Red
46-271BLK Black

Operations

at Rated

Load

Rating at

220 Vac

Resistive

Cap

Color

Rating at

115 Vac

Resistive

Action

*Complete

Part

Number

Mtg.

Hole
Bottoming

Force (oz.)

Total

Travel

46-150RED Red
46-150BLK Black
46-151RED Red
46-151BLK Black

Operations

at Rated

Load

Rating at

220 Vac

Resistive

Cap

Color

Rating at

115 Vac

Resistive

*Complete

Part

Number

Action

Momentary 24±4

1/4Amp1/8Amp100,000 1/4Amp1/8Amp100,000

 .180(4,57) 17/64"
 Min. (6,75)

 .180(4,57) 17/64"
 Min. (6,75)

1/4-32UNEF-2A
THREAD

HEXMOUNTINGNUT
.375(9,5)
ACROSSFLATS
.109(2,8)
THICK

.450(11,43)MAX.
ACROSSFLATSOFHEX
.505(12,83)REF.ACROSS
CORNERS

.187–.015
(4,75–0,38)

B

1.62
(41,15)
REF.

A=.250–.005
(6,35–0,13)
B=.770–.015
(19,56–0,38)
C=.187–.010
(4,75–0,25)

.375–.010
(9,53–0,25)DIA.

.391
(9,93)
REF.

SNAPON
BUTTONCAP

A

C

O

O=ORING

LABEL*

*PARTNUMBER
ANDE.I.A.DATE
CODELABEL

1/4-32UNEF-2A
THREAD

HEXMOUNTINGNUT
.312(7,92)
ACROSSFLATS
.062(1,57)
THICK

.580(14,73)MAX.ACROSS
FLATSOFHEX
.650(16,51)REF.ACROSS
CORNERS

.187–.015
(4,75–0,38)

B

1.62
(41,15)
REF.

A=.250–.005
(6,35–0,13)
B=.770–.015
(19,56–0,38)
C=.187–.010
(4,75–0,25)

.375–.010
(9,53–0,25)DIA.

.391
(9,93)
REF.

SNAPON
BUTTONCAP

A O

C

O=ORING

LABEL*

*PARTNUMBER
ANDE.I.A.DATE
CODELABEL

Terminalsare
markedasshown
inbottomviewof
DPDTswitchon
previouspage.

Terminalsare
markedasshown
inbottomviewof
SPDTswitchon
previouspage.
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Wiping Contact Pushbutton Switches

DIMENSIONS  ininches(andmillimeters)

ACCESSORYCIRCUITRY

46-260*(BBM)

Environmentally Sealed

Double Pole/Double Throw

Mtg.

Hole
Bottoming

Force (oz.)

Total

Travel

46-260RED Red
46-260BLK Black

Operations

at Rated

Load

Rating at

220 Vac

Resistive

Cap

Color

Momentary Approx.45

1/4Amp1/8Amp250,000

Action

            Description       Part No.


SPDT,BBM,RedButton 46-101 RED
SPDT,BBM,BlackButton 46-101 BLK
SPDT,BBM,RedCap 46-102 RED 
SPDT,BBM,BlackCap 46-102 BLK

SPDT,MBB,RedButton 46-110 RED

SPDT,MBB,BlackButton 46-110 BLK

SPDT,MBB,RedCap 46-111 RED 

SPDT,MBB,BlackCap 46-111 BLK 
SPDT,BBM,RedCap 46-150 RED

SPDT,BBM,BlackCap 46-150 BLK
SPDT,MBB,RedCap 46-151 RED  

SPDT,MBB,BlackCap 46-151 BLK

DPDT,BBM,RedCap 46-200 RED

DPDT,BBM,BlackCap 46-200 BLK

DPDT,MBB,RedCap 46-201 RED

DPDT,MBB,BlackCap 46-201 BLK

DPDT,BBM,RedCap 46-270 RED

DPDT,BBM,BlackCap 46-270 BLK

DPDT,MBB,RedCap 46-271 RED

DPDT,MBB,BlackCap 46-271 BLK

DPDT,BBM,Sealed,Red 46-260 RED

DPDT,BBM,Sealed,Black46-260 BLK
                      

                        ACCESSORY
DecorativeNut 30C1023-1

Rating at

115 Vac

Resistive

Decorative Mounting Nut

PartNo.30C1023-1
Fits.250"(6,35)Bushing

 .180(4,57) 25/64"
 Min. (9,92)

*Complete

Part

Number

SPECIFICATIONS
Rating Criteria  
Contact Resistance:Lessthan25milliohms
at the switch initially. Less than 4 milliohms/
inchofwire.
Voltage Breakdown: 1,000 Vac between
mutuallyinsulatedparts
Insulation Resistance: 1,000 megohms
minimum

Materials and Finishes  
Cover, Bushing, Mounting Nut: Brass,
tinzinc
Shorting Bar:Phosphorbronze,silver-plated.
Terminals: Phosphor bronze, silver contact
surface.Terminalendsaretin/silver
Base or Potting Shell: PhenolicperMlL-M-
14,typeCFG
Spring:Tinnedmusicwire
Button Cap:Polyethylene
Button:Polyphenylenesulfide(PPS)for46-200
and46-201.Polycarbonateforallotherunsealed
versions.Aluminumforallsealedversions.
O-Ring Seal:NitrileperMIL-P-5516,classB

Seal Adapter and Hex Nut (46-260):Brass,
zinctrivalentchromate-plated
Wire Leads (46-260): PerMIL-W-16878 type
E.#26AWG,insulatedteflon,copperstranded
wire

Operating Features
Break-Before-Make:RestpositiontoN.C.break
.020"(0,51)minimum.RestpositiontoN.O.Make
.140"(3,35)maximum.
Make-Before-Break:RestpositiontoN.O.make
.065"±.015(1,65±0,38).RestpositiontoN.C.
break.130"±.015(3,30±0,38).
Operating Temperature:-40°Cto+85°C

STANDARD OPTIONS  
Epoxysealedterminalsandwireleads
Decorativemountings

ORDERING INFORMATION

.281–.010(7,14–0,25)

.390–.010
(9,90–0,25) .641–.005

(16,28–0,13)

.812–.005
(20,62–0,13)

DIAMETER

.375–.010
(9,53–0,25)DIA.

SNAPONBUTTONCAP

RO

YB
R

GB
L

A

B

.250–.010
(6,35–0,25)

3/8-32UNEF-2A
THREADTO.060(15,24)MAX.
FROMSHOULDER

O-RINGSEALED

HEXMOUNTINGNUT
.562(14,2)ACROSSFLATS
.094(2,40)THICK

SWITCHAND
WIRELEADS
ENCAPSULATED

A=1.14(29,0)
MAX.
B=22.00(558,8)
MAX.
C=.187–.010
(4,75–0,25)
D=.125–.005
(3,18–0,13)

C

D

DPDT BBM

N.C.

N.O.

C1

N.C.

N.O.

C2
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