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Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution
of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business
relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components
to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business
mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
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Motor Protection: Characteristic Curves
Auto Restart/Polarity Protection
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G008 [65.0%05) (105.0:05) LOT No. . .
(36.4205) {15558 Casing : Plastic (Black) 94V-0
(127560:3.5) Flange Type Impeller : Plastic (Black) 94V-0
Bearing : Ball Bearing
Lead Wire: UL1007, AWG24, +Red, -Black
Rated Operating Current Input Speed Max. Max. Static Noise Mass
MODEL Voltage Voltage Power Air Flow Pressure
Prﬁ%‘fd %) V) (A" Wyt | (min?)t | CFM | (m¥min)"| in H20 | (Pa)" | (dB)" (9)
5015KL-04W-B10- EOO0 12 8.0~13.8 0.48 5.76 2600 115.0 3.26 .25 64.1 45.5 360
5015KL-04W-B20- EOO0 12 8.0~13.8 0.72 8.64 3100 139.0 3.94 .36 89.7 50.5 360
5015KL-04W-B30- EOO0 12 8.0~13.8 0.98 11.76 3600 163.0 4.62 48 119.7 55.0 360
5015KL-04W-B40- EOO0 12 8.0~13.8 1.44 17.28 4000 180.0 5.11 .59 147.8 57.5 360
5015KL-04W-B50- EOO 12 8.0~13.2 2.04 24.48 4400 199.0 5.64 .71 176.5 60.5 360
5015KL-05W-B10- EOO 24 18.0 ~27.6 0.22 5.28 2600 115.0 3.26 .25 64.1 45.5 360
5015KL-05W-B20- EOO 24 18.0 ~27.6 0.34 8.16 3100 139.0 3.94 .36 89.7 50.5 360
5015KL-05W-B30- EOO0 24 18.0 ~27.6 0.51 12.24 3600 163.0 4.62 48 119.7 55.0 360
5015KL-05W-B40- EOO 24 18.0 ~27.6 0.68 16.32 4000 180.0 5.1 .59 147.8 57.5 360
5015KL-05W-B50- EOO0 24 18.0 ~26.4 0.90 21.60 4400 199.0 5.64 .71 176.5 60.5 360
5015KL-07W-B10- EOO 48 36.0 ~55.2 0.17 8.16 2600 115.0 3.26 .25 64.1 45.5 360
5015KL-07W-B20- EOO 48 36.0 ~55.2 0.23 11.04 3100 139.0 3.94 .36 89.7 50.5 360
5015KL-07W-B30- EOO 48 36.0 ~55.2 0.33 15.84 3600 163.0 4.62 48 119.7 55.0 360
5015KL-07W-B40- EOO 48 36.0 ~55.2 0.38 18.24 4000 180.0 5.1 .59 147.8 57.5 360
5015KL-07W-B50- EOO 48 36.0~52.8 0.45 21.60 4400 199.0 5.64 .71 176.5 60.5 360
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