
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



QLN65AC Ser ies  Cross f low B lower  

120... 300mm x ø 65mm Impeller 
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* Data based on free delivery conditions.  Subject to alterations.
* *See Fig. 1 on page 234.
* * * Contact application engineering for part number. 

TWIN Series (double housing)
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QLN65/1200-2524LH R 115 60 49 50 14 1,300 2.0 0 H

55416.17090 QLN65/0012A13-2524LH-66RV L 115 60 74 50 42 1,950 2.0 90 H

55416.25170 QLN65/1800A25-3030LH-85ABZ R 115 60 114 93 49 1,700 2.7 0 H

55416.27260 QLN65/0018A63-3030LH-185ABZ L 115 60 114 93 49 1,700 2.7 0 H

55416.30250 QLN65/2400A38-3030LH-166ACW R 115 60 129 83 55 1,500 3.2 0 H

55416.32130 QLN65/002437-3030L-208ZS L 115 60 129 83 55 1,500 3.2 0 B

55416.35031 QLN65/3000A3-3045L-48DL R 115 60 150 110 65 1,400 3.9 0 B

55416.37070 QLN65/0030A15-3045LH-60NI L 115 60 150 110 65 1,400 3.9 0 H

55416.29089 QLN65/1818A8-3045LH-69UH M 115 60 174 113 54 1,250 5.3 180 H

55416.34099 QLN65/2424A9-3045LH-69UH M 115 60 188 108 54 1,050 5.7 180 H

connector 6,3 x 0,8 
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QLN65/1200-2524LH
QLN65/0012A13-2524LH-66RV
QLN65/1800A25-3030LH-85ABZ
QLN65/0018A24-3030LH-81ABZ
QLN65/2400A20-3030LH-85ACW
QLN65/0024A5-3030L-167ZS
QLN65/3000A3-3045L-48DL
QLN65/0030A15-3045LH-60NI
QLN65/1818A8-3045LH-69UH
QLN65/2424A9-3045LH-69UH
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High efficiency product line, impeller diameter 65 mm. 

Mounting position horizontal or vertical with motor at the bottom. 

Permissible ambient temperature 0-60º C. 

Minimum order quantity may apply. 

Insulation class B, class F or H on request. 

e-mail: sales@us.ebmpapst.com · TEL: 860-674-1515 · FAX: 860-674-8536
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