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EDAC

Water-Proof Connectors



Features and Benefits

Pre assembled housings, seals and Terminal Position Assurance (TPA) components

Simple crimp, poke and plug application

Integral two way, mate and interface seals designed and tested to IP67 and SAE USCAR-2*

Easy terminal extraction and insertion

Compatible with a wide range of UL (28 to 14 AWG) and SAE Automotive (28 to 14) style wires

Integral locking latch with secondary connector position assurance (CPA) option

Applied cost savings

No need to crimp individual wire seals for 565 and 566 Series

Locks terminals into housings and prevents terminals from backing out

More than just waterproof, a true sealed connector system tested under submerged conditions

Quick, low cost field repairs

Support a wide range of power and signal applications

Assures positive mating of connector and prevents accidental disengagement during high vibration and 

severe shock application

(* Except 567 Series - Tested to IP52 Splashproof)



Series Type Amps Pitch Terminal Page

565 Wire to Wire 3 2.5mm 565 Series 4

565 Wire to Board 3 2.5mm 565 Series 4

566 Wire to Wire 2 2.0mm 566 Series 6

566 Wire to Board 2 2.0mm 566 Series 6

567 Wire to Wire 8 5.0x5.9mm 570 Series 8

570 Wire to Wire 10 5.8mm 570 Series 10

570 Wire to Board 10 5.8mm 570 Series 10

568 Wire to Wire 12 N/A 570 Series 12
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PCB Header

Circuits

565-290-711/731 565-290-721/741

AWG #22 - 28 Ins. Dia. Pcs/Reel

REC (F) 565-290-721

Ø1.60 max

10,000 x 6 R

TAB (M) 565-290-711 8,000 x 5 R

AWG #20 - 22 Ins. Dia. Pcs/Reel

REC (F) 565-290-741

Ø1.70 max

8,000 x 6 R

TAB (M) 565-290-731 8,000 x 5 R

Internal Wire Seal



Female Housing

566-002-000-XXX 566-002-000-XXX

Male Housing

566-003-000-XXX 566-003-000-XXX

566-004-000-XXX 566-004-000-XXX

566-002-420-101

PCB Header

566-003-420-101

Insulation Diameter “XXX” Male Housing
Color

Ø1.0mm to Ø1.3mm
110 White

310 Black

Ø1.3mm to Ø1.7mm
111 White

311 Black

Insulation Diameter “XXX” Female 
Housing Color

Ø1.0mm to Ø1.3mm
210 White

410 Black

Ø1.3mm to Ø1.7mm
211 White

411 Black



566-290-721

Internal Wire Seal

566-290-711

Waterproofing Cap

Insulation
Diameter

Color
Applicable 

Terminal

Ø1.0 ~ Ø1.25
Light 

Blue 566-290-711

566-290-721
Ø1.25 ~ Ø1.5 Orange

Housing PBT (UL 94V-0)

Terminal Phosphor Bronze/Tin Plating

PCB Header
PBT with glass (UL 94V-0) 

Brass/Tin Plating

Wire + Housing Seal Silicone Rubber

566-290-711 566-290-721

•2.0mm pitch, rated current: 2A Max
•Fully waterproof solution
•Available in wire-to-wire and wire-to-board options
•Seals preassembled into housing-no external sealing 
required
•True crimp and poke solution
•Available with wire already installed
•Waterproof caps available to cover unused holes

1
Wire-to-Wire Circuits 2, 3, 4P

Wire-to-Board Circuits 2, 3P

2 Pitch 2.0mm

3 Rated Voltage 250V

4 Rated Current 2A max

5 Withstand Voltage AC 1000V r.m.s.

6 Contact Resistance 10 m� max

7 Insulation Resistance 10000 M� min/DC 500V

8 Temperature Range -40ºC ~ +105ºC

9 Waterproof Grade IP67

10 PCB Thickness 1.6mm

566-200-100



Female Housing

566-002-000-XXX 566-002-000-XXX

Male Housing

566-003-000-XXX 566-003-000-XXX

566-004-000-XXX 566-004-000-XXX

566-002-421-701*

PCB Header

566-003-421-701*

Insulation Diameter “XXX” Male Housing
Color

Ø1.0mm to
Ø1.25mm

510 White

710 Black

Ø1.25mm to
Ø1.5mm

511 White

711 Black

Insulation Diameter “XXX” Female 
Housing Color

Ø1.0mm to
Ø1.25mm

610 White

810 Black

Ø1.25mm to
Ø1.5mm

611 White

811 Black

701*-Black color housing



Circuits

IP 52

Part Number Material Wire Range Inside Dia PCS/Reel Type

570-290-711 Brass
0.3-0.5mm²

(AWG #22~#20)
Ø2.7 max 4,000 Male

570-290-721 Brass 0.3-0.5mm²
(AWG #22~#20)

Ø2.7 max 4,000 Female
570-291-721 Phos.Br*

570-290-731 Brass 0.5-1.25mm²
(AWG #20~#16)

Ø3.1 max 4,000 Male
570-291-731 Phos.Br*

570-290-741 Brass 0.5-1.25mm²
(AWG #20~#16)

Ø3.1 max 4,000 Female
570-291-741 Phos.Br*

570-290-751 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Male

570-290-761 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Female

•5.0x5.9mm pitch, rated current: 8A Max
•Splash proof solution tested to IP52
•Available with wire already installed

8A max.

*Phosphor Bronze terminals are available in special order

Terminals are also available in smaller strip lengths





PCB Header

Circuits

Part Number Material Wire Range Inside Dia PCS/Reel Type

570-290-711 Brass
0.3-0.5mm²

(AWG #22~#20)
Ø2.7 max 4,000 Male

570-290-721 Brass
0.3-0.5mm²

(AWG #22~#20)
Ø2.7 max 4,000 Female

570-291-721 Phos.Br*

570-290-731 Brass
0.5-1.25mm²

(AWG #20~#16)
Ø3.1 max 4,000 Male

570-291-731 Phos.Br*

570-290-741 Brass 0.5-1.25mm²
(AWG #20~#16)

Ø3.1 max 4,000 Female
570-291-741 Phos.Br*

570-290-751 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Male

570-290-761 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Female

*Phosphor Bronze terminals are available in special order

Terminals are also available in smaller strip lengths

Housing PBT (UL 94V-0)

Terminal
Brass,

Phosphor Bronze/Tin Plating

PCB Header
PBT with glass (UL 94V-0)

Brass/Tin Plating

Wire + Housing Seal Silicone Rubber



EDAC
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570 Series

Female Housing

570-001-000-200

Male Housing

570-001-000-100

Pin-Block

570-001-420-101

570-002-000-200

570-003-000-200

570-002-000-100

570-003-000-100

570-002-420-101

570-003-420-101
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PCB Header

Circuits

PCB Header

Part Number Material Wire Range Inside Dia PCS/Reel Type

570-290-711 Brass
0.3-0.5mm²

(AWG #22~#20)
Ø2.7 max 4,000 Male

570-290-721 Brass 0.3-0.5mm²
(AWG #22~#20)

Ø2.7 max 4,000 Female
570-291-721 Phos.Br*

570-290-731 Brass 0.5-1.25mm²
(AWG #20~#16)

Ø3.1 max 4,000 Male
570-291-731 Phos.Br*

570-290-741 Brass 0.5-1.25mm²
(AWG #20~#16)

Ø3.1 max 4,000 Female
570-291-741 Phos.Br*

570-290-751 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Male

570-290-761 Brass
2.0mm²

(AWG #14)
Ø3.1 max 4,000 Female

Housing PBT (UL 94V-0)

Terminal
Brass,

Phosphor Bronze/Tin Plating

Wire + Housing Seal Silicone Rubber

*Phosphor Bronze terminals are available in special order

Terminals are also available in smaller strip lengths

•Rated current 12A Max
•Fully waterproof solution for single position
•Accommodates wide range of wire sizes
•Available with wire already installed

Assembly Layout

568-001-000-200 568-001-000-100
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Automatic Contact Crimp Machine
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Hand Crimp Tool
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Contact Ejection Tool
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Contact EDAC customer service for more information



AMERICAS

Phone: (416) 754-3322 

Fax: (416) 754-3299 

                                            Email:customerservice@edac.net

EUROPE 

Phone: +44 (0) 1908 569333 

      Fax: +44 (0) 1908 569444

Email: info@edac.co.uk

ASIA

Phone: +886 (0) 2-8809-1480

 Fax: +886 (0) 2-8809-1460 

Email: info@edac-tw.com
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