
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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K
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SERIES 84S
Sealed

FEATURES

•WaterproofSiliconeRubber
•EasilyCustomizedLegends
•Audible,TactileContacts
•LowContactResistance
•OptionalRFI/EMIShielding
•3,000,000OperationsperButton

DIMENSIONS ininches(andmillimeters)  

1 Button Module

Unlessotherwisenoted,lineardimensiontolerancesare±.010(0,25)

1.125±.020
(28,58±0,51)

.562(14,27)

1.125±.020
(28,58±0,51)

.562(14,27)

.366(9,30)SQ.
BUTTONAREA

.490
(12,45)SQ.

.362±.015
(9,19±0,38)

.270(6,86)

.500(12,7)

#4-40MTG.STUD,
2PLACES(ALSO
SERVESAS
TERMINALS)

LABEL

.500
(12,7)

.313
(7,95)

.500
(12,7)

.313
(7,95)

CIRCUITRY

Note:Mountingstudsserveasterminals.

MTG.
STUD

SINGLETHROW,
NORMALLYOPEN

MTG.
STUD

3x4 Keyboard      Matrix Output  Single Pole/Common Bus

SWITCHPOSITION
IDENTIFICATION

.425
(10,80)

3.100±.020
(78,74±0,51)

.750(19,05)3EQ.SPS.
TOL.NON-ACCUM.

.425(10,80)

.750(19,05)2EQ.SPS.
TOL.NON-ACCUM.

.366(9,30)SQ.
BUTTONAREA

2.350±.020
(59,69±0,51)

.490
(12,45)

SQ.

.337±.015
(8,56±0,38)
.267±.015
(6,78±0,38)

.500(12,7)

.270(6,86)

.025±.002
(0,64±0,05)SQ.

TERMINAL
PINS

1.650(41,91)

.350
(8,89)

.800
(20,32)

1.500
(38,1).750

(19,05)

.525(13,34)

.100(2,54)TYP.

#6-32MTG
STUD
4PLACES

.098(2,49)REF.TERMINAL
PINHEADER

.100(2,54)REF.TERMINAL
PINHEADER

ABCDEFG

TERMINALPIN
IDENTIFICATION

LABEL

1

4

7

10

2

5

8

11

3

6

9

12

1.650(41,91)

.800
(20,32)

1.500
(38,1).750

(19,05)

.225(5,72)

.100(2,54)TYP.

#6-32MTG
STUD
4PLACES

.098(2,49)REF.TERMINAL
PINHEADER

.100(2,54)REF.TERMINAL
PINHEADER

AHBJCKDLEMFNG

TERMINALPIN
IDENTIFICATION

LABEL

.350
(8,89)



Grayhil l ,  Inc. • 561 Hil lgrove Avenue • LaGrange, I l l inois  60525-5997 • USA • Phone: 708-354-1040 • Fax: 708-354-2820 • www.grayhil l .com

Standard Keypads

K
eyboards and K

eypads

4x4 Keyboard      Matrix Output  Single Pole/Common Bus

.098(2,49)REF.
TERMINAL
PINHEADER

.100(2,54)REF.
TERMINAL

PINHEADER

F
E
D
B
C
A
G
H

TERMINALPIN
IDENTIFICATION

SWITCHPOSITION
IDENTIFICATION

.425
(10,80)

3.100±.020
(78,74±0,51)

.750(19,05)3EQ.SPS.
TOL.NON-ACCUM.

.425(10,80)

.750(19,05)3EQ.SPS.
TOL.NON-ACCUM.

.366(9,30)SQ.
BUTTONAREA 3.100±.020

(78,74±0,51)

.490
(12,45)

SQ.

.337±.015
(8,56±0,38)

.267±.015
(6,78±0,38)

.500(12,7)

.270(6,86)

.025±.002
(0,64±0,05)SQ.

TERMINAL
PINS

.775
(19,69)

.100
(2,54)
TYP.

.310
(7,87) 1.500

(38,1)
2.120
(53,85)

1.125
(28,58)

2.250
(57,15)

.750
(19,05)

.490(12,45)

LABEL

#6-32MTG
STUD
6PLACES

1

5
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13

2

6
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14

3

7
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4

8

12

16

.098(2,49)REF.
TERMINAL
PINHEADER

.100(2,54)REF.
TERMINAL

PINHEADER

A
B
C
D
E
F
G
H
J
K
L
M
N
P

Q
R
S

TERMINALPIN
IDENTIFICATION

.100
(2,54)
TYP.

.310(7,87)
1.500
(38,1)

2.120(53,85)

1.125
(28,58)

2.250
(57,15)

.750
(19,05)

.490(12,45)

LABEL

#6-32MTG
STUD
6PLACES

.425
(10,80)

.425
(10,80)

.800
(20,32)

CODE AND TRUTH TABLES

Dotsinthechartindicateconnectedterminalswhenswitchisclosed.Terminalsareidentifiedonthekeyboard.

12 Button Keypads 16 Button Keypads
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SPECIFICATIONS
Rating Criteria
Rating at 24 Vdc:≤10milliampsresistive
Contact Bounce:4millisecondsmaximumat
make;10millisecondsatbreak
Contact Resistance: MOS, TTL, and DTL
compatible.(10ohmsmaximum)
Life Expectancy:3millionoperations/button
Insulation Resistance: 1,000megohms

Operating Features
Pre-Travel:.030inchesminimum
Operating Temperature:-55°Cto85°C

DIMENSIONS ininches(andmillimeters)

Operating Force:20±4ounces
Humidity:0to98%(nocondensation)
Minimum Push Out Force Per Pin:5pounds

Materials and Finishes
Terminal Pins: Copper alloy CDA 725,
solder-plated
PC Board:FR-4glassclothepoxy
Contact Dome: Stainless steel, selectively
gold-plated
Dome Retainer/Rear Seal Sheet:Polyester

Mounting Studs:Phosphorbronze
Optional Hex Nut:Stainlesssteel,passivated
Optional EMI Shield:Aluminumfoil
Keypad:Siliconerubber
Buttons: ABSCycolac,gradeFR15U

Shielding Effectiveness
ResultsshownaretypicalforastandardGrayhill
Series84SKeyboard.Aconductivegasketwill
generallyincreasetheshielding,dependingon
thesizeandshapeofthegasketanditsmaterial.
DataderivedforE-FieldRadiation.
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receivingequipment.Asignalgeneratorprovided
thefrequencysourcethatwasradiatedfromthe
transmittingantennatotheenclosedreceiving
antenna.Thespacingbetweenantennaswas
maintainedconstantthroughoutthefrequency
range.Theeffectiveness rating isdetermined
by establishing a reference reading without
obstruction between the two antennas and
determiningthedifferencebetweenthatreading
andthetestsetupreading.

Note:
Whenmeasuredinactualequipment,shielding
effectiveness is determined by many factors.
Thismethodaccuratelyrepresentstheshielding
effectivenessoftheGrayhillSeries84Sunder
idealtestconditions.

  Frequency Rating
  MHz  in dB
  0.1  66.2
  10  94.8
  100 90.5
  400 64.2
  800 42.3
  2,000 40.5
  6,000 33.1
  10,000 34.4
  18,000 37.0

Test Method:
Measurements were made with the keyboard
mounted to a brass plate, which in turn was
mountedtoashieldedenclosurecontainingthe
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0

SHIELDING EFFECTIVENESS OF 84S-AC2dB

0.110100400800200060001000018000

MHz

Representsshieldingeffectiveness
greaterthanorequaltoline.
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STANDARD LEGENDS

 -112 -014 -113 -016

Available through Grayhill Distributors Toorderoneoftheconfigurationsbelow,usethedashnumbershownhere;selectthekeypad
sizeandcode,andorderthepartnumberwiththeappropriatelegenddashnumber.The
buttonsinthesekeypadscanberemoved,andreinsertedinanyconfiguration.

CUSTOM LEGENDS

HEADER CONNECTORS
Compatible with: Samtec, Inc.HeaderSeries
BCS,BSW,CES,ESW,ESQ,SLW,SSW,SSQ,
IDSSandIDSDorequivalent.

Available from your local Grayhill 

Distributor.
For prices and discounts, contact a local
Sales Office, an authorized local Distributor
orGrayhill.

PRO-
GRAM MODE EDIT

HOLDINPUT

MENU

CLEAR
CAN-
CEL ON OFF

STOPREVFWDRUN

SET LOCK

Library of Legends
Grayhillmaintainsalegendlibrarywhichcontains
themostoftenrequestedspeciallegendsand
manyunusualones.Ifthelegendisinthelibrary,
the cost to utilize this legend in your keypad
configuration is minimal. If the legend is not
available,Grayhillcanlistthechargesrequired
toaddyourlegendtothelibrary.Inthismanner,
new legends are added on a periodic basis.
Customlegendstofityouruniquerequirements
maynotbeasexpensiveasyouthink,contact
Grayhill.

Adding Color
Use colored buttons to segregate button
groupingsortoprovideoriginality.Availablein
blacklegendsonwhiteoryellowbuttons,or
inwhitelegendsonblack,green,redorblue
buttons.Twopopularcombinations,blackon
whiteandwhiteonblack,areavailablefrom
Grayhillstock.Deliverytimewillincreasefor
othercolorcombinations.

  Grayhill Series Number

  Shielded or Non-Shielded Option
  S=Shielded;SN=Non-Shielded  

  Size Option:A=3x4;B=4x4;C=1Button  

  Circuitry Option (B2 and C2 not applicable to 1 button)

  B2= Matrixin-linepins
  C2=Singlepole/commonbus,in-linepins
  C3=1Button,SPST–N.O.,non-shieldedonly
84S-AC2-113-N 
  Mounting Nut Option

  N=Providedwithhexnutsformounting;Blank=Nutsnotprovided  

  Standard Legend Choices

  3x4Size:-112or-113;-000,Nobuttons;-101,BlankButtons
  4x4Size:-014or-016;-000,Nobuttons;-001,BlankButtons
  1ButtonSize:-001,Nolegend,whitebutton

ORDERING INFORMATION

B EA DC F
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