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Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution
of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business
relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components
to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business
mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,
and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service
and solution. Let us make a better world for our industry!

Contact us

Tel: +86-755-8981 8866 Fax: +86-755-8427 6832
Email & Skype: info@chipsmall.com Web: www.chipsmall.com
Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

iy [0



13.5

D
D

|— Location of Logo

E\—J

{7 —
14.1
2.2
— I
: E —
_IG = ’[

Scale 4:1

11.7

poss” | |

\_pos 1

o
-
5
-
-
o
-
PCB Edge

4.65
8.45 min

Figure A: PCB Footprint for Receptacle (Through-Hole)
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. Recommended PC Board Thickness of 1.57mm

. This allow for a Panel Thickness of 2.67mm maximum, if
the receptacle connector 5 mounted behind a panel

. Recommended PC Board Mounting Dimension: Refer to
Figure A

. Product Numbering Code: A-IE-S-DIP

. Basic Dimension Established by Customer

. Product Specification No.: CSP-FWW10-00-00

. Electrical Characteristics:

.1 Low Level Contact Resistance: 30 milliohms max.

.2 Dielectric Withstanding Voltage: 500 VAC

.3 Insulator Resistance: 100 megohms min

.4 Contact Current Rating: 1.0 Amp max.

. Mechanical Characteristics:

.1 Connector Mating Force: 39.2 Newtons max.

.2 Connector Unmating Force: 9.8 Newton min

8.3 Durability: 1500 Cycles
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