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Pb
RoHS COMPLIANT

.250 6.35

3.340±.015 84.84±0.38

.610 15.49

.060 1.52

2.550 64.77

.018  X .012[0.30]0.46 2X .190 4.83

.575 14.61

.087 2.21
.078 1.98

A

A

3.940±.020 100.08±0.51

3.626±.010 92.10±0.25

.590 14.99 2.490 63.24

3.150 80.01

.070 1.78

.075 1.91
CARDSLOT
SEE NOTE 13

2X  .125  THRU3.18

2.400 60.96
(49 POSITIONS)

3.050 77.47

.150 3.81

.500 12.70
(11 POSITIONS)

.050  TYP1.27

FIRST POSTION
INDICATOR

.300 7.62
INSERTION DEPTH

.370 - .015
+.005 9.40 - 0.38

+0.13

.100±.025 2.54±0.64

.030 0.76

SECTION A-A

DETAIL
VIEW B

.007

_ _ B60DHFD - S578

.093[2.36] .093[2.36]
NOTES:

INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL: SEE PART NUMBER CODING2.
PLATING: SEE PART NUMBER CODING3.
OPERATING TEMPERATURE: SEE PART NUMBER CODING4.
PROCESSING TEMP: SEE PART NUMBER CODING5.
UL FLAMMABILITY RATING: 94V-06.
OPERATING VOLTAGE: 300 VAC7.
CURRENT RATING: 1 AMP8.
CONTACT RESISTANCE: 30 MILLI OHMS MAX9.
INSULATION RESISTANCE: 5000 MEGA OHMS10.
DURABILITY: 500 CYCLES MINIMUM11.
CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND LOT CODE12.
BOARD THICKNESS ACCOMMODATED: .062 .008[1.57 0.20]13.
INSERTION FORCE: 6 OZ MAX PER CONTACT PAIR WHEN USING A .062[1.57] TEST BLADE14.
WITHDRAWAL FORCE: 1/2 OZ MIN PER CONTACT PAIR USING .062[1.57] TEST BLADE15.
MODIFICATION: CARDSLOT BARRIERS WITH GUIDE POSTS16.
FOR PCI 32 BIT, 3.3 OR 5 VOLT 60 (11/49) POSITION CONNECTOR
(ROTATE BOARD 180  FOR CONVERISON 3.3 TO 5 VOLTS)

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 1226 INITIAL RELEASE 09/24/07 ASK

B 3394

UPDATE DWG FORMAT, UPDATE RECOMMENDED 
PCB LAYOUT ON CUSTOMER COPY, UPDATE 

RECOMMENDED DAUGHTER CARD LAYOUT ON 
CUSTOMER COPY, UPDATE BODY WIDTH TOL TO 

+.005/-.015, UPDATE MODIFICATION NOTE

03/03/2016 MG
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]
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.XXX=  .005 [.13]
.XXXX=  .0005 [.013]
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C10858 B

EDGECARD, .050 CC, HP
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Pb
RoHS COMPLIANT

3.340 84.84

_ _ B60DHFN - S578

_ _ B60DHFT - S578

3.626 92.10
2X #4-40
THREADED
INSERT

3.626 92.10

2.550 64.77.575 14.61

.185 4.70  MAX .315 8.00  MIN

2X .125 3.18
FOR 'D' OR 'T'
MOUNTING

2X .100 2.54

3.050 77.47

.500 12.70 2.400 60.96

.150 3.81
2X .288 7.32

.050 1.27 .040 1.02  MAX

RECOMMENDED PCB LAYOUT

.084 2.13

2.513 63.83.613 15.57

.250  MIN6.35

.310  MIN7.87

.500 12.70
(11 POSITIONS)

2.400 60.96
(49 POSITIONS)

3.050 77.47

.150 3.81

.040 1.02  MAX

.300 7.62  MIN

3.126 79.40

.575 14.61

.050 1.27  TYP

RECOMMENDED DAUGHTER CARD LAYOUT

.062 1.57

60°

.030 0.76 D
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  1  

DECIMALS   
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]
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SHEET 2 OF 2SCALE:  1.5:1
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