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Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution
of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business
relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components
to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business
mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,
and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service
and solution. Let us make a better world for our industry!

Contact us

Tel: +86-755-8981 8866 Fax: +86-755-8427 6832
Email & Skype: info@chipsmall.com Web: www.chipsmall.com
Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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P.C.B LAYOUT
DIM A:0.40 . Materials
DIM B+0.30 Pin (outer sleeve) : Brass,machined, CuZn38Pb2
= 90.30-21.00 typ Clip (contact 4 finger) :  Beryllium copper, heat treated or PHBZ
o~ _I‘z‘ﬂ" Plating (outer sleeve) :  Tin plated : 2um/80u"nickel,5pm/200u" Tin
400000000 0. ﬁ?_?:}:o:cz o000 04 Plating clip (contact): ~ 2pm/80p"nickel, Gold
Insulator body (black) :  Glass filled thermoplastic polyester UL94V-
0
Electrical
Current rating : 3 Amps/contact max.
Contact| DimA| DimB|f Contact| DimA| DimB Comnct DimA| DimB Contact resistance : Max 4mQ
0L [ 254 15 | 3810 | 3556 20 | 7366 | 7112 Insulation resistance :  Min 10,000mQ @ 500 V AC
G 1508 1 254 1l 16 14064 1 3810 11 30 17620 | 7366 Operating Voltage : 100 VRMS / 150 V AC
03 | 760 | 508 7 | 4318 | a06a || 31 | 7874 | 7620 perating g€ -
04 10,16 7.62 8 4572 43,18 32 81.28 18.74 .
Q5 12.70 0.16 19 4826 | 4572 B382 | 8128 Mechanical
06 | 1.4 270l 20 | S080 | 4826 34 | 8636 | 8382 Operating temperature : Tin plated: -40°C to +105°C
17, 524 21 5334 | 5080 35 8890 | 8636 ; ;
= Average insertion force
20.32 17.78 22 5588 | 53.34 36 9144 | 88.90 . S "
%%_86 2032 73 5842 | 55.88 37| 9398 | 9144 with steel pin of:  0.43mm/0.017" < 250g
0 ; 22.86 24 60.96 | 5842 38 96.52 | 93.98 Average withdrawal force
é 133; %g :é 63.50 gggg 3{9} 99.06 %{5}% with steel pin of: 0.43mm/0.017" >50g
3 y 2 66.04 ¥ 101.60 3 ical life i
3 w0 0% = ot T 6eoa IF\)/Iaecclgar;:]call life : ;Eutr;ézoo
14| 3556 | 33020 28 | 7112 ging:
Scale 1:1 Name Item No.
TOLERANCE Drawn | 11.07.11 | Chappell ARxx-HZW-TT-R
X.X +0.40
XXX | +0.25 Approved Title |pc-socket, Wire Wrap,
Pitch: 2.54MM, Pin Length: 17.80.MM
XXXX | +0.15
R H S Angle 13 Drawing No.
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