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30AFusibleDisconnectSwitches Bussmann®

Base&DINRailMounted
ULFuseClassJ,CC

Foracompleteassembly,please
selectoneofeach:

1switch

1handle

1shaft

30Ampswitches,600V

1Rejectionstylefusesonly.

 UL  UL 
Maximumhorsepowerrating Terminallugs

general  FuseThreephase
 purpose type  Wire Wire Catalog 
 amprating 600V 200V208V  240V  480V  600V size typenumber 

Selectorhandles—forusewithshafts  .20x.20"(  5x5mm)

 NEMA  IEC  Color Defeatable Padlockable  Weight Catalog 
 type type   (lbs.) number 

3.3/85  5.5 –5.7  0.04 CDS85S 

4.1/105  5.5 –6.5  0.04 CDS105S 

4.7/120  5.5 –7.1  0.05 CDS120S 

5.1/130  5.5 –7.5  0.05 CDS130S 

7.1/180  6.3 –9.4  0.08 CDS180S  

9.8/250  9.1 –12.2  0.10 CDS250S 

13.0/330  12.2 –15.4  0.14 CDS330S 

Shaftlength Mountingdepth Weight  Catalog 
 (inches/mm) (ininches) (lbs.)number 

Shafts—forusewithCDHselectorhandles.20x.20"(  5x5mm)

CFD30J3

CDH4S,6S

CDS__

AllmarkedbothO/I&Off/On

 1,3R,12 IP65 Black  —  Yes 0.16CDH3S 

 1,3R,12 IP65  Red/Yellow —  Yes 0.16CDH4S 

 1,3R,12 IP65 Black  Yes  Yes 0.16CDH5S 

 1,3R,12 IP65  Red/Yellow Yes  Yes 0.16CDH6S 

 CFD30J3  +CDS180S +  CDH3S

CDH3S,5S

3pole

 30J 5 7.5  7.5 15  20 #18–8  Cu  CFD30J3

 301  CC5 7.5  7.5 15  20 #18–8  Cu  CFD30CC3 

4pole

 30J 5 7.5  7.5 15  20 #18–8  Cu  CFD30J4

 301  CC5 7.5  7.5 15  20 #18–8  Cu  CFD30CC4 
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5.9/150  4.9 –8.9  0.07 CDS48P

6.7/170  5.9 –9.7  0.08 CDS67P

10.4/265  9.5 –13.4  0.12 CDS49P

15.8/400  15.0 –18.7  0.18 CDS50P

19.7/500  20.5 –22.6  0.23 CDS99P

Foracompleteassembly,please
selectoneofeach:

1switch

1handle

1shaft

BDH79

BDH79Mounted BDH79Mounteddepth

5.20"/132mm

5.20"
132mm

Pistolhandles—forusewithshafts  .20x.20"(  5x5mm)


 NEMA  IECColor Marking Length Defeatable Padlockable Weight  Catalog 
 type  type  inches/mm (lbs.)  number

Shafts—forusewithpistolhandles.20x.20"(  5x5mm)

Directmounthandle—mountsdirectlytoswitch,noshaftnecessary

NEMA Color Marking  LengthPadlockable Weight  Catalog 
typemm  (lbs.)  number

1  BlkO/I/Test 50 Yes0.10 BDH79 

 CFD30J3  +CDS67P + BDH107

BDH104,106

 1,3R,12  IP65  Black O/I&Off/On1.8/45  Yes Yes0.28 BDH104 

 1,3R,12  IP65 Red/YellowO/I&Off/On1.8/45  Yes Yes0.28 BDH105 

 1,3R,12  IP65  Black O/I&Off/On2.6/65  Yes Yes0.29 BDH106 

 1,3R,12  IP65 Red/YellowO/I&Off/On2.6/65  Yes Yes0.29 BDH107 

 1,3R,4,4X,12 IP65  Black O/I&Off/On2.6/65  Yes Yes0.29 CDHXB65 

 1,3R,4,4X,12 IP65 Red/YellowO/I&Off/On2.6/65  Yes Yes0.29 CDHXY65 

 1,3R,12  IP65  Black  Off/On/Test2.6/65  Yes Yes0.29 BDH106T  

 1,3R,12  IP65 Red/Yellow Off/On/Test2.6/65  Yes Yes0.29 BDH107T  

CDS____P

BDH105,107

Shaftlength Mountingdepth  Weight Catalog
 (inches/mm)  (ininches)  (lbs.) number
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Accessories Bussmann®

for30AFusibleDisconnectSwitches


1ULFile#E83510

Auxiliarycontacts1

 Description Foruseon:Weight  ACthermalACrated Catalog 
 (lbs) amprating  voltage number 

Mountingbase

 Description Forusewith:  WeightCatalog
 (lbs)number 

 Description Foruseon: Weight ACthermal ACrated Catalog 
 (lbs)amprating  voltage  number

Terminalpole


 Description Foruseon: Weight Length Catalog 
 (lbs.)  inches/mm number

35mmDINRail  CFD30_  .3839.4/1000 NDNA100

 35mmAluminumDINRail CFD30_  .7578.8/2000 NDNA200  

 Description Foruseon: Catalog 
 number

Terminalcover(replacementpart)

 Description Foruseon: Catalog 
 number

Coversterminal CFD30_  CDBY67121
 belowfusecarrier

 Mountingbase CDAUX10, CDAUX01K 0.08 CDAUXB

Detachableneutralmounts CFD30_ 0.45 30600 CFDZX171  
 onsideofswitchorDINrail

 CCfusecarrier BDCF30CC_   BDZD48
Jfusecarrier BDCF30J_ BDZD28

ClassCCSolidlink CFD30_ NNB-R 

DINrail

FormC1N.O.&1N.C. CFD30_ 
 fordirectmounting 0.04  6250  BDAUX157
 (2maximum) toswitch

 1N.O. CFD30_  CDAUX10 
1N.C. CDAUXBmounting  0.03  NEMAA600,P600  CDAUX01K 
 (6maximum) baserequired

CFD30J3withauxiliaries

CXBY67121

NDNA100

CFDZX171

BDZD48

FuseCarriers(ReplacementParts)
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Conversionmechanisms
•  Switchesarenotincluded

Transfer—BDZW30
Transfermechanismmanuallytransfersbetween
twopowersourcesusingtwoswitchesandacenter
OFFposition.A3positionhandleisincluded.
Equipmentrequiredforacompleteinstallation:
•  Oneconversionmechanism
•  Twodisconnectswitches
•  One5mmshaft

6or8pole—BDZW5
6(8)polemechanismallowstwoswitches,controlled
byonehandle,toopenorclosesimultaneously.
Equipmentrequiredforacompleteinstallation:
•  Oneconversionmechanism
•  Twodisconnectswitches
•  Onehandle
•  One5mmshaft

POS.O POS.I

SW.A OX

SW.B  OX

X=Closed
O=Open

 POS.I POS.O POS.II

SW.AX OO

SW.B  OOX

X=Closed
O=Open

Mechanicalinterlock—BDZW4
Mechanicalinterlockmechanismpreventsboth
switchesfrombeinginthe"ON"positionatthesame
time.
Equipmentrequiredforacompleteinstallation:
•  Oneconversionmechanism
•  Twodisconnectswitches
•  Twohandles
•  Two5mmshafts

SW.A SW.B
 POS.I POS.I

SW.AX O

SW.B  OX

X=Closed
O=Open

 DescriptionForuseon: Weight  Catalog
 (lbs)  number

I O II

LOADLOAD LOADLOAD LOADLOAD

SW. A SW. B SW. A SW. B SW. A SW. B

 6pole CFD 1.74  BDZW5

 8pole CFD 1.90  BDZXB

Transfer
 3pole CFD 2.11  Type1,3R,12  BDZW30 
 3pole CFD 2.11  Type1,3R,4,4X,12 BDZW30X
 4pole CFD 2.30  Type1,3R,12  CallFactory
 4pole CFD 2.30  Type1,3R,4,4X,12 CallFactory

Mechanicalinterlock
 3pole CFD 1.74  BDZW4 
 4pole CFD 1.90  CallFactory

1  =Threepoles

1

1

1

BDZW30


BDZW4
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