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S-8000 Series
1/4" x 11/4" Fuse Blocks

Description
• For1/4" x 11/4" (6.3x32mm)fuses
• Bolt-inandsnap-inmountingavailable
• Tightclustermounting
• Alltypesofterminalconfigurations
• Clipsmadeofbrighttin-platedspring-bronze
• Anti-rotationalpinprovided
• FlameretardantthermoplasticmeetsUL94V0
Environmental Data
• RelativeTemperature Index(RTI)

- Bolt-in130°C
- Snap-in110°C

Agency Information
• ULRecognized: E14853
• CSACertified: 47235
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Specifications
Series Volts UL Max Amps CSA Max. Amps

S-8000 300Vac/dc 30 21
S-8100 300Vac/dc 20 13
S-8200 300Vac/dc 30 16
S-8300 300Vac/dc 30 25

Mounting Dimensions
No. of Inches Millimeters
Poles A B A B

1 – – – –
2 11/8" 5/8" 28.6 15.9
3 13/4" 11/4" 44.4 31.8
4 23/8" 17/8" 60.3 47.6
5 3" 21/2" 76.2 63.5
6 35/8" 31/8" 92.1 79.4
7 41/4" 33/4" 108.0 95.2
8 47/8" 43/8" 123.8 111.1
9 51/2" 5" 139.7 127.0
10 61/8" 55/8" 155.6 142.9
11 63/4" 61/4" 171.4 158.8
12 73/8" 67/8" 187.3 174.6

Multiple Pole

Dimensions - mm/in.

S-8000 Single-Pole Bolt-In Mounting Series

Dimensions - mm/in.

S-8000 Single-Pole Snap-In Mounting Series

Component Material
Clip Spring-Bronze, BrightTin-Plate
Body Thermoplastic
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Thisbulletinisintendedtopresentproductdesignsolutionsandtechnicalinformationthatwillhelptheenduserwithdesignapplications.CooperBussmannreservestheright, withoutnotice,
tochangedesignorconstructionofanyproductsandtodiscontinueorlimitdistributionofanyproducts.CooperBussmannalsoreservestherighttochangeorupdate, withoutnotice, any
technicalinformationcontainedinthisbulletin.Onceaproducthasbeenselected, itshouldbetestedbytheuserinallpossibleapplications.

LifeSupportPolicy: CooperBussmanndoesnotauthorizetheuseofanyofitsproductsforuseinlifesupportdevicesorsystemswithouttheexpresswrittenapprovalofanofficerofthe
Company. Lifesupportsystemsare deviceswhichsupportorsustainlife, andwhosefailuretoperform, whenproperlyusedinaccordancewithinstructionsforuseprovidedinthelabeling,
canbereasonablyexpectedtoresultinsignificantinjurytotheuser.

Packaging Code
Catalog Number Prefix Description

Blank Varieswithnumberofpoles.Contactcustomerservice.
BK/ Varieswithnumberofpoles.Contactcustomerservice.

Ordering

• Specifypackaging, product, and
optioncode

Bolt-in Mounting Example: 
BK/S-8102-6-R

BK/ S-8 1 02 6 - R
â â â â â â

1 2 3 4 5 7

Snap-in Mounting Example: 
BK/S-8001-1-SNP-R

BK/ S-8 0 01 - 1 - SNP - R
â â â â â â â

1 2 3 4 5 6 7

1.PackagingCode: BK/
2.SeriesNumber: S-8
3.TypeTerminal: 0=Solder

1 = 3/16" quickconnect
2 = 1/4" quickconnect
3 = Screw

4.TerminalAngle: 01=Straight(0°)
02=40° Angle
03=Side*

5.NumberofPoles: (1–12)
1X=Onepole, NoMountingStud

6.MountingStyle: SNP=Snap-inMounting*
7.RoHSCompliantVersion -R

*Availableonlyinsinglepole
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