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Miniature
10 Amps « 2PDT
To MIL-PRF-83536

SPECIFICATIONS
GENERAL Operate/Release Time: DC Caoil AC Coil
15 ms max 50 ms max
Contact Arrangement............................ 2PDT (2 Form C) Excluding bounce time at nominal coil voltage
Weight.......... 1.6 oz approx.

Designed to meet the requirements of MIL-PRF-83536

Contact Bounce Time...........ccccoeeeeiiiiiiiiiceeeeeeees 1 ms max
@ rated contact load, 28 VDC

PERFORMANCE Contact Voltage Drop:
Contact Rating (Note 1): Before Life ..oooeioeeeeiieeeeeeee 100 mv max @a;g grcgz
Resistive. ... 10 Amps @ 28 VDC or After Life oo 125 mv max @ 10 Amps
115/208V 400 Hz and 6 VDC
, (Case Grounded) ENVIRONMENTAL
Inductive........ccoooreii 8 Am1p1s @2 28VV4DC ar Temperature Range................ooooovvocoor.. 70°C to +125°C
5/208V 400 Hz Vibration (NOte 2)............ooovveeecrrmmere. 0.12" DA 10 - 70 Hz
2.5 Amps @ 115/208V 60 Hz 30 G's 70 - 3.000 Hz
(Case Grounded) Shock (Operating)(Note 2) ...........c.ccccevvnneee. 200 G's 6 ms
MOTOF ... 4 Amps @ 28 VDC or
115/208V 400 Hz ELECTRICAL CHARACTERISTICS
2 Amps @ 115/208V 60 Hz DUtY CYCIE ..o Continuous
(Case Grounded) Insulation Resistance .................c...ccc.co. 100 megohms
Lamp ... 2 Amps @ 28 VDC or @ 500V 25°C
115/208V 400 Hz Dielectric Strength:
1.5 AmpS @ 115/208V 60 Hz Sea Level:
(Case Grounded) CONtACt 10 CaSE v, 1,250 VRMS
Contact to COil .....eeueeeeeeea 1,250 VRMS
Life ... 100,000 operations minimum @ rated COoil t0 CaASE .., 1,000 VRMS
resistive load, 125°C Across Open Contacts .............cc..coceuen. 1,250 VRMS
80,000 Feet:
PulliIn Power..........cc.ccooeiiiiiiiiieieeee. 500 mw approx. Al POINES e 350 VRMS
MIL-PRF-83536/9 QUALIFIED to ER level M
Notes:

1. For other ratings consult the factory.

2. For applications requiring higher shock and
vibration, consult the factory.

3.  AC coil line frequency 50 to 400 Hz.
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BR246

COIL DATA:

MODEL BR246 PART NUMBER BR246-20()()-6V BR246-80()()-12V BR246-320()()-28V BR246-1000()()-48V BR246AC-()()-115V
(Note 3)
NOMINAL COIL VOLTAGE 6 VDC 12 VDC 28 VDC 48 VDC 115 VAC
MAXIMUM COIL VOLTAGE 8 VDC 15 VDC 29 VDC 59 VDC 122 VAC
PULL IN VOLTAGE (MAX @ +125°C) 4.5VDC 9VDC 18 VDC 36 VDC 90 VAC
DROP OUT VOLTAGE (MAX) 1.8 VDC 3.5VDC 5.1 VDC 11 VvDC 5-30 VAC
COIL RESISTANCE * 10% @ 25°C 20 OHMS 80 OHMS 320 OHMS 1000 OHMS I =0.04 AMPS
Relay Type
Nominal coil resistance
Terminal style
Mounting Type
r— Nominal coil voltage
BR246 - 320 C 2 - 28V
SCHEMATIC
TERMINAL VIEW TERMINAL STYLES
NUMBERS F%/ELsEFERENCE Code A & D Plug—in, gold plated 200 TYP. |« 33 Code B :Solder Hoaoks
- Code C & E Plug—in, tin plated i Furnished without
Furnished with polarizing pins | @0 © @ = polarizing pin
ﬁ /‘j Of-Jolcy 1
X20 - 1 T .027+.003
B B2 B3 L Code D & E
AC POLARIZING PIN
9.062 10
N * OO Cg MAX
Al A2 A3
X1® + L 1 270 @0@(@@ +.006
-300 UU U : Code A‘ :Nc . 070 11°-.010
I DC POLARIZING PI —
.062 +.001 DIA 062 H002 0 -050 .0624.002 DIA
CIRCUIT SILICONE GASKET (CODES A & D) - —-001 AC POLARIZING PIN 8 PLACES
MOUNTING CODES
Code 1 : Plcin can Code 2 : Sice Flanges Code 3 :Face Flanges
t 150
TR — %
MAX ¥ ** T
I B
¥
T T
| | B= .500 — DC
b 4 ébébébéb 550 — AC
=—— 1.718 MAX 1.396
—— 1.448 1.446
1.396
1.718
; | j@? 100 i MAX
T 525 SISISISY
o5 S ©EO o
A A O 1000 e R [
I ¥
A = 1.010 — Dt ' CONTRASTING CONTRASTING
1125 — AC 200 BEAD BEAD
GENERAL NOTES
» Unless otherwise specified, all tests made at nominal coil + Unless otherwise specified, tolerances on decimal

voltages, @ 25°C.

+ For special coil variations, switching configurations, .

terminals styles and mounting types, consult the factory.

dimensions are +.010".

Specifications contained herein are subject to change

without notice.
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