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Operating 
force 
(N)

Tactile 
feeling
(Δ%)

Operating 
life

Travel 
(mm)

MD 2,4 N ± 25% ≥ 15% ≥ 106 0.95 mm ± 0.35

MDP 2,6 N ± 25% ≥ 25% ≥ 2x105 0.4 mm ± 0.25

M D S S G L F S

Lead Free Compatible

LFS Lead Free Silver

B T N M D P 0 0

Color

00 White

10 Dark grey

20 Light grey

30 Yellow

40 Red

50 Green

60 Blue

80 Ivory

90 Black

Button

MDP Series 

only

Part Number Description
For any part number different from those listed below, please consult your local representative

Designation

MD    Soft Actuator

MDP Hard Actuator

Electrical

Maximum power:

Maximum voltage:

Minimum voltage:

Min/max current:

Dielectric strength:

Contact resistance:

Insulation resistance:

(between terminals)

Bounce time:

Silver

1,0 VA

100 Vdc

20 mVdc

1.0 mA – 100 mA

≥  250 Vrms

≤ 100 mΩ

Gold

0,2 VA

100 Vdc

20 mVdc

50 µA – 50 mA

Environmental

Operating temperature

Initial measurement: ≥ 1 GΩ
After damp heat : ≥ 10 MΩ
≤ 3ms

Silver

- 25°C / + 70°C

Gold

- 55°C / + 85°C

Dimensions shown in mm (inch)

Specifications and dimensions subject to change
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Dimensions shown in mm (inch)

Specifications and dimensions subject to change
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