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Laser/Inkjet

   Labels



Panduit is a global leader in reliable 

and innovative solutions for identification 

and safety. Products are engineered for a 

wide variety of industrial applications – 

including electrical, electronics, industrial, 

and network. Panduit offers a complete 

leading-edge line of labeling software 

and high-performance label materials 

(all RoHS compliant) that provide enhanced 

productivity, dependability, and value to all 

infrastructure labeling requirements.
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Order number of labels required in multiples of Standard Package Quantity.

Turn-Tell® Labels 
• Labelsrotateandslidealongcablesafterinstallationforvisibility
 from any angle, and allow repositioning on the wire/cable to align  
 legends for improved aesthetics

• Idealforuseinhigh-densityorspace-constrained
 cable applications

• Eliminatetheneedtodisconnectwireorreplacelabelintheevent
 of re-termination 

• Temperaturerange:-0°Fto275°F(-18°Cto135°C)

Part Number

Print-On 

Area Color

Width Length
Print-On 

Area Height
Min. 

Cable O.D.
Max. Cable 

O.D.

Wire/Cable Size Range

Labels   
Per   
Row

Labels   
Per   

Sheet

Labels   
Per  
Pkg.In. mm In. mm In. mm In. mm In. mm

R050X075X1J White 0.50 12.7 0.75 19.1 0.25 6.4 0.12 3.05 0.16 4.1 18 – 14 AWG 12 84 5000

R050X125X1J White 0.50 12.7 1.25 31.8 0.38 9.7 0.16 4.1 0.22 5.6 Cat. 3 UTP/12 – 10 AWG 12 60 5000

R050X150X1J White 0.50 12.5 1.50 38.1 0.50 12.7 0.22 5.6 0.28 7.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/CAT. 5e FTP/10 – 6 AWG

12 48 2500

R100X075X1J White 1.00 25.4 0.75 19.1 0.25 6.4 0.12 3.05 0.16 4.1 18 – 14 AWG 6 42 2500

R100X125X1J White 1.00 25.4 1.25 31.8 0.38 9.7 0.16 4.1 0.22 5.6 Cat. 3 UTP/12 – 10 AWG 6 30 2500

R100X150X1J White 1.00 25.4 1.50 38.1 0.50 12.7 0.22 5.6 0.28 7.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

6 24 1000

R100X225X1J White 1.00 25.4 2.25 57.2 0.75 19.1 0.28 7.1 0.39 9.9 Cat. 6 FTP/Cat. 6A UTP/ Cat. 6A 

FTP/8 – 4 AWG

6 18 1000

R100X400X1J White 1.00 25.4 4.00 101.6 1.00 25.4 0.39 9.9 0.95 24.1 2 – 1 AWG 6 12 1000

R150X150X1J White 1.50 38.1 1.50 38.1 0.50 12.7 0.22 5.6 0.28 7.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/CAT. 5e FTP/10 – 6 AWG

4 16 1000

R200X150X1J White 2.00 50.8 1.50 38.1 0.50 12.7 0.22 5.6 0.28 7.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

3 12 1000

R200X225X1J White 2.00 50.8 2.25 57.2 0.75 19.1 0.28 7.1 0.39 9.9 Cat. 6 FTP/Cat. 6A UTP/ Cat. 6A 

FTP/8 – 4 AWG

3 9 500

R200X400X1J White 2.00 50.8 4.00 101.6 1.00 25.4 0.39 9.9 0.95 24.1 2 – 1 AWG 3 6 500
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Table continues on next page

Self-Laminating Polyester Labels
• Includeacoloredprint-onareaandclearover-laminatetoprotect
 the legend for clear and durable identification

• Labelsaresizedspecificallyforwireandcableapplications

• Providedurability;high-temperatureresistance,anddimensional
 stability;donotstretchoreasilytear;preferredmaterialfor
 wire/cable labeling

•TemperatureRange:0°Fto275°F(-18°Cto135°C)
• ForYAJpartsonly:ULrecognized,UL969,File#MH14979

Part Number

Print-On 

Area Color

Width Length
Print-On Area

Height
Min. 

Cable O.D.
Max. Cable 

O.D.

Wire/Cable Size Range

Labels   
Per   
Row

Labels   
Per

Sheet

Labels   
Per  
Pkg.In. mm In. mm In. mm In. mm In. mm

S050X075YAJ White 0.50 12.7 0.75 19.1 0.25 6.4 0.08 2.0 0.16 4.0 18 – 14 AWG 13 169 5000

S050X125YAJ White 0.50 12.7 1.25 31.8 0.38 9.7 0.12 3.1 0.28 7.0 Cat. 3 UTP/12 – 10 AWG 13 104 5000

S050X150YAJ White 0.50 12.7 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

13 78 5000

S075X075YAJ White 0.75 19.1 0.75 19.1 0.25 6.4 0.08 2.0 0.16 4.0 18 – 14 AWG 9 117 2500

S075X125YAJ White 0.75 19.1 1.25 31.8 0.38 9.7 0.12 3.1 0.28 7.0 Cat. 3 UTP/12 – 10 AWG 9 72 2500

S075X150YAJ White 0.75 19.1 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

9 54 2500

S100X075YAJ White 1.00 25.4 0.75 19.1 0.25 6.4 0.08 2.0 0.16 4.0 18 – 14 AWG 7 91 2500

S100X125YAJ White 1.00 25.4 1.25 31.8 0.38 9.7 0.12 3.1 0.28 7.0 Cat. 3 UTP/12 –10 AWG 7 56 2500

S100X150YAJ White 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP /Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YBJ Blue 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YCJ Brown 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YDJ Green 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YEJ Gray 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YFJ Orange 1.00 25.7 1.50 31.8 0.50 12.7 0.16 4.0 0.28 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YGJ Purple 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YHJ Red 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X150YIJ Yellow 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

Order number of labels required in multiples of Standard Package Quantity.
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Self-Laminating Polyvinylidene Fluoride (PVDF) Labels
• Self-extinguishingmaterial
• RecommendedalternativetoTedlar*

• Labelsaresizedspecificallyforwireandcableapplications
• Temperaturerange:-65°Fto275°F(-53.9°Cto135°C)
• ULrecognized,UL969,File#MH14979
• cULrecognized,C22.2No.0.15-01,File#MH14979

Part Number

Print-On 

Area Color

Width Length
Print-On 

Area Height
Min. 

Cable O.D.
Max. Cable 

O.D.

Wire/Cable Size Range

Labels   
Per   
Row

Labels   
Per   

Sheet

Labels   
Per  
Pkg.In. mm In. mm In. mm In. mm In. mm

S100X150T1J White 1.00 25.4 1.50 38.1 0.50 12.7 0.16 4.0 0.28 7.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

7 42 2500

S100X225T1J White 1.00 25.4 2.25 57.2 0.75 19.1 0.28 7.1 0.39 9.9 Cat. 6 FTP/Cat. 6A UTP/ Cat. 6A 

FTP/8 – 4 AWG

8 28 1000

Order number of labels required in multiples of Standard Package Quantity.

*TedlarisaregisteredtrademarkofE.I.duPontdeNemoursandCompany.

Self-Laminating Polyester Labels (continued)

Part Number

Print-On 

Area Color

Width Length
Print-On Area

Height
Min. 

Cable O.D.
Max. Cable 

O.D.

Wire/Cable Size Range

Labels   
Per   
Row

Labels   
Per   
Row

Labels   
Per  
Pkg.In. mm In. mm In. mm In. mm In. mm

S100X225YAJ White 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YBJ Blue 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YCJ Brown 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YDJ Green 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YEJ Gray 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YFJ Orange 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YGJ Purple 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UTP/Cat. 6A 

FTP / 8 – 4 AWG

8 32 1000

S100X225YHJ Red 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1  Cat. 6 FTP/Cat. 6A UPT/Cat. 6A 

FTP/8 – 4 AWG

8 32 1000

S100X225YIJ Yellow 1.00 25.4 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 8 32 1000

S100X400YAJ White 1.00 25.4 4.00 101.6 1.00 25.4 0.32 8.1 0.95 24.3 2 – 1 AWG 7 14 1000

S100X650YAJ White 1.00 25.4 6.50 165.1 1.50 38.1 0.48 12.1 1.59 40.4 1/0 – 350 MCM 7 7 1000

S150X400YAJ White 1.50 38.1 4.00 101.6 1.00 25.4 0.32 8.1 0.95 24.3 2 – 1 AWG 5 14 1000

S150X400YIJ Yellow 1.50 38.1 4.00 101.6 1.00 25.4 0.32 8.1 0.95 24.3 2 – 1 AWG 5 14 1000

S200X150YAJ White 2.00 50.8 1.50 38.1 0.50 12.7 0.16 4.0 0.32 8.1 Cat. 5e UTP/Cat. 6 UTP/Cat. 6A 

UTP/Cat. 5e FTP/10 – 6 AWG

4 24 1000

S200X225YAJ White 2.00 50.8 2.25 57.2 0.75 19.1 0.24 6.1 0.48 12.1 Cat. 6 FTP/Cat. 6A UPT/Cat. 6A 

FTP/8 – 4 AWG

4 16 1000

S200X400YAJ White 2.00 50.8 4.00 101.6 1.00 25.4 0.32 8.1 0.95 24.3 2 – 1 AWG 4 8 1000

S200X650YAJ White 2.00 50.8 6.50 165.1 1.50 38.1 0.48 12.1 1.59 40.4 1/0 – 350 MCM 4 4 500

Order number of labels required in multiples of Standard Package Quantity.
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Order number of labels required in multiples of Standard Package Quantity.

Non-Laminated Polyolefin Labels
• Useaswrap-aroundlabelorflag-stylemarkerfor
 wire/cable labeling

• Conformablematerialforgeneralidentification

• Temperaturerange:-40°Fto180°F(-40°Cto82°C)

Part Number Color

Width Length
Min. 

Cable O.D.
Max. Cable 

O.D.

Wire/Cable Size Range
Labels   

Per Row

Labels   
Per   

Sheet

Labels   
Per  
Pkg.In. mm In. mm In. mm In. mm

N025X075FJJ White 0.25 6.4 0.75 19.1 0.12 3.1 0.16 4.1 12 – 10 AWG 25 275 10000

N025X125FJJ White 0.25 6.4 1.25 31.8 0.20 5.1 0.32 8.1 10 – 6 AWG 25 175 10000

N025X150FJJ White 0.25 6.4 1.50 38.1 0.24 6.1 0.40 10.2 8 – 2 AWG 67 150 10000

N050X075FJJ White 0.50 12.7 0.75 19.1 0.12 3.1 0.16 4.1 12 – 10 AWG 14 154 10000

N050X125FJJ White 0.50 12.7 1.25 31.8 0.20 5.1 0.32 8.1 10 – 6 AWG 14 98 10000

N050X150FJJ White 0.50 12.7 1.50 38.1 0.24 6.1 0.40 10.2 8 – 2 AWG 14 84 5000

N100X075FJJ White 1.00 25.4 0.75 19.1 0.12 3.1 0.16 4.1 12 – 10 AWG 7 77 5000

N100X125FJJ White 1.00 25.4 1.25 31.8 0.20 4.1 0.32 8.1 10 – 6 AWG 7 49 5000

N100X150FJJ White 1.00 25.4 1.50 38.1 0.24 6.1 0.40 10.2 8 – 2 AWG 7 42 2500

LabelCore™ Fiber Optic Cable Identification System
• Providesalargerlabelingsurfaceonsmallfibercablesandallows
 legends to be clearly seen

• SleeveismadeofflexiblePVCmaterial
• Locatesleeveonstraightsectionofcableatleast2inchesfrom  
 fiber boot   

Part Number

 

Color Part Description

Std.
Pkg.
Qty.

NWSLC-2Y Yellow Yellowcableidentificationsleevefor2mmsimplexfibercable,1inchlong,100perpack,usewithlabels:S100X160YAJor
S100X150YAJ(Laser/Inkjet);S100X160VACorS100X150VAC(LS8EHand-heldPrinter);S100X150VA1YorS100X150VATY
(Thermal Transfer Printer).

100

NWSLC-2Y-AQ Aqua Aquacableidentificationsleevefor2mmsimplexcable,1inchlong,100perpack,usewithlabels:
S100X160YAJorS100X150YAJ(Laser/Inkjet);S100X160VACorS100X150VAC(LS8EHand-heldPrinter);
S100X150VA1YorS100X150VATY(ThermalTransferPrinter).

100

NWSLC-3Y Orange Orangecableidentificationsleevefor3mmsimplexcable,1inchlong,100perpack,usewithlabels:
S100X160YAJorS100X150YAJ(Laser/Inkjet);S100X160VACorS100X150VAC(LS8EHand-heldPrinter);
S100X150VA1YorS100X150VATY(ThermalTransferPrinter).

100

NWSLC-7Y White Whitecableidentificationsleevefor3mmduplexfibercable,1inchlong,100perpack,usewithlabels:S100X225YAJ
(Laser/Inkjet);S100X225VAC(LS8EHand-heldPrinter);S100X225VATYorS200X225VATY(ThermalTransferPrinter).

100

NWSLC2-2Y Yellow Yellowcableidentificationsleevefor2mmsimplexcable,2incheslong,100perpack,usewithlabels:S200X150YAJ
(Laser/Inkjet)orS200X150VATY(ThermalTransferPrinter).

100

NWSLC2-2Y-AQ Aqua Aquacableidentificationsleevefor2mmsimplexcable,2incheslong,100perpack,usewithlabels:S200X150YAJ
(Laser/Inkjet)orS200X150VATY(ThermalTransferPrinter).

100

NWSLC2-3Y Orange Orangecableidentificationsleevefor3mmsimplexcable,2incheslong,100perpack,usewithlabels:S200X150YAJ
(Laser/Inkjet)orS200X150VATY(ThermalTransferPrinter).

100

NWSLC2-7Y White Whitecableidentificationsleevefor3mmduplexfibercable,2incheslong,100perpack,usewithlabels:S200X225YAJ
(Laser/Inkjet)S200X225VATY(ThermalTransferPrinter).

100

Order number of sleeves by Standard Package Quantity.
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Polyester Component Labels
• Usedtoidentifypatchpanels,faceplates,punch-downblocks,and
 other network systems hardware

• Usedtoidentifyelectricalandelectroniccomponentsanddevices

• Temperaturerange:-40°Fto311°F(-40°Cto154°C)
• ULrecognized,UL969,File#MH14979
• cULrecognized,C22.2No.0.15-01,File#MH14979

Part Number Color

Width Height
Labels   

Per Row
Labels 

Per Sheet
Labels 

Per Pkg.In. mm In. mm

C038X038YJJ White 0.38 9.7 0.38 9.7 16 352 10000

C038X038YLJ Yellow 0.38 9.7 0.38 9.7 16 352 10000

C050X044YJJ White 0.50 12.7 0.44 11.2 13 247 10000

C060X020YJJ White 0.60 15.2 0.20 5.1 11 385 10000

C075X025YJJ White 0.75 19.1 0.25 6.4 9 270 10000

C075X025YLJ Yellow 0.75 19.1 0.25 6.4 9 270 10000

C075X050YJJ White 0.75 19.1 0.50 12.7 9 153 10000

C080X020YJJ White 0.80 20.3 0.20 5.1 8 280 10000

C100X025YJJ White 1.00 25.4 0.25 6.4 7 210 10000

C100X038YJJ White 1.00 25.4 0.38 9.7 7 140 5000

C100X050YJJ White 1.00 25.4 0.50 12.7 7 119 10000

C100X050YLJ Yellow 1.00 25.4 0.50 12.7 7 119 5000

C100X075YJJ White 1.00 25.4 0.75 19.1 7 84 5000

C100X150YJJ White 1.00 25.4 1.50 38.1 7 42 2500

C150X050YJJ White 1.50 38.1 0.50 12.7 5 80 2500

C150X050YLJ Yellow 1.50 38.1 0.50 12.7 5 80 2500

C150X075YJJ White 1.50 38.1 0.75 19.1 5 60 2500

C160X020YJJ White 1.60 40.6 0.20 5.1 4 140 5000

C200X050YJJ White 2.00 50.8 0.50 12.7 4 64 1000

C200X100YJJ White 2.00 50.8 1.00 25.4 4 28 1000

C200X100YLJ Yellow 2.00 50.8 1.00 25.4 4 28 1000

C200X125YJJ White 2.00 50.8 1.25 31.8 4 28 1000

C275X125YJJ White 2.75 69.9 1.25 31.8 6 18 1000

C300X038YJJ White 3.00 76.2 0.38 9.7 2 40 1000

C300X100YJJ White 3.00 76.2 1.00 25.4 2 18 1000

C350X100YJJ White 3.50 88.9 1.00 25.4 2 20 1000

C400X100YJJ White 4.00 101.6 1.00 25.4 2 20 1000

C400X200YJJ White 4.00 101.6 2.00 50.8 2 10 1000

C400X400YJJ White 4.00 101.6 4.00 101.6 2 4 1000

C788X050YJJ White 7.88 200.2 0.50 12.7 1 16 400

C850X1100YJJ White 8.50 215.9 11.00 279.4 1 1 25

C850X1100YLJ Yellow 8.50 215.9 11.00 279.4 1 1 25

Order number of labels required in multiples of Standard Package Quantity.
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Silver Polyester Component Labels – FOR LASER PRINTERS ONLY
• Usedtoidentifypatchpanels,faceplates,punch-downblocks,and
 other network systems hardware

• Usedtoidentifyelectricalandelectroniccomponentsanddevices

• Temperaturerange:-0°Fto275°F(-18°Cto135°C)
• ULrecognized,UL969,File#MH14979
• cULrecognized,C22.2No.0.15-01,File#MH14979

Part Number Color

Width Height
Labels   

Per Row
Labels 

Per Sheet
Labels 

Per Pkg.In. mm In. mm

C075X025YML Silver 0.75 19.1 0.25 6.4 9 270 10000

C100X050YML Silver 1.00 25.4 0.50 12.7 7 119 10000

C150X050YML Silver 1.50 38.1 0.50 12.7 5 85 10000

C275X125YML Silver 2.75 69.9 1.25 31.8 6 18 1000

Order number of labels required in multiples of Standard Package Quantity.

Part Number Color

Width Height
Labels   

Per Row
Labels 

Per Sheet
Labels 

Per Pkg.In. mm In. mm

C075X025AAL Silver 0.75 19.1 0.25 6.35 9 270 10000

C100X050AAL Silver 1.00 25.4 0.50 12.7 7 119 10000

C200X100AAL Silver 2.00 50.8 1.00 25.4 6 28 1000

C275X125AAL Silver 2.75 69.9 1.25 31.8 6 18 1000

C850X1100AAL Silver 8.50 215.9 11.00 279.4 1 1 25

Order number of labels required in multiples of Standard Package Quantity.

Tamper-Evident Polyester Component Labels – FOR LASER PRINTERS ONLY
• Allowyoutoseeiftherehasbeenlabeltampering
• Leavecheckerboardofsilvermaterialwhenlabelisremoved

• Temperaturerange:-40°Fto302°F(-40°Cto150°C)
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Non-Adhesive Polyester Network Labels
• Usedtoidentifypatchpanels,faceplates,punchdownblocksand
 other systems hardware

• Die-cutlabelsdesignedtoprovidemaximumaestheticquality
 and appearance

• Temperaturerange:-10°Fto150°F(-23°Cto65°C)

Part Number Color

Width Height

Application
Labels   

Per Row
Labels 

Per Sheet
Labels Per 

Pkg.In. mm In. mm

C150X030Y1J White 1.50 38.1 0.30 7.6 3-port identifier 4 112 1000

C195X040Y1J White 1.95 49.5 0.40 10.2 Single-gang faceplate 3 60 1000

C261X035Y1J White 2.61 66.3 0.35 8.9 4-port identifier 2 48 1000

C282X030Y1J White 2.82 71.6 0.30 7.6 4-port identifier 2 52 1000

C288X040Y1J White 2.88 73.2 0.40 10.2 Double-gang faceplate 2 40 1000

C390X030Y1J White 3.90 99.1 0.30 7.6 6-port identifier 2 48 1000

C750X050Y1J White 7.50 190.5 0.50 12.7 110 block 1 16 500

C788X050Y1J White 7.88 200.2 0.50 12.7 GP6™ System 1 16 500

Order number of labels required in multiples of Standard Package Quantity.

Part Number Color

Width Height
Type of 

Application
Labels   

Per Row
Labels 

Per Sheet
Labels 

Per Pkg.In. mm In. mm

C061X030FJJ White 0.61 15.5 0.30 7.6 1-port identifier 13 325 5000

C125X030FJJ White 1.25 31.8 0.30 7.6 2-port identifier 6 150 2500

C138X019FJJ White 1.38 35.1 0.19 4.8 Module identifier 5 170 2500

C188X030FJJ White 1.88 47.8 0.30 7.6 3-port identifier 4 100 1000

C200X100FJJ White 2.00 50.8 1.00 25.4
General identifier

4 36 1000

C225X450FJJ White 2.25 57.2 4.50 114.3 3 6 150

C252X030FJJ White 2.52 64.0 0.30 7.6

4-port identifier

3 75 1000

C252X030FRJ Blue 2.52 64.0 0.30 7.6 3 75 1000

C252X030FTJ Green 2.52 64.0 0.30 7.6 3 75 1000

C261X030FJJ White 2.61 66.3 0.30 7.6 3 75 1000

C315X030FJJ White 3.15 80.0 0.30 7.6 5-port identifier 2 50 1000

C350X500FJJ White 3.50 88.9 5.00 127.0 General identifier 2 4 100

C379X030FJJ White 3.79 96.3 0.30 7.6 6-port identifier 2 50 1000

C500X700FJJ White 5.00 127.0 7.00 177.8
General identifier

1 2 50

C700X250FJJ White 7.00 177.8 2.50 63.5 1 4 100

Order number of labels required in multiples of Standard Package Quantity.

Polyolefin Network Labels 
• Usedtoidentifypatchpanels,faceplates,punchdownblocks,and
 other systems hardware

• Usedtoidentifyelectricalandelectroniccomponentsanddevices
• Temperaturerange:-40°Fto180°F(-40°Cto82°C)



Contact Technical Support at 866.871.4571 11

Part Number Description

Std 
Pkg 
Qty.

Std 
Pkg 
Qty.

PROG-EMCD3 Easy-Mark™ Labeling Software, CD-ROM. 1 10

PROG-EM2GO Easy-Mark™ Portable Application, USB Flash Drive. 1 10

^Windows is a registered trademark of Microsoft Corp. in the United States and/or other countries.

Easy-Mark™ Labeling Software
• QuicklyandeasilygeneratelabelswithEasy-Mark™

 Labeling Software

•Market-specificlabelingapplicationtoolsassistincreationof
 identification solutions for data centers, network applications, panel  
 shops, and construction and maintenance applications

•Easy-Mark™ saves time and money (up to 75%) with features such  

 as WYSIWYG user interface, data import, symbol import, and 
 pre-loaded formats

•UpgradesareavailableonthePanduitwebsiteunderSupport/
 Software, Firmware and Printers/Easy-Mark™ Labeling Software

•SitelicenseavailableforuptofiveadditionalinstallsperEasy-Mark™ 
 CD. Please contact Customer Service or your Panduit Distributor
 for additional information

System Requirements:
•64MBharddrivespaceand64MBRAM
 (256 MB RAM recommended)

•Windows^2000,XP,Vista,7,or8 
•Mouseorcompatiblepointingdevice
•Microsoft.NETFramework2.0orhigher
•CD-ROMDriveorUSBPort

Part Number Description

Std. 
Pkg.
Qty.

Std. 
Ctn.
Qty.

PROG-CCCD CAD-Connect™ Labeling Software, including Easy-Mark™ Labeling Software, CD-ROM. 1 10

*AutoCADisaregisteredtrademarkofAutodesk,Inc.
^Visio,Windows,andExcelareregisteredtrademarksofMicrosoftCorp.intheUnitedStatesand/orothercountries.

CAD-Connect™ Labeling Software
•FacilitatesquickandeasyorganizationofidentifiersfromCAD
 for printing within Easy-Mark™ Labeling Software

•EasilycaptureandorganizeCADdataforfutureuse
 and documentation

•Savestimeandreduceserrorsbyutilizingidentifierspreviously
 created in CAD files to eliminate manual entry of data into
 labeling software

•CompatiblewithfullversionsofAutoCAD*2002ornewerand
 Visio^ version 2002 or newer

•ExportstoalternativeformatssuchasExcel^(XLS)orText(CSV)
 files for future use and documentation

• UpgradesareavailableonthePanduitwebsiteunder
 Support/Software, Firmware and Printers/CAD-Connect
 Labeling Software

System Requirements:
•64MBharddrivespaceand64MBRAM
 (256 MB RAM recommended)

•Windows^2000,XP,Vista,7,or8 
•Mouseorcompatiblepointingdevice
•Microsoft.NETFramework2.0orhigher
•CD-ROMDrive

Foradditionalinformationorquestionspleasecall:
Customer Service – 800-777-3300
Technical Support for USA & Canada – 866-871-4571
Latin America – +52-33-3777-6000
Brazil–5511-3613-2353
Europe – +31-0-546-580-452
Asia Pacific Region – 65-6379-6700
Japan – 81-3-6863-6060
Australia – 61-3-9794-9020



Real-World Solutions
With a proven reputation for excellence and innovation, Panduit and our partners  

work with you to overcome challenges and implement real-world solutions that  

create a competitive business advantage. Panduit offers the broadest range of 

solutions, from data centers and intelligent buildings to manufacturing operations,  

to help you build a smarter, unified business foundation.

Technology Leadership
Panduit develops innovative physical infrastructure solutions that meet the  

rapidly changing needs of our clients, from hardware and software to advisory  

services. This commitment is supported by investment in advanced research,  

solutions-focused product development, world-class manufacturing, and  

collaboration with customers at the forefront of technology.

Partner Ecosystem
Our best-in-class partner ecosystem offers a comprehensive portfolio of services 

that span the project lifecycle, from planning and design to delivery, deployment,  

maintenance, and operation. Panduit business partners – distributors, and certified  

architects, consultants, engineers, designers, system integrators, and contractors –  

are qualified to help you achieve your objectives and realize predictable and  

measurable results.

Strategic Alliances
Panduit cultivates long-term strategic alliances with industry leaders, including  

Cisco Systems, EMC, IBM, and Rockwell Automation, to develop, optimize, and 

validate solutions for our customers. This investment in people and resources  

helps solve our customers’ greatest business challenges.

Global Business Commitment
Panduit is committed to delivering a consistently high level of quality and service 

the world over. With a presence in more than 100 countries, local Panduit sales  

representatives and technical specialists offer guidance and support that bring  

value to your business. Our global supply chain, which includes manufacturing,  

customer service, logistics, and distribution partners, provides prompt response  

to your inquiries and streamlines delivery to any worldwide destination.

Sustainability
With a commitment to environmental sustainability, Panduit develops and 

implements solutions that protect, replenish, and restore the world in which  

we live. This commitment is demonstrated by Panduit’s LEED Gold certified  

World Headquarters, leveraging the Unified Physical InfrastructureSM approach  

to enable convergence of critical building systems to drive energy efficiency  

and ongoing operational improvement.
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Transform Your 

Physical Infrastructure

Call or visit us online,

we can show you how. 

Panduit Corp.

World Headquarters

Tinley Park, IL 60487

cs@panduit.com

US and Canada: 800.777.3300

Europe, Middle East, and Africa: 

44.20.8601.7200

Latin America: 52.33.3777.6000

Asia Pacific: 65.6305.7575

www.panduit.com


	Contact us

