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Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution
of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business
relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components
to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business
mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,
and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service
and solution. Let us make a better world for our industry!
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IPANDUIT® ELECTRICAL SOLUTIONS

A
System
Overview =
Joint Compounds
. For Use with Aluminum Connectors
Cable Ties Type CMP
* Oxide inhibitor for compression conductor connections lowers * Wide operating temperature range; can be used in a wide range
B electrical resistance of compression joint while sealing out air of electrical and environmental conditions
Cable and moisture to prevent the formation of surface oxides « Packaged in convenient dispenser bottles
Accessories
B3.
Stainless 1
Steel Ties Std.
Pkg.
Part Number Part Description Qty.
Cl CMP-100-1 Contact aid for pad-to-pad or thread-to-thread aluminum connections, 8 oz. Operating 1
Wiring temperature range -60°F (-51°C) to 400°F (204°C).
Duct
CMP-200-1 Contact aid for cable connections with compression connections made on aluminum 1
conductor, 8 oz. Operating temperature range -40°F (-40°C) to 400°F (204°C).
Q. Compatible with all insulating materials.
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