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NOTES, UNLESS OTHERWISE SPECIFIED: 

 18 Volt Batteries are for Crimp and Multi Use Tools.  Go to www.panduit.com for more 
information. 

 
Size Chart: 
Consult table below to select appropriate battery for desired tool and region. 

Panduit P/N Amp Hour Region Compatible with Panduit Tool 
CT-LIBCMK2AH 2 Ah North America CT-2600, CT-3001/ST, CT-3001/CCP, 

and CT-3980 Series Tools 
CT-LIBCMK3AH 3 Ah North America CT-2600, CT-2920/CCP, CT-2931, 

CT-2940, CT-3001/ST, CT-3001/CCP, 
CT-3980 Series Tools 

CT-LIBCMK3AHAUS 3 Ah Australia CT-2600, CT-2920/CCP, CT-2931, 
CT-2940, CT-3001/ST, CT-3001/CCP, 
CT-3980 Series Tools 

CT-LIBCMK3AHINT 3 Ah Europe CT-2600, CT-2920/CCP, CT-2931, 
CT-2940, CT-3001/ST, CT-3001/CCP, 
CT-3980 Series Tools 

CT-LIBCMK3AHUK 3 Ah UK CT-2600, CT-2920/CCP, CT-2931, 
CT-2940, CT-3001/ST, CT-3001/CCP, 
CT-3980 Series Tools 

 
Technical Information: 
Batteries Packaged in 4 ½” x 4 ½” x 4 ½” box. 
Batteries weight approx. 1.5 lbs. 
For use with Panduit 18 Volt Chargers.  

18 Volt Batteries for Crimp 
and Multi-Use Tools 
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