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Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution
of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business
relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components
to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business
mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,
and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service
and solution. Let us make a better world for our industry!

Contact us

Tel: +86-755-8981 8866 Fax: +86-755-8427 6832
Email & Skype: info@chipsmall.com Web: www.chipsmall.com
Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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SPECIFICATIONS:
1. CONDUCTOR.:
1.1 CONDUCTQRS: 2AWG 7019+ 0.015mm
1.2 CONDUCTOR INSULATION COLOR CODING: ONE WHITE/ORANGE,ONE ORANGE,ONE WHITE/GREEN, OKE
GREEN, ONE BLUE,ONE WHITE/BLUE,ONE WHITE/BROWN,ONE BROWN.
2. CABLE JACKET _ _
2.1  PRINTING ON THE JACKET: CM (UL) C(UL) 4P 4AWG UTP CAT.SE PATCH CABLE DK-1511-XXX/XX
ISOMEC 11801 & EN 50288 & ANSI/TIA-568-C.2 Color'
3. CABLE ASSEMBLY :
3.1 SEE SECTION A-A FOR DIMENSIONS ;
3.2 CABLE TIE: WHITE TIE BL(black),WH(white),B(blue),G(grey)
3.3 WIRING T568B COLOR
3.4 CONTACT PLUG;: RJ45 8PBC 3u pe UL 94v-2 . [
4. CABLE JACKET COLOR: ACCORDING TO CUSTOMER'S REQUEST Length (In feet)
5. Dielectric strength: 2.5KV dc-2seconds 1 ,3,5,7,1 0,1 5,20,25,50,1 00
6. Working temperatures: -20~60° ¢
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