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DM-300Series
DigitalMultimeters

DM-350
TRMSDigitalMultimeter



PRODUCTFEATURES
 • TrueRMSfornocompromiseaccuracywhenharmonicsarepresent.
 • LargeLCDdisplayforeasyviewing.
 • AC/DCvoltage,AC/DCamperagemeasurement.
 • Non-contactvoltagedetectionforidentifyinglivelineswithout
  contactingconductors.
 • Easyviewing,backlitdisplay.
 • AutoOffforlongerbatterylife.
 • Lowbatteryindicator.
 • Resistancemeasurement.
 • Audiblecontinuityanddiodetests.
 • Frequencymeasurement.
 • Capacitancemeasurement.
 • Dataholdtocapturemeasurement.
 • 6000-countLCDforhighresolution.
 • Min/Maxfeatureforaddedversatility.
 • Audibleinputalertwarnsuserifleadsareinincorrectposition.
 • LifetimeLimitedWarranty.

CONTENTS/ACCESSORIES
 • (1)9VBattery
 • TestLeads
 •CarryingCase

SPECIFICATIONS
 • Voltagemeasurement:600.0mV;6.000,60.00,600.0,1000V
 • Amperagemeasurement:600.0,2000μA;6.000,10.00A
 • Frequencymeasurement:40Hzminimum,100Hzto60kHzmaximum,dependingonfunctionandrange
 • Resistancemeasurement:600.0Ω;6.000,60.00,600.0kΩ;6.000,60.00MΩ
 • Capacitance:600.0nF;6.000,60.00,600.0,2000μF
 • Display:6000-countLCD
 • MeasurementCategory:CATIV,600V;CATIII,1000V

LargeLCDDisplay
foreasyviewing

Non-ContactVoltageDetection
withthepushofabutton

SelectableBacklighting
forpoorlylitworkenvironments

LowCurrentRange
forHVACapplications

ErgonomicallyDesigned
offsetselectiondial

Non-SlipGrip
addstothedurability

CategoryIVSafetyRating
meansthistoolcanbeusedinawide
rangeofelectricalenviroments

DM-300Series
QuickReferenceGuide
¸ACatalogNumber DM-300 DM-310 DM-330 DM-350
LCDCount 6,000 6,000 6,000 6,000

ACV/DCV(6.000V~1000V) ¸ ¸ ¸ ¸

OHM(600.0~60.00Mohm) ¸ ¸ ¸ ¸

Continuity ¸ ¸ ¸ ¸

Diode ¸ ¸ ¸ ¸

MAX/MIN ¸ ¸ ¸ ¸

HOLD ¸ ¸ ¸ ¸

EF(NCV) ¸ ¸ ¸ ¸

Hz(5.000~100kHz) V V,A V,A V,A,µA

MeasurementCategory CATIII1000V CATIII1000V CATIII1000V CATIII1000V

 CATIV600V CATIV600V CATIV600V CATIV600V

TRMS/AVG TRMS AVG TRMS TRMS

InputWarning — ¸ ¸ ¸

Capacitance(60.00nF~3200nF) — ¸ ¸ ¸

AC/DCA(6.000~10.00A) — ¸ ¸ ¸

AC/DCuA(600.0~6000uA) — — — ¸

Backlight — — — ¸

OrderingInformation
 CAT.NO. UPCNO. DESCRIPTION QTY
 DM-300 11868 DMM,1000VRMS 1
 DM-310 11869 DMM,1000V10AAVG 1
 DM-330 11870 DMM,1000V10ARMS 1
 DM-350 11871 DMM,1000V10ARMSBL 1
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DM-300Series
DigitalMultimeters...
Improvingtestingonemeteratatime
Greenlee’sintroductionoftheDM-300Seriesdigitalmultimetersgivestheelectricianfourmorereasonstoown
aGreenleetestinstrumentandisanextensionofthealreadybroadfamilyofGreenleemultimeters.TheDM-300
SeriesisintendedtoprovidetheelectricianwithaffordablypricedautorangingTrueRMSandaverage-responding
digitalmultimeters.


TheDM-300Seriescanbeusedinavarietyofapplications,
suchasmeasuringACandDCvoltage,checkingdiodes,and
verifyingcontinuity.Allfourmetershavenon-contactandsingle
probevoltagedetection.TheDM-310,DM-330andDM-350
multimetershavethefollowingadditionalmeasurement
capabilities:ACandDCcurrent,capacitanceandinputerror
warning.Theinputerrorwarningalertstheuserwithabeepand
errormessageontheLCDifthetestleadispluggedintotheamp
inputterminalwhiletheselectorswitchisnotintheampposition.
Beyondthesefeatures,theDM-350hasadditionallowACandDC
currentrangemeasurementaswellasabacklitdisplay.Thelow
currentrangesareespeciallysuitedforHVACapplications.

AlloftheDM-300Seriesmultimeterscomewithadurable
carryingcase,testleadsandbattery.InlinewithGreenlee’sother
faster,saferandeasiertools,theDM-300Seriesmultimetersall
havesafetycategoryratingsofCategoryIV600VandCategory
III1000V.Asalways,Greenlee’stestandmeasurementproducts
arebackedbyaLifetimeLimitedWarranty.

So,reviewtheinformationcontainedinthisbrochureandmake
suretoaddoneoralloftheGreenleeDM-300seriestoyour
toolbag!

DM-330TRMSDigitalMultimeter


PRODUCTFEATURES
 • TrueRMSfornocompromiseaccuracywhenharmonicsarepresent.
 • LargeLCDdisplayforeasyviewing.
 • AC/DCvoltage,AC/DCamperagemeasurement.
 • Non-contactvoltagedetectionforidentifyinglivelineswithoutcontactingconductors.
 • AutoOffforlongerbatterylife.
 • Lowbatteryindicator.
 • Resistancemeasurement.
 • Audiblecontinuityanddiodetests.
 • Frequencymeasurement.
 • Capacitancemeasurement.
 • Dataholdtocapturemeasurement.
 • 6000-countLCDforhighresolution.
 • Min/Maxfeatureforaddedversatility.
 • Audibleinputalertwarnsuserifleadsareinincorrectposition.
 • LifetimeLimitedWarranty.

DM-300TRMSDigitalMultimeter


PRODUCTFEATURES
 • Usetomeasurevoltage,resistance,andcontinuity.
 • ExcellentformeasuringACvoltageofelectricalcircuits.
 • AC/DCvoltagemeasurement.
 • Non-contactvoltagedetectionforidentifyinglivelineswithoutcontactingconductors.
 • TrueRMSforthemostaccuratemeasurementwhenharmonicsarepresent.
 • AutoOffforlongerbatterylife.
 • Lowbatteryindicator.
 • Resistancemeasurement.
 • Audiblecontinuityanddiodetests.
 • Dataholdtocapturemeasurement.
 • 6000-countLCDforhighresolution.
 • Min/Maxfeatureforaddedversatility.
 • LifetimeLimitedWarranty.

CONTENTS/ACCESSORIES
 • (1)9VBattery
 • TestLeads
 •CarryingCase

SPECIFICATIONS
 • Voltagemeasurement:600.0mV;6.000,60.00,600.0,1000V
 • Amperagemeasurement:6.000,10.00A
 • Frequencymeasurement:40Hzminimum,100Hzto60kHz 
 maximum,dependingonfunctionandrange
 • Resistancemeasurement:600.0Ω;6.000,60.00,600.0kΩ;
  6.000,60.00MΩ
 • Capacitance:600.0nF;6.000,60.00,600.0,2000μF
 • Display:6000-countLCD
 • MeasurementCategory:CATIV,600V;CATIII,1000V

DM-310AveragingDigitalMultimeter


PRODUCTFEATURES
 • Usetomeasurevoltage,resistance,currentandcontinuity.
 • ExcellentformeasuringACvoltageofelectricalcircuits.
 • AC/DCvoltage,AC/DCamperagemeasurement.
 • Non-contactvoltagedetectionforidentifyinglivelineswithoutcontactingconductors.
 • AutoOffforlongerbatterylife.
 • Lowbatteryindicator.
 • Resistancemeasurement.
 • Audiblecontinuityanddiodetests.
 • Frequencymeasurement.
 • Capacitancemeasurement.
 • Dataholdtocapturemeasurement.
 • 6000-countLCDforhighresolution.
 • Min/Maxfeatureforaddedversatility.
 • Audibleinputalertwarnsuserifleadsareinincorrectposition.
 • LifetimeLimitedWarranty.

CONTENTS/ACCESSORIES
 • (1)9VBattery
 • TestLeads
 •CarryingCase

SPECIFICATIONS
 • Voltagemeasurement:600.0mV;6.000,60.00,600.0,1000V
 • Amperagemeasurement:6.000,10.00A
 • Frequencymeasurement:40Hzminimum,100Hzto60kHz 
 maximum,dependingonfunctionandrange
 • Resistancemeasurement:600.0Ω;6.000,60.00,600.0kΩ;
  6.000,60.00MΩ
 • Capacitance:600.0nF;6.000,60.00,600.0,2000μF
 • Display:6000-countLCD
 • MeasurementCategory:CATIV,600V;CATIII,1000V

FourMultimeters,FourReasonsToBuyGreenlee

CONTENTS/ACCESSORIES
 • (1)9VBattery
 • TestLeads
 •CarryingCase

SPECIFICATIONS
 • Voltagemeasurement:600.0mV;6.000,60.00,600.0,1000V
 • Resistancemeasurement:600.0Ω;6.000,60.00,600.0kΩ;
  6.000,60.00MΩ
 • Display:6000-countLCD
 • MeasurementCategory:CATIV,600V;CATIII,1000V
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