
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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• Controller with power
supply in a secure, tamper
alarmed enclosure.

• Battery management /
back-up facility (battery 
not supplied) provides 
up to 8 hours of operation
during power failure.

• Vandal resistant, IP65 rated,
secure keypad.

• Additional keypads
also available.

• Audible and visual
confirmation of code
acceptance and code 
denied (at the keypad).

• Up to 100 programmable
user codes can be stored for
each keypad.

• 4, 5 and 6 digit PINs can
be programmed.

• Door latched or door locked mode.

• Door forced alarm feature.

• Entry under duress alarm feature.

• Door sensor feature.

• Door bell feature with unique tone
for each door.

• Software based tamper detection /
alarm feature.

• Anti tamper switch on keypad to
detect removal from back box.

• Back box suitable for surface fixing.

• Back box also suitable for fixing to
UK, USA and European format
flush mount electrical wall boxes
(not supplied).

Specified for use with
Storm AXS Access Control Solutions

Storm-AXS StrikeMaster ES Anti vandal keypad   

Storm-AXS StrikeMaster ES Illuminated keypad                                         

Storm-AXS Electro-magnetic door locks                                         

Part Numbers

DX1KT20

DX2KW20                                       

DEL600, DEL1200, DEGL1200                                         

Part Numbers

Storm-AXS StrikeMaster ES controller 240V with anti vandal keypad                                        

Storm-AXS StrikeMaster ES controller 240V with illuminated keypad     

DXPS1K10                                       

DXPS1W10  

Electro-Magnetic
Door Lock
(mounted inside door)

Electro-Magnetic
Door Lock
(mounted inside door)

Secured
Control Module

(mounted inside door)

Door 1 Door 2
(optional)

0.9m – 1.0m
(recomended)

Access Control
Keypad
(mounted outside door)

Typical StrikeMaster ES Installation

Access Control
Keypad
(mounted outside door)

Stand-alone access control
system for one or two doors

The new StrikeMaster ES is a robust and
reliable Keypad Access Control System

for installations requiring
elevated security levels.

Constructed to survive in exposed, outdoor 
or unsupervised environments these systems

combine the field proven durability of the
StrikeMaster keypad with a separate,

remotely secured electronic control module.
The control module along with a dedicated

high spec power supply is contained 
within a tamper alarmed steel enclosure. 

This enclosure is located within the secured
building, protected from criminal attempts to

breach or disable building security systems.

The control module supports both
IN and OUT functionality of either one

or two keypads (one or two doors).

Available in vandal resistant or robust
illuminated versions.

Anti vandal keypad Illuminated keypad

Toughened Access Control Solutions StrikeMaster ES

Electrical Input Specification
Voltage: 100 – 240V AC
Max Current: 3A

Electrical Output Specification
Voltage (on mains power): 13.4 – 14.2V DC (13.8V DC nominal)
Voltage (on battery standby): 10 – 12.3V DC 
Max Current: 3A

SMESUS June 2015

www.storm-interface.com 
For more information & to order:

Storm Interface products include
technology protected by international

patents and design registration.
All rights reserved.

Storm is a trademark
of Keymat Technology Ltd

Storm Interface is a trading name
of Keymat Technology Ltd

FM 39602

Designed & produced by NIK Design Ltd
www.nikdesign.co.uk

Whilst every effort is made to
ensure details are correct at time
of print, specifications are subject
to change without notice.
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