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NOTES:
INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL: SEE PART NUMBER CODING2.
PLATING: SEE PART NUMBER CODING3.
OPERATING TEMPERATURE: SEE PART NUMBER CODING4.
PROCESSING TEMP: SEE PART NUMBER CODING5.
UL FLAMMABILITY RATING: 94V-06.
OPERATING VOLTAGE: 700 VAC MINIMUM AT SEA LEVEL7.
CURRENT RATING: 3 AMP8.
CONTACT RESISTANCE: 30 MILLI OHMS MAX9.
INSULATION RESISTANCE: 5000 MEGA OHMS10.
DURABILITY: 500 CYCLES MIN11.
CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND LOT CODE12.
BOARD THICKNESS ACCOMMODATED: .062 .008[1.57 0.20]13.
INSERTION FORCE: 16 OZ MAX PER CONTACT PAIR WHEN USING A .062[1.57] TEST BLADE14.

      INTERNAL INSPECTION TO BE PER SULLIN'S WORK INSTRUCTION WI7.3-01
WITHDRAWAL FORCE: 1 OZ MIN PER CONTACT PAIR USING .062[1.57] PCB15.
NUMBER OF GROOVES AND LENGTH VARY WITH NUMBER OF POSITIONS. 70-POSITION HAS NO GROOVE.16.

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

B 1886 ADD PG TERMINATION. UPDATE CONTACT POINTS 
BASED ON CHANGES TO PIN 1/7/2009 MNH

C 2696

UPDATE PCB LAYOUT, REF DIM FOR CONTACT 
POINT LOCATION, DWG VIEW TO SHOW RIB ON 
INSULATOR BOTTOM, ADD CONTACT GAP DIM, 

TOL FOR INSULATOR WIDTH & 1ST RAB DIM .075, 
REMOVE PP TAIL OPTION VIEW (CONSULT 

FACTORY)

10/29/2012 JH
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