
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



Design  and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

Shoud a safety concern arise regarding this product, please be sure to contact us immediately.

Type  : Part No  : EHF _ _ _ _ _ _ _Balun

(The attention) : It omits EHF.
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RF Devices

Features

Ultra miniaturized, thin type (1.6×0.8×t 0.65)

Recommended Applications

Available for each frequency range (300 MHz to 4000 MHz)

Balanced / Unbalanced Converter

Impedance matching (50Ω/50Ω, 50Ω/100Ω, 50Ω/200Ω)

Dual mode portable telephone

Digital portable telephone

Personal handy-phone system

Mobile communication system

An Equivalent Circuit

Typical Characteristics
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