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ELG-100U100W Constant Voltage + Constant Current LED Driver

By Request
By Request

‧Constant�Voltage�+�Constant�Current�mode�output�

‧Metal�housing�design�with�functional�Ground

‧Built-in�active�PFC�function

‧Class�2�power�unit

‧ �<0.5W�No�load�/�Standby�power�consumption

‧ �Suitable�for�use�in�Dry,Damp�and�Wet�Locations

‧Function�options:�output�adjustable�via�potentiometer;�
�����3�in�1�dimming�(dim-to-off)

‧Typical�lifetime>50000�hours

‧5�years�warranty�

‧LED�street�lighting

‧LED�architectural�lighting

‧LED�bay�lighting

‧LED�floodlighting

‧Type�“HL”�for�use�in�Class�I,�Division�2�
����hazardous�(Classified)�location.
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ELG-100U100W Constant Voltage + Constant Current LED Driver

ELG-100U-24 ELG-100U-36 ELG-100U-42 ELG-100U-48

Compliance to FCC part 15 class B
Design refer to IEC61000-4-2,3,4,5,6,8,11;EN61547,light industry level

<0.5W 

COLD START 60A(twidth = 1.4ms measured at 10% Ipeak  , twidth = 620us measured at 50% Ipeak) at 277VAC  ;  Per NEMA 410

100 ~ 305VAC          142 ~ 431VDC 

Tcase=-40 ~ +85 (Please refer to “ OUTPUT LOAD vs TEMPERATURE” section)
Tcase=+85

UL8750 (type”HL” ),CSA C22.22 No.250.13-12 approved

1000ms, 80ms/120VAC          500ms, 100ms/230VAC
15ms/120VAC        10ms/230VAC

PF 0.97/120VAC, PF 0.95/230VAC, PF 0.92/277VAC@full load

THD< 20%(@load 50%/120VAC; @load 60%/230VAC; @load 75%/277VAC)

1.1A / 120VAC        0.6A / 230VAC      0.5A/277VAC

Hiccup mode , recovers automatically after fault condition is removed
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10.The�ambient�temperature�derating�of�3.5℃/1000m�with�fanless�models�and�of�5℃/1000m�with�fan�models�for�operating�altitude�higher�than�2000m(6500ft).

Shut down output voltage with auto-recovery or re-power on to recover



ELG-100U100W Constant Voltage + Constant Current LED Driver
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ELG-100U100W Constant Voltage + Constant Current LED Driver

ELG-100U
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ELG-100U100W Constant Voltage + Constant Current LED Driver

  200VAC
and above

  200VAC
and above

55

48V Model,Tcase at 80℃

ELG-100U series possess superior working efficiency that up to 90% can
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120VAC/FULL LOAD /-25℃ COLD START
100VAC/70% LOAD /-25℃ COLD START
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ELG-100U100W Constant Voltage + Constant Current LED Driver

SJTW 18AWGx3C SJTW 18AWGx2C

SJTW 18AWGx3C SJTW 18AWGx2C
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4- 4.5ψ

4- 4.5ψ
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ELG-100U100W Constant Voltage + Constant Current LED Driver

B-Type

SJTW 18AWGx3C SJTW 18AWGx2C

UL2517 22AWGx2C

4- 4.5ψ

199
188
175
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