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SWITCHCRAFT PANEL CONNECTOR ASSEMBLY INSTRUCTIONS
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( MOLDED ONTO PANEL CUT-OUT
PANEL CONNECTOR )
MECHANICAL:
SHOCK: MIL-STD 202 METHOD 2138,
COND. K. NOTES ;
VIBRATION: MIL-STD 202 METHOD 201A
LIFE: 1000 INSERTION/WITHDRAWAL I HEX NUT TORQUE:
CYCLES. CHINIMUM) 8 TO 10 INCH-LBS. OF TORQUE
(MUST NOT EXCEED 10 INCH-LBS.)
ELECTRICAL
DIELECTRIC WITHSTANDING VOLTAGE: 250 VAC ¢. HEX NUT SHIPPED UNASSEMBLED.

INSULATTON RESISTANCE:
CONTACT RESISTANCE:
CURRENT RATING: 2.0 AMPS

ENVIRONMENTAL
TEMPERATURE LIMITS:
MOISTURE RESISTANCE:
INSULATTON RESISTANCE:
THERMAL SHOCK:
SALT SPRAY: MIL-STD 202 METHOD 101D
WATER TIGHTNESS TEST: U.S.

100 MEGOHMS (MIN) AT 77°F
10.0 MILLOHMS MAX,

-40°C TO +65°C (NON-OPERATING)
MIL-STD 202 METHOD 106F
MIL-STD 202 METHOD 302,

MIL-STD 202 METHOD 1076
, COND. B
COAST GUARD CFR 46 PART 110.20

COND. B

MATERITALS:
PANEL CONNECTOR SHELL,

THERMOPLASTIC POLYMER GLASS FIBER,

CONTACT LOCKING DISC:
FLAME RETARDANT
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CONTACT ARRANGEMENTS - VIEWED FROM REAR OF CONNECTOR (WIRING SIDE)
HOLES USED DENOTED BY NUMBER REFERENCED [N

18 PIN LAYOUT

CONNECTOR SHELL INTERIOR:
THERMOPLASTIC RUBBER 0.17 REF —mf i~ () 827 REF ———————
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