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Fluke715mALoop
Calibrators


TechnicalData

Fluke715Volt/mACalibrator
VoltMilliampCalibratortotroubleshootprocessloops
TheFluke715Volt/mACalibratordeliversoutstandingperformance,
durabilityandreliability.OfferedintheruggedFluke80SeriesDMM
package,thecalibratoriscompact,lightweightandeasytocarry.With
apushbuttoninterfacesimilartothemultifunctionFluke740Series
DocumentingProcessCalibrators,the715iseasytouse.ItisEMItoler-
ant,dust/splashresistantandfeaturesaremovablebatterydoorfor
quickbatterychanges.Itfeatures:
•Measureloopcurrent(0mAto20mA,4mAto20mA)signals
with0.01%accuracyand0.001mAresolution
•Sourceprecisionvoltagesignalsupto20Vwith0.01%accuracy
•MeasurevoltageoutputprocesssignalsfromPLCs,transmitters
•Sourceorsimulate24mAloopcurrent
•24Vloopsupplywithsimultaneouscurrentmeasurement

Fluke707LoopCalibrator
Thefastest,one-handedtoolforloopchecks
TheFluke707LoopCalibratorisahighperformancesolutionfor
calibration,repairandmaintenanceofcurrentloops.The“QuickClick”
knobmakesitextremelyfastandeasytouse.Itfeatures:
•Onehandeduserinterfacewith“QuickClick”detentedknob
•mAsourcing,simulationandmeasurement
•0.015%accuracyand0.001mAresolution
•SimultaneousmAand%ofspandisplay
•Selectablesteporrampoutputs
•24VLoopsupplywithmAmeasure,including250ΩHARTresistor
•0Vdcto28VdcmeasurementtocheckLoopVoltage
•Removablebatterydoorforquickbatteryreplacement
•Compactcasewithprotectiveholster
•Threeyearwarranty

Fluke705LoopCalibrator
Lowcostcalibrationmuscle
TheFluke705LoopCalibratorisacost-effective,integratedsolutionfor
calibration,repairandmaintenanceofcurrentloops.Itfeatures:
•mAsourcing,simulationandmeasurement
•0.02%accuracyand0.001mAresolution
•SimultaneousmAand%ofspandisplay
•Selectablesteporrampoutputs
•24VLoopsupplywithmAmeasure
•0Vdcto28VdcmeasurementtocheckLoopVoltage
•Removablebatterydoorforquickbatteryreplacement
•Compactcasewithprotectiveholster
•Three-yearwarranty



FlukeCorporation
POBox9090,Everett,WAUSA98206

FlukeEuropeB.V.
POBox1186,5602BD
Eindhoven,TheNetherlands

Formoreinformationcall:
IntheU.S.A.(800)443-5853or
Fax(425)446-5116
InEurope/M-East/Africa(3140)2675200or
Fax(3140)2675222
InCanada(800)36-FLUKEor
Fax(905)890-6866
Fromothercountries+1(425)446-5500or
Fax+1(425)446-5116
Webaccess:http://www.fluke.com

©2006FlukeCorporation.Allrightsreserved.
PrintedinU.S.A.2/20062574106D-EN-NRevA

Fluke.Keepingyourworld
 upandrunning.

GeneralSpecifications:
Maximumvoltage:30volts:Non-operatingtemperature:–4°Cto60°C
Operatingtemperature:–10°Cto55°C
Relativehumidity:95%(10°Cto30°C);75%(30°Cto40°C);45%(40°Cto50°C);35%(50°Cto55°C)
Operatingaltitude:3,000mmax
Shock:1mdroptest
Vibration:Random,2g,5Hzto500Hz
Safety:CSAC22.2No.1010.1:1992
EMC:EN50082-1:1992andEN55022:1994ClassB
Power:9VbatteryANSI/NEDA1604AorIEC6LR619Valkaline;twobatteriesin718
Warranty:Three-years

FunctionalSpecifications: Fluke705and707 Fluke715
Voltagemeasurement

Range 0Vto28V 0mVto200mV/0Vto25V

Resolution 1mV 10µV/1mV

Accuracy 705:0.025%Rdg+1counts
707,707Ex:0.015%Rdg+2counts

0.01%Rdg+2counts

Currentmeasurement

Range 0mAto24mA 0mAto24mA

Resolution 0.001mA 0.001mA

Accuracy 705:0.02%Rdg+2counts
707,707Ex:0.015%Rdg+2counts

0.01%+2counts

Currentsourcing

Range 0mAto20mAor4mAto20mA 0mAto20mAor4mAto20mA

Accuracy 705:0.02%Rdg+2counts
707,707Ex:0.015%Rdg+2counts

0.01%Rdg+2counts

Drivecapability 705:1000Ω@24mA
707:1200Ω@24mA
707Ex:700Ω@20mA

1000Ω@24mA

LooppowerwhilemeasuringmA 24V 24V

Voltagesourcing n/a 0mVto200mVor0Vto20V

Displaycurrentand%ofspan Yes mAor%

Autostep,autoramp Yes Yes

SpanCheck Yes Yes

Batterylife 18hourstypical,at12mA 18hourstypical,at12mA
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