
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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SPECIFICATION

ORDER NO.

SAFETY MODEL NO.

DC VOLTAGE Note.2

RATED CURRENT

CURRENT RANGE

RATED POWER (max.)

RIPPLE & NOISE (max.) Note.3OUTPUT

VOLTAGE RANGE 7Note.

FREQUENCY RANGE

POWER FACTOR (Typ.)

EFFICIENCY (Typ.)

AC CURRENT (Typ.)

INPUT

ENVIRONMENT

INRUSH CURRENT (Typ.)

LEAKAGE CURRENT(max.)

SAFETY STANDARDS

SAFETY &

EMC
(Note. 9)

WORKING TEMP.

WORKING HUMIDITY

STORAGE TEMP., HUMIDITY

TEMP. COEFFICIENT

VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

PROTECTION

GSM120B15-R7BGSM120B12-R7B GSM120B20-R7B GSM120B24-R7B GSM120B48-R7B

15V12V

GSM120B15GSM120B12

20V

GSM120B20

24V

GSM120B24

48V

GSM120B48

120mVp-p100mVp-p 150mVp-p 180mVp-p 200mVp-p

VOLTAGE TOLERANCE Note.4

LINE REGULATION Note.5

LOAD REGULATION

±5.0% ±5.0% ±3.0% ±2.5%

±1.0%±1.0% ±1.0% ±1.0% ±1.0%

±5.0%±5.0% ±4.0% ±3.0% ±2.5%

80 ~ 264VAC     113 ~ 370VDC

47 ~ 63Hz

PF>0.93 / 230VAC          PF>0.97 / 115VAC at full load

89%88% 89.5% 90% 91.5%

1.4A / 115VAC          0.7A / 230VAC

35A / 115VAC          70A / 230VACCold start

WITHSTAND VOLTAGE

ISOLATION RESISTANCE

I/P-O/P: 4KVAC

I/P-O/P:100M Ohms / 500VDC / 25 / 70% RH℃

372K hrs min.  MIL-HDBK-217F(25 )℃

-30 ~ +70 (Refer to "Derating Curve")℃

20% ~ 90% RH non-condensing

-40 ~ +85 , 10 ~ 95% RH non-condensing℃

10 ~ 500Hz, 2G 10min./1cycle, period for 60min. each along X, Y, Z axes

167*67*35mm (L*W*H)

0.6Kg; 20pcs/13,0Kg/0.9CUFT

CONNECTOR
PLUG

CABLE See page ; Other type available by customer requested4~5

See page ; Other type available by customer requested4~5

OVERLOAD

OVER VOLTAGE

105 ~ 160%  rated output power

Protection type : Hiccup mode, recovers automatically after fault condition is removed

105 ~ 135% rated output voltage

7A8.5A 6A 5A 2.5A

0 ~ 7A0 ~ 8.5A 0 ~ 6A 0 ~ 5A 0 ~ 2.5A

105W102W 120W 120W 120W

Protection type : Shut down o/p voltage, re-power on to recover

SETUP, RISE TIME Note.6

HOLD UP TIME (Typ.)

1500ms, 30ms / 230VAC          2000ms, 30ms / 115VAC  at full load

40ms / 230VAC          24ms / 115VAC  at full load

OVER TEMPERATURE Shut down o/p voltage, re-power on to recover

Touch current < 100 A/264VAC

±5.0%

±0.03%  / (0 ~ 40 )℃ ℃

ISOLATION LEVEL Primary-Secondary: 2xMOPP
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(as available on http://www.meanwell.com)
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OPERATING ALTITUDE Note.8

Parameter

Parameter

ESD

Standard

Standard

EN61000-3-2

EN61000-3-3

EN61000-4-2

EN61000-4-3

EN61000-4-4

EN61000-4-5

EN61000-4-6

EN61000-4-8

EN61000-4-11

Test Level / Note

Test Level / Note

Class B

Class B

Class A

-----

EMC IMMUNITY

EMC EMISSION

EN55024 , EN60601-1-2, EN61204-3

Level 4, 15KV air ; Level 4, 8KV contact

100% dip 1 periods, 30% dip 25 periods,

100% interruptions 250 periods

Level 3, 1KV/Line-Line

Level 4, 30A/m

Level 3, 10V

Level 3, 2KV

IEC60601-1, EN60601-1 EN , ANSI/AAMI ES60601-1 (3.1 version),/ 60601-1-11 / ES60601-1-11
CAN/CSA-C22.2 No. 60601-1:14 - Edition 3 approved, EAC TP TC 004

μ

3000 meters

μ

RF field susceptibility

EFT bursts

Surge susceptibility

Conducted susceptibility

Magnetic field immunity

Voltage dip, interruption

Conducted emission

Radiated emission

Harmonic current

Voltage flicker
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Level 3, 10V/m( 80MHz~2.7GHz )

Table 9, 9~28V/m( 385MHz~5.78GHz )

EN55011 (CISPR11), FCC PART 15 / CISPR22,
CAN ICES-3(B)/NMB-3(B)

EN55011 (CISPR11), FCC PART 15 / CISPR22,
CAN ICES-3(B)/NMB-3(B)



Derating Curve Static Characteristics

Mechanical Specification Case No. Unit:mmGS120A

INPUT VOLTAGE (VAC) 60Hz

80 10090 120110 160140 200180 240220 264

L
O

A
D
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%
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90

100

80

70

60

50

40

35 167

6
7

P LEDower

30 3mm±

UL2464 16AWGx4C 1000 50mm for 12V±
UL2464 18AWGx4C 1200 50mm for 15 ~ 48V±
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AC Inlet

IEC320-C8

PIN NO.

1

2

3

4

OUTPUT

+Vo

-Vo

-Vo

+Vo

2 3

1 4

2

1 4

3

KYCON KPPX 4P equivalent-

◎ Standard plug: R7B◎

R7B Pin Assignment

DC output plug

AMBIENT TEMPERATURE ( )℃

L
O

A
D

 (
%

)

0-30 2010 30 40

20

50

80

100

6050 70 (HORIZONTAL)

40

60
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◎ Optional DC plug:◎

1
2
3
4

R6B

Type No.
Pin Assignment

PIN No. Output

1

2

3

+Vo

-Vo

+Vo

Min. DIN 3 Pin with Lock  (male)

KYCON KPPX 3P equivalent-

2
1

3

R1B

Pin Assignment

1

2

PIN No. Output
DIN 5 Pin  (male)

Type No.Min. DIN 4 Pin with Lock  (female)

3

4

5

Pin Assignment

PIN No. Output

Type No.

-Vo

-Vo

-Vo

+Vo

+Vo

2
5

31

4

Type No.MOLEX  39-01-2060 (4.2mm) equivalent
Pin Assignment

PIN No. Output

1

2

3

4

5

+Vo

+Vo

-Vo

+Vo

-Vo

321

654

6 -Vo

C6P

C4P

+Vo

+Vo

Type No.AMP 1-480702-0 (6.35mm) equivalent
Pin Assignment

PIN No. Output

1

2

3

4 -Vo

-Vo

1
2

4
3 R7BF

MIC4

Pin Assignment

1

2

PIN No. Output
NEUTRIK  XLR  NC4FX equivalent

+Vo

-Vo

KYCON  KPJX-CM-4S equivalent

3

4

Type No.

+Vo

+Vo

-Vo

-Vo

1

2

3

4 +Vo

-Vo

4
1

3 2

FG not connected to output connector

FG not connected to output connector
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Installation Manual

Please refer to : http://www.meanwell.com/manual.html

2

1

Stripped and tinned leads

+Vo

-Vo

by customer

Pin Assignment

PIN No. Output
Type No.

Length of Land L1 by request

( ’s standard length, L:        mm,  L1:        mm)MW 25 5

2
1

L

L1 (black,white)

(red,blue)
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