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6.  PART MODIFICATION: THREADED ADAPTER

 

5   CONDUIT ADAPTER ACCEPTS EITHER TYPES:

    A. CONDUIT ADAPTER CAP NUT (CN21) AND SEAL RING (SRN21)

    B. BACKSHELL (M902-2243), COMPRESSION NUT (M902-2053), CABLE �n�.430-.570 [10.92-14.78]

    C. BACKSHELL (M902-2244), COMPRESSION NUT (M902-2054), CABLE �n�.570-710 [14.78-18.03]

 

4   MATERIAL: PLUG HOUSING/COUPLING RING: PA66 GF10 (BLACK)

              CONDUIT ADAPTER: PA66 GF10 (GREEN, GRAY, BLUE)

              GROMMET: SILICONE (ORANGE-RED)

 

3   SEE 0425-021-0000 APPLICATION SPECIFICATION

    A. RECOMMENDED WIRE INSULATION RANGE

    B. CONTACT REMOVAL TOOLS

 

2.  THIS PLUG MATES WITH HDP24-24XXP/SX-XXXX RECEPTACLE

    X    = SEAL TYPE (N,T,E)

    XX   = INSERT ARRANGEMENT

    XXXX = MODIFICATION

 

1   SEE CUSTOMER DRAWING 0425-014-2400 FOR AVAILABLE INSERT

    ARRANGEMENTS AND PART NUMBERS.
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