
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China
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Vector fan trays are fully assembled, factory tested and fit into standard 19” racks.  Fan trays feature solid state,

brushless fan motors and include DC mating connector housing and pins.  All electrical components and finger-

guard covers are UL approved and recognized.

P/N FT1U-6 P/N FT1U-3

Filtered versions available

Air Speed

(CFM)

89

89

89

Part 

No.

FT1U-3

FT1U-6

FT1U-9

Frequency 

50/60Hz

50/60Hz

50/60Hz

Dimensions

19.0” W X 1.72” H X 7.75” D

19.0” W X 1.72” H X 12.95” D

19.0” W X 1.72” H X 16.80” D

Noise dB 

(A) 

52

52

52

12 VDC Fan Tray Assemblies 

(Molex power connector, mating pins & housing included)

Air Speed

(CFM)

70

70

70

Part 

No.

FT1U-3AC

FT1U-6AC

FT1U-9AC

Frequency 

50/60Hz

50/60Hz

50/60Hz

Dimensions

19.0” W X 1.72” H X 7.75” D

19.0” W X 1.72” H X 12.95” D

19.0” W X 1.72” H X 16.80” D

Noise dB 

(A) 

52

52

52

115VAC Fan Tray Assemblies 

(includes power cord)

VectorPaktm subrack hinged door panels screw

directly into lower M2.5 tapped strip and secure

at top M2.5 tapped strip with M2.5 captive

screws.  Doors can be added to any DIN sub-

rack without exceeding 3U or 6U vertical height

limitation.  Aluminum doors are brushed alu-

minum with clear irridite finish.  Polycarbonate

doors are clear to light grey.  Solid front or rear

aluminum panels are 0.100”TH and attach to

rack frame with M2.5 captive screws.  

•   VectorPaktm Hinged Front Door 

Front Panels for Subracks

•   84 HP Total Width (17.0”) for all 19”

DIN Subracks

•   VectorPAktm Solid Front/Rear

Panels

•   Solid 6061 Aluminum or 

Polycarbonate (0.100”TH)

Part No. 
HFP3U-84

HFP3UC-84

HFP6U-84

HFP6UC-84

BP3U-84

BP6U-84

Description
84HP door with captive screws & hinges, 3U, 6061 aluminum

84HP door with captive screws & hinges, 3U, polycarbonate

84HP door with captive screws & hinges, 6U, 6061 aluminum

84HP door with captive screws & hinges, 6U, 6061 polycarbonate

84HP Solid Aluminum Front or Rear Panel, 3U or 6U

(attached with six M2.5 captive screw assemblies, included)

VectorPaktm Fan Trays & Accessories

Hinged Door Panels for DIN Subracks

19” Fan Trays
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