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NOTES:

1. MATERIAL:  SEAMLESS ALUMINUM TUBING, TIN PLATED

2. BARREL COLOR CODED WITH DIE SET INDEX NUMBER

3. FOR STRANDED ALUMINUM AND COPPER WIRE

4. UL LISTED & CSA CERTIFIED TEMPERATURE RATED 90  C (AL9CU)

5. UL LISTED & CSA CERTIFIED VOLTAGE RATING 35 KV

6. ALL DIMENSIONS IN INCHES

LISTED                            CERTIFIED

SEE NOTES
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C41152N41152BA-C41152
REVISED TITLE BLOCK
CONVERTED TO SOLIDWOKRS

APR

04 3/13 JHNU JHNU RGB

LAB SERIES 300kcmil - 1000 kcmil ALUMINUM LUGS
CUSTOMER DRAWING

JHNU N41152BA-C41152JHNU RGB3/1505

REVISED DIMENSIONS, REVISED NOTES
ADDED BARREL MARKING
ADDED COLOR CODE/DIE INDEX NUMBER
REMOVED LAB350-12-X, LAB500-12-2, LAB750-12-1
ADDED LAB350-12-XR, LAB500-12-2R, LAB750-12-1R

JHNU06 3/15 JHNU RGB N41152BA-C41152

8/15 RGBJHNU N41152BA-C41152JHNU07

REVISED A DIM:  LAB350-12-2R WAS 6.07, LAB500-12-2R WAS 6.80
                            LAB750-12-1R WAS 7.31
REVISED W DIM:  LAB500-12-2R WAS 1.62, LAB750-12-1R WAS 1.69
REVISED T DIM:  LAB350-12-2R WAS .39, LAB500-12-2R WAS .46
                           LAB750-12-1R WAS .57
REVISED C DIM:  LAB350-12-2R WAS .73, LAB500-12-2R WAS .77,
                             LAB750-12-1R WAS .74

ADDED "D" DIMENSION

08

REVISED W DIM FOR LAB300:  1.38 WAS 1.34
REVISED P DIM FOR LAB350:  3.56 WAS 3.11
REVISED P DIM FOR LAB500:  3.56 WAS 3.15
REVISED P DIM FOR LAB750:  3.63 WAS 3.12

12/15 JHNU JHNU RGB N41152BA-C41152
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