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SPECIFICATIONS
(Vcc = 5V, RL = 10kΩ, Ta = 25°C)

RUP02DCSRUP51DCSRUP01DCSRUP50DCSRUP30DCSledoM

A5±A3±tnerruC detaR ±10A ±15A ±20A

A6±A4±egnaR ytiraeniL ±11A ±16A ±21A

fI- @ Vm03±V5.0 ;fI+ @ Vm03±V5.4egatloV tuptuO

)noitazitengamed retfa( .xam Vm02±V5.2egatloV tesffO tnerruC oreZ

Output Voltage Linearity ≤0.5% @ rated current

%5± V5egatloV ylppuS

.xam Am52noitpmusnoC tnerruC xaM

pyt Sµ3esnopseR . @ 50 Amp/Turns/µS

tnerruc detar @ .xam C°/%1.0±rahC pmeT V tuptuO

.xam C°/Vm5.1±rahC pmeT V tesffO tnerruC oreZ

 Vm8siseretsyH max. @ rated current to 0A

egamad on ,Sm 05 ,tnerruc detar X01tnerrucrevO yramirP

Withstand Voltage 2000 VAC, 50/60Hz, 1 minute between primary coil & terminal*

M005 ,CDV 005ecnatsiseR noitalusnI Ω between primary coil & terminal

C °57+ ot °01-pmeT gnitarepO

C°09+ ot 03-pmeT egarotS

Output Voltage vs TemperatureOutput Voltage vs Input Current

Pin# 1 +5V

2 NC

3 Output

4 0V

5 Input (+)

6 Input (-)

Model ØA ØB

SCD03PUR 0.6 1.1

SCD05PUR 0.9 1.4

SCD10PUR 1.1 1.6

SCD15PUR 1.4 1.9

SCD20PUR 1.7 2.2

Mounting Hole DimensionsPin Assignments

Ordering Information

SCD     PUR

Current Rating:
03: 3A
05: 5A
10: 10A
15: 15A
20: 20A

Input Current Polarity:
N: +(DC only)
R: ± (bipolar)

Input Voltage:
A: ±15VDC
B: ±12VDC
S: +12VDC
T: ±5VDC
U: +5VDC

Offset Voltage vs Temperature
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Characteristics of SCD10PUR
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