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CDMA Cellular Modem

Universal Socket Benefits
• Interchangeablecommunications
devices

• Quick-to-market

• Carrierapproved

• Easymigrationtofuturenetworks

TheMulti-TechSocketModem®Cellcellularmodemisacomplete,ready-to-integratecommunicationsdevicethat
offersstandards-baseddual-bandCDMA20001xRTTperformance.Thisquick-to-marketcommunicationsdevice
allowsdeveloperstoaddwirelesscommunicationtoproductswithaminimumofdevelopmenttimeandexpense.
TheSocketModemCellcellularmodemisbasedonindustry-standardopeninterfacesandutilizesMulti-Tech's
UniversalSocketdesign.

Features
• CDMA20001xRTT

• Dual-band800/1900MHzCDMA

• UniversalSocketconnectivity

• CDMAIS-95A,IS-95Bbackwardscompatible

• Packetdataupto153.6Kbpsforwardandreverse

• Circuit-switcheddataupto14.4Kbps

• ShortMessageServices(SMS)

• UFLantennaconnector

• SerialinterfacesupportsDTEspeedsto230Kbps

• ATcommandcompatible

• CDG1and2networkcertified

• Two-yearwarranty

SocketModem® Cell
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Highlights
Applications.TheSocketModemCellcellularmodemis
targetedatapplicationsthatperiodicallyneedtosendor
receivedataoveracellularnetwork.Itisidealfor:

Ordering Information
Product Description Region
MTSMC-C1* CDMA1xRTTModem Regional
MTSMC-C1-V* CDMA1xRTTModemwithVoice Regional
Ordering Codes Description
-N2 ForSprintNetworks(USA)
-N3 ForVerizonNetworks(USA)
-N16 ForAerisNetworks(USA)
*Useorderingcodesforspecificbuildoptions.Gotowww.multitech.comfor
detailedproductmodelnumbers.

Developer's Kit.TheDeveloper'sKitallowsyoutopluginthe
communicationsdeviceanduseitfortesting,programming
andevaluation.Thekitincludesonedevelopmentboardwith
RS-232DB-25connector,universalpowersupply,antenna
andRS-232cable.

Specifications
Packet Data Features
CDMA20001xRTT,upto153Kbpsforward&reverse
channels

Circuit Switched Data/Fax Features
IS-95A,IS-95Bupto14.4Kbps

SMS Features
Text&PDU,Point-to-Point,cellbroadcast

Connectors
Antenna:UFL

Power Requirements
5VDC;Sleep:10mA(.05W@5VDC);Typical:150mA
(.75W@5VDC);Maximum:585mA(2.9W@5VDC)

Physical Description
3.1"Lx1.4"Wx0.5"H;1.2oz.
(8.0cmx3.5cmx1.2cm;34g)

Operating Environment
-30°to+70°C

Certifications
EMC:FCCPart15ClassB,22,24;IC:RSS129,132,133;
EN55022

Safety:cUL60950-1,EN60950-1,UL60950-1
Network:CDG1&2
RoHSCompliant
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•Appliances

•Assettracking

•ATMterminals

•Automotive

•Datacollection

•Industrialandmedical
remotemonitoringsystems

•Remotediagnostics

•Remotemetering

•Securitysystems

•Vending/gamingmachines

•Otherdevicesrequiring
wirelessconnectivity

Universal Socket Connectivity.Multi-Tech’sUniversalSocket
isaflexible,comm-portarchitecturethatprovidescellular,
Ethernet,PSTNorWi-Fi®networkaccesswithinterchangeable
communicationsdevices.Thismeansyoucanutilizeone
systemdesignandpopulateitwithyourconnectivitydevice
ofchoiceaccommodatingmultipleconnectivityrequirements.
Inaddition,youareassuredaseamlessmigrationtofuture
technologies.

Reduces Development Time.TheSocketModemCellcellular
modemenhancesyourproductwhileyoufocuson
developingitscorefeatures.Itactuallyprovidesfaster
time-to-marketbecauseitrelievestheburdenandexpense
ofobtainingCDG1and2networkandRFapprovals.

Integration Reduces Space, Power and Cost.TheSocketModem
Cellcellularmodemintegratesthecontroller,RFtransceiver,
andantennainterfaceintoonecommunicationsdevice.This
integrationrequireslowpower,lowrealestateandprovides
anoverallreductionincosts.

SocketModem Cell Pin-Out.TheSocketModemCellcellular
modeminterfaceseasilywithexistingproductsthrough
astandardserialcommunicationchannel.TheserialDTE
channeliscapableoftransferspeedsto230Kbpsandcanbe
interfaceddirectlytoa
UARTormicrocontroller.
Thecompleteon-board
RFtransceiverinterfaces
withanantennafor
directconnection
towirelessSMS,
circuit-switcheddial-up,
orpacketdatanetworks.
Italsoincludesan
onboardLEDtodisplay
networkstatus.

MadeinMoundsView,MN,U.S.A.

Featuresandspecificationsaresubjecttochangewithoutnotice.
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