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NOTES:

MATERIAL:1.
ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU AND •
AMENDMENTS
OUTER SHELL - DIECAST ZINC ALLOY, NICKEL PLATED•
CONTACTS - PHOSPHOR BRONZE, PLATED WITH 0.76 MICRONS (30 •
MICROINCHES) GOLD OVER 1.27 MICRONS (50 MICROINCHES) MINIMUM 
NICKEL ON THE MATING AREA WITH TIN PLATING ON THE TAILS.
USB HOUSING - ENGINEERING THERMOPLASTIC, HIGH TEMPERATURE •
RESISTANT, FLAMMABILITY RATING UL94V-0, BLACK.
USB SHIELD & BACK COVER - COPPER ALLOY, NICKEL PLATED•
GASKET - SILICONE RUBBER, BLACK•
DUST COVER - SILICONE RUBBER WITH NICKEL PLATED BRASS BUSHING.  •
SEE ORDERING CODE FOR DUST COVER COLOUR OPTIONS. SEE SHEET 2 
FOR DUST COVER VIEWS.

ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR SEAL 2.
BETWEEN MATING AREA AND PCB SIDE OF CONNECTOR. GASKET PROVIDES 
SEAL TO INSIDE FACE OF ENCLOSURE PANEL. AVAILABLE DUST COVERS 
PROVIDE ADDED PROTECTION.

CURRENT RATING: 1.5 AMPERES3.

CONTACT RESISTANCE: 30 MILLIOHMS MAXIMUM.4.

OPERATING TEMPERATURE: -40°C TO +105°C.5.

DUST COVERS MAY BE ORDERED SEPARATELY. SPECIFY6.
PART NUMBER MUSB-2A111-014BP FOR THE GREY COVER OR•
PART NUMBER MUSB-2A111-024BP FOR THE BLACK COVER.•

SPECIAL CONNECTORS:

MANY UNIQUE FEATURES ARE READILY 
AVAILABLE TO SUIT CUSTOMER 
REQUIREMENTS. CONSULT WITH 
AMPHENOL CANADA FOR DETAILS. 

DUST COVER OPTION
0 = NO DUST COVER SUPPLIED
1 = WITH GREY DUST COVERS SUPPLIED
5 = WITH BLACK DUST COVERS SUPPLIED

THREAD OPTION
3 = #4-40 UNC THREAD
M = M3 x 0.5 THREAD

SERIES, RUGGED USB

USB SERIES 'A' RECEPTACLE, 
STACKED, RIGHT ANGLE PCB TAIL

ORDERING CODE:   M U S B - C 1 1 1 - X X

3

4

5

6

5

4

3

HGFEDCBA

A B C D E F G H

2

1

2

1

SHEET 1 OF 2

F
SCALE:

REVDWG.  NO.

6

Amphenol Canada Corp.
www.amphenolcanada.com

CODE ID NO.

DESCRIPTION, ECN, EAR NO. APP'DDATEREV
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17.75
.699

5.00
.197

14.20±0.25
.559±.010

2.00
.079  2.45±0.30

.096±.012

 
BACK COVER

TAIL

0.58 [.023] x
0.25 [.010] PCB

2.30
.091

3.00

.118

REF

 6.00

.236

 

2.38 [.094]
MAJOR DIAGONAL

DIAMOND PEG

16.25
.640

16.25
.640

6.16
.243

 30.50±0.25

1.201±.010

 

 8.00

.315

 

GASKET

OUTER SHELL

USB HOUSING



3.91

.154

MAX

RECOMMENDED P.C.B. LAYOUT
COMPONENT SIDE OF BOARD

1

1

2 3 4

2 3 4

TOP PORT

BOTTOM PORT

2.30±0.05

2 HOLES
.091±.002

0.92±0.10

8 HOLES
.036±.004

13.14
.517

3.91

MAX
.154

2.62
.103

7.00
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2.00
.079
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LOCATE HOLES

POSITION DIMENSIONS 
ARE BASIC

DUST COVER APPLICATION VIEW

RECOMMENDED KEEP-OUT ZONE
COMPONENT SIDE OF BOARD

0.13 [.005] DIA

DUST COVERS OPTIONAL
SEE ORDERING CODE. 
WHEN SPECIFIED, TWO DUST 
COVERS SUPPLIED PER CONNECTOR

RECOMMENDED PANEL CUTOUT
OUTSIDE OF PANEL

16.65
.6563.20±0.08

2 HOLES
.126±.003

24.00±0.13
.945±.005

4.50±0.07
.177±.003

9.00±0.13
.354±.005

R0.65  TYP.
.026

18.15
.715

WITH MARK "TOP"

(NOT SUPPLIED)
MOUNTING SCREWS

COVER HANDLE ENCLOSURE PANEL

3.05 [.120] DIA
MOUNTING HOLE

16.00

REF
.630

65.00

REF
2.559

8.00

.315

REF

COMPONENTS WITH 10.38 [.409] 
MAX HEIGHT CAN BE PLACED 

IN SHADED REGION

 2.34

.092

 
 8.54

.336

 

6.20

.244

REF

 17.25

.679

 

 29.68

1.169
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