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NOTE: For diameter and length dimensions 
on figures 2-5, see figure 1.

NMP3A

NMP5A

NMP8A

NMP12A

NMP3B

NMP5B

NMP8B

NMP12B

NMP3F

NMP5F

NMP8F

NMP12F

NMP3J

NMP5J

NMP8J

NMP12J

NMP3M

NMP5M

NMP8M

1

1

1

1

2

2

2

2

3

3

3

3

4

4

4

4

5

5

5

0.6

0.6

0.8

1.0

0.6

0.6

0.8

1.0

0.6

0.6

0.8

1.0

0.6

0.6

0.8

1.0

0.6

0.6

0.8

  2.5

  4.5

  7.0

12.0

  2.5

  4.5

  7.0

12.0

  2.5  

  4.5

  7.0

12.0

  2.5

  4.5

  7.0

12.0

  2.5

  4.5

  7.0

4,000

3,000

1,500

1,500

4,000

3,000

1,500

1,500

4,000

3,000

1,500

1,500

4,000

3,000

1,500

1,500

4,000

3,000

1,500

.240

.329

.495

.495

.240

.329

.495

.495

.240

.329

.495

.495

.240

.329

.495

.495

.240

.329

.495

   -

   -

   -

   -

.140

.140

.140

.140

.140

.140

.140

.140

.140

.140

.140

.140

   -

   -

   -

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

.118

   -

   -

   -

   -

.082

.130

.250

.250

.090

.160

.250

.250

.082

.130

.250

.250

   -

   -

   -

   -

   -

   -

   -

.014

.034

.036

.036

   -

   -

   -

   -

.014

.034

.036

.036

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

.110

.110

.110

.110

.070

.070

.070

.087

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

.04

.04

.04

.04   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

   -

.025

.025

.025

.025

.160

.160

.160

.125

.125

.160

.230

Type

From

Below

To

Above

Q (Min.)

250 MHz A (max)

B

DIA.

C+

.005

D+

.010

E+

.010

H+

.005

 

F

 

G

Capacitance

Range (pF)

Fig.

Toleranes (where not specified) + .016-

- - - -


	Contact us

