
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include
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and solution. Let us make a better world for our industry!
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800-225-5373

3M™ Pak 8 Socket Connector
0.8 mm, Vertical, Surfacemount, 3 mm to 8 mm Stack Height P08 Series

• 0.8mmpitchconnectorsystem
• Matedheightsavailablefrom3mmto8mm
• Surfacemountdesign
• Lockingmechanismwithaudibleclickwhen 

fullymated
• Tapeandreelwithsuctioncoversavailablefor

automatedassemblyplacement
• RoHSCompliant.See the Regulatory Information 

Appendix (RIA) in the “RoHS compliance” section of 
www.3Mconnectors.com for compliance information  
(RIA E1 & C1 apply)
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Physical
Insulation

Material: HighTempThermoPlastic

Flammability: UL94V‑0

Color: Natural

Contact:

Material: CopperAlloy

Plating:

Underplating: 50 µ” [1.25 µm] Nickel

WipingArea: 8µ”[0.20µm]Gold

SolderTails: GoldFlash
MatingCompatibility: P08SeriesPlugs.TS‑1096

Electrical

Current Rating: 0.5A

Voltage Rating: 60VAC/DC

Insulation Resistance: 103 MW min. at 500 VDC

Withstanding Voltage: 250 VAC for 1 minute

Environmental

Temperature Rating: ‑55˚Cto+85˚C

Process Rating: 260˚C(profileperJ‑STD‑020)

Moisture Sensitivity Level: MSL1(perJ‑STD‑020)
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Ordering Information
P08 - XXX - SLXX - X - G 

Height Options:

A = 2.2 mm Height 
B = 5.2 mm Height (Excludes 16 Contact)

Vacuum Pickup:

C = Adhesive Suction Cover 
M =  Molded suction cover (preferred for RoHS 

processes

Blank = None

(M options require Tape and Reel Packaging)

Packaging:

T = Tape & Reel (opt) 
Blank = Tube Pack

Contact Quantity

     See Table

(RIA E1 & C1 apply)

(TOP VIEW)

Recommended PC board pattern
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( ) Dimensions used for  
Reference Only

Stacking Matrix

Stack Height When Mated To:

Skt 

Type

Dim G A Plug B Plug C Plug

A 2.2 3 4 5

B 5.2 6 7 8

Dimensions

No of 

Con-

tacts

A B C D E F

16 9.0 5.6 7.9 7.9 5.6 0.1

20 10.6 7.2 9.5 9.5 7.2 0.1

24 11.4 8.8 11.1 11.1 8.8 0.1

26 13.0 9.6 11.9 11.9 9.6 0.1

30 14.6 11.2 13.5 13.5 11.2 0.1

40 18.6 15.2 17.5 17.5 15.2 0.1

50 23.4 19.2 21.5 21.5 19.2 0.15

60 27.4 23.2 25.5 25.5 23.2 0.15

80 35.4 31.2 33.5 33.5 31.2 0.15

100 43.4 39.2 41.5 41.5 39.2 0.15

Not Available:

16 Contact:  B Socket & C Plug (5, 6, 7 
and 8 mm)

24 Contact: B Plug (4 and 7 mm)



Important Notice

All statements, technical information, and recommendations related to 3M’s products are based on information believed to be reliable, but the accuracy or completeness
is not guaranteed. Before using this product, you must evaluate it and determine if it is suitable for your intended application. You assume all risks and liability associated
with such use. Any statements related to the product which are not contained in 3M’s current publications, or any contrary statements contained on your purchase order
shall have no force or effect unless expressly agreed upon, in writing, by an authorized officer of 3M.

Warranty; Limited Remedy; Limited Liability. 

This product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase.  3M MAKES NO OTHER WARRANTIES 
INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.  If this product is defective within the 
warranty period stated above, your exclusive remedy shall be, at 3M’s option, to replace or repair the 3M product or refund the purchase price of the 3M product.  Except 
where prohibited by law, 3M will not be liable for any indirect, special, incidental or consequential loss or damage arising from this 3M product, regardless of 
the legal theory asserted.  

Please recycle. Printed in USA.
© 3M 2012.  All rights reserved.
RIA-2217B-E
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