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PC 24 - 14 B
Bench-crimper 

Trapezoid crimping

Side and front insertion

Universal - die

Range 24-14 AWG (0.25-2.50 mm2) 

Length: 7.9 inches (200 mm)

Weight: 35.2 ounces (1000 g)

Pressure: 58 psi (4 bar)

PC 24 - 14 H
Hand-crimper 

Trapezoid crimping

Side and front insertion

Universal - die

Range 24-14 AWG (0.25-2.50 mm2) 

Length: 7.9 inches (200 mm)

Weight: 35.2 ounces (1000 g)

Pressure: 58 psi (4 bar)

PC 12 - 8 B
Bench-crimper 

Trapezoid crimping

Side entry

Range 12-8 AWG (4-10 mm2)

Length: 7.9 inches (200 mm)

Weight: 15.1 ounces (430 g)

Pressure: 58 psi (4 bar)

PC 12 - 8 H
Hand-crimper 

Trapezoid crimping

Side entry

Range 12-8 AWG (4-10 mm2)

Length: 7.9 inches (200 mm)

Weight: 15.1 ounces (430 g)

Pressure: 58 psi (4 bar)

Accessory Equipment:

PC - 1
Balancer

PC - 2
Magnetic tool holder

PC 24 - 14 H
Close up View

Pneumatic Crimper
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