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ANGULAR

PLTR2-XXX-PRX

TABLE B (SEAL)

COLOR CODE

BLACK 1

WHITE 2

NOTES:

ALL ITEMS SHIPPED NON-ASSEMBLED.1.

SEALED TO IP67 RATING.2.

TABLE C (DYE)

COLOR CODE

BLUE BE

BLACK BK

GREEN GN

GRAY GY

RED RD

YELLOW YW

NONE BLANK

TABLE A

PART No. L = BODY LENGTH

PLTR2-250-PRX 0.250 (6.4mm)

PLTR2-500-PRX 0.500 (12.7mm)

PLTR2-1000-PRX 1.000 (25.4mm)

PLTR2-1500-PRX 1.500 (38.1mm)

PLTR2-2000-PRX 2.000 (50.8mm)

PLTR2-2500-PRX 2.500 (63.5mm)

PLTR2-3000-PRX 3.000 (76.2mm)

PLTR2-8MM-PRX 8mm (0.315")

PLTR2-16MM-PRX 16mm (0.630")

PLTR2-24MM-PRX 24mm (0.945")

PLTR2-32MM-PRX 32mm (1.260")

PLTR2-40MM-PRX 40mm (1.575")

PLTR2-48MM-PRX 48mm (1.890")

PLTR2-56MM-PRX 56mm (2.205")

PLTR2-64MM-PRX 64mm (2.520")

PLTR2-72MM-PRX 72mm (2.835")

SEAL

POLYURETHANE, 94V-0

TORQUE: 6-7 in-oz

NUT, M3 X 0.50, WHITE NYLON, 94V-0LIGHT PIPE

PANEL, REF

WHILE TORQUING NUT

CLEAR PC, 94V-0

HOLD HEAD

WASHER, WHITE NYLON, 94V-0

3.5mm

6.4mm0.25in
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0.138in

0.030in 0.8mm

SEAL COLOR, TABLE B

PLTR2-XXX-PRX XX

PART NUMBER CONFIGURATION

TABLE AL = BODY LENGTH, 

LIGHT PIPE DYED COLOR, TABLE C

RECOMMENDED MOUNTING HOLE

PANEL THICKNESS: 0.047" - 0.093"
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