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Recommended Mounting Hole
1.5mm-7mm Panel Thickness

Ø.354 [Ø9.0mm]

0.083 [2.1mm]

0.59 [15.1mm]

XX.XX*

BLACK ANODIZED
ALUMINUM HOUSING

NICKEL PLATED BRASS NUT
MOUNTING TORQUE 0.6 Nm

SPRING STEEL LOCK WASHER
VITON SEALING RINGWATER CLEAR

FRESNEL LENS

0.201 [5.1mm]

03/15/12

0.085 [2.2mm]

NOTES:
1. SEALED TO IP67 RATING
2. ROHS COMPLIANT
3. MOUNTING HARDWARE SHIPPED NON-ASSEMBLED
4. INSERT VITON RING ON PANEL MOUNT PRIOR TO PANEL INSERTION
5. ALLOWABLE CABLE CUT LENGTH IS UP TO 3 DECIMAL PLACES

±0.5%80.25" ~ 500.0"

1.00" ~ 16.00"

16.25" ~ 40.00"

*Length "XX.XX"

40.25" ~ 80.00"

±0.05"

±0.15"

Tolerance

±0.30"
Series

Fiber Length in
0.25" Increments

PM3-A1522-6.50
  EXAMPLE:

REF

0.256 [6.5mm]

Added Note 5C T. Y.12/10/12

Corrected Length Call Out & Updated Note 5D J. C.08/23/16
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