
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



1
Sheet No.:OP06038

(おことわり)

本資料の内容は、予告なく変更することがありますので、本資料に掲載されている製品をご使用の際には、必ず最新の仕様書をご用命のうえ、その内容をご

確認頂きますようお願いします。

掲載製品につき、仕様書に記載されている絶対最大定格や使用上の注意事項等を逸脱して使用され、万一掲載製品の使用機器に瑕疵が生じ、それに伴う損害

が発生しましても、弊社はその責を負いませんのでご了承下さい。

なお、本資料に関してご不明な点がございましたら、事前に弊社販売窓口までご連絡頂きますようお願い致します。
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PQ1CG38M2FZH

PQ1CG38M2RZH

■　外形寸法図■　特　長

■　用　途

■　絶対最大定格
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※1 VIN～COM端子間電圧
※2 Vout～COM端子間電圧

※4 PD1:自冷（解放空間）時、PD2:無限大放熱板取り付け時

300kHz発振、TO-220型
チョッパレギュレータ

（１）最大スイッチ電流：0.8A

（２）ON/OFF制御機能内蔵

（３）セット機器の電源投入時やレギュレータのON/OFF

           制御時の出力電圧のオーバーシュートを抑える

      ソフトスタート機能内蔵

（４）発振回路内蔵（発振周波数：TYP. 300kHz）

（５）過熱保護、過電流保護機能内蔵

（６）TO-220型パッケージ採用

（７）出力電圧可変

　　　（出力可変範囲：Vref～35V/-Vref～ｰ30V)

          [外部接続回路構成により降圧、極性反転のどちら

　　　かが選択可能]

（８）PQ1CG38M2FZH：千鳥フォーミング 

           PQ1CG38M2RZH：自立型フォーミング

（９）RoHS指令対応品　

（１）CTV

（２）ファクシミリ、プリンタ等のOA機器

（３）デジタルOA機器

（４）パソコン、アミューズメント機器
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※5 Tj=125～150℃では、過熱保護が動作することがありますので、
本領域でのご使用はできません。

(Ta=25°C)
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（単位：mm）

PQ1CG38M 端子処理識別マーク

H

PQ1CG38M 端子処理識別マーク

H

端子処理：無鉛はんだめっき(組成:Sn2Cu)

・(　)内はTYP.値　

製品質量：(1.5g)
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・(　)内はTYP.値　

製品質量：(1.5g)
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⑤ON/OFF制御
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■　電気的特性
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―
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図1　レギュレータ標準測定回路
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L:HK-14S100-2110(東邦亜鉛(株)製)
D:ERC80-004(富士電機(株)製)　

図2　許容損失低減曲線 図3　過電流保護特性（代表値）
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図5　出力飽和電圧ースイッチ電流特性 

図6　スタンバイ電流ー入力電圧特性

図4　効率ー入力電圧特性

図8　負荷変動率ー出力電流特性 図9　入力変動率ー入力電圧特性　

図7　基準電圧変化率ージャンクション
     温度特性　
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図10　発振周波数変化率ージャンクション
      温度特性

図14　ブロック図
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図11　過電流検出レベル変化率ージャンクション
　　　 温度特性

図12　スレッシュホールド電圧ージャンクション
       温度特性

図13　動作消費電流ー入力電圧特性　
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図16　極性反転出力回路構成　

図15　降圧出力回路構成
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