## : ©hipsmall

Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components to meet their specific needs.

With the principle of "Quality Parts,Customers Priority,Honest Operation, and Considerate Service",our business mainly focus on the distribution of electronic components. Line cards we deal with include Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial, and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service and solution. Let us make a better world for our industry!


## Contact us

Tel: +86-755-8981 8866 Fax: +86-755-8427 6832
Email \& Skype: info@chipsmall.com Web: www.chipsmall.com Address: A1208, Overseas Decoration Building, \#122 Zhenhua RD., Futian, Shenzhen, China

## R1966 Series Rocker Switch



Applications / Markets




RIM RoHS

## Specifications

Contact Rating:
15A @ 125VAC UL, CUL
8A @ 250VAC UL, CUL
6A @ 250VAC VDE
Contact Arrangement: SPST, SPDT
Electrical Life: 10,000 cycles
Mechanical Life: 30,000 cycles
Contact Resistance: $20 \mathrm{~m} \Omega \mathrm{~min}$. initial
Insulation Resistance: >1000 M $\Omega$
Dielectric Strength: 1,500VAC for 1 minute
Operating Temperature: $-30^{\circ} \mathrm{C}$ to $65^{\circ} \mathrm{C}$
Storage Temperature: $-30^{\circ} \mathrm{C}$ to $80^{\circ} \mathrm{C}$
Panel Thickness: 0.7-3.0mm

## Features \& Benefits

- Agency approvals: cURus, VDE
- SPST and SPDT
- LED Illuminated options
- Multiple circuit functions
- Multiple termination options
- Actuator marking available


## Part Number Configurator

| Serie | Circuit | Housing Color | Actuator Color | Marking (see chart) | Termination | LED <br> Color * |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| R1966 | A - SPST, On-Off <br> C - SPDT, On-On <br> D - SPDT, On-Off-On <br> E - SPST, On-(Off) <br> F - SPST, Off-(On) <br> G - SPDT, On-(On) <br> H - SPDT, On-Off-(On) <br> I - SPDT, (On)-Off-(On) | BLK - Black <br> WHT - White <br> GRY - Gray | BLK - Black <br> RED - Red <br> GRY - Gray <br> WHT - White | A <br> B <br> C <br> D <br> E <br> F <br> G <br> H | F - 0.187 QC .031 thk <br> G-0.187 QC .020 thk <br> S - Solder lug <br> P - PCB Pins <br> R - Right Angle PCB Pins <br> L - Left Angle PCB Pins | RED - Red GRN - Green BLU - Blue YEL - Yellow |
| Notes: <br> * LED Color option only available with the " A " circuit option <br> From the " $A$ " circuit option with either the " $R$ " or " $L$ " terminal option, the LED terminals are solder lug terminals and are not bent in either the right or left angle terminal direction as the switch terminals. They protrude straight out from the switch body. |  |  |  |  |  |  |

E-SWITCH ${ }^{\circ}$ $\qquad$



LED
TERMINALS

Body Dimensions
Non IlLuminated


-HOLIMS・ヨ

## Termination Options



| R1966 - SINGLE POLE TERMINAL CHART |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: |
| VERSION | FUNCTION OPTION | POS. 1 | POS. 2 | POS. 3 |
| SPST | A - 1 POLE | ON | NONE | OFF |
| SPDT | C - 1 POLE | ON | NONE | ON |
| SPDT | D - 1 POLE | ON | OFF | ON |
| SPST | E - 1 POLE | ON | NONE | (OFF) |
| SPST | F - 1 POLE | OFF | NONE | (ON) |
| SPDT | G - 1 POLE | ON | NONE | (ON ) |
| SPDT | H - 1 POLE | ON | OFF | (ON) |
| SPDT | I - 1 POLE | (ON) | OFF | (ON) |
| SPST | TERMINAL CLOSURE | $1 \mathrm{a}-1$ | OPEN | N/A |
| SPDT | TERMINAL CLOSURE | $1 \mathrm{a}-1$ | OPEN | $1-1 \mathrm{~b}$ |

( ) DENOTES $=$ MOMENTARY

## Marking Options


A

B

C

D

E

F

G

H

I

N

LED OPTION



| PANEL <br> THICKNESS "Z" | DIM |
| :---: | :---: |
| $0.7-1.25$ | $19.2 / 19.3$ |
| $(0.03-0.05)$ | $(0.755-0.760)$ |
| $1.25-2.0$ | $19.3 / 19.4$ |
| $(0.50-0.08)$ | $(0.760-0.764)$ |
| $2.0-3.0$ | $19.5 / 19.6$ |
| $(0.08-0.12)$ | $(0.768-0.772)$ |

$\qquad$

